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Teknisk Information,  4720-K

Belastningsdiagram, K8

18-12-2009

31 092 28
Dato Side

Katalog nr

We reserve the right to introduce improvements and modifications 
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8400 kg

5770 kg

2500 kg

Loading group: EN12999 H1/B3

- power to lift.

4720-K8

Loading group: EN12999 H1/B3

4520 kg

3490 kg

2820 kg

2010 kg

6130 kg

8820 kg

2350 kg
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We reserve the right to introduce improvements and modifications 

- power to lift.
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Loading group: EN12999 H1/B3

- power to lift.

4720-K6 4720-K7
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HMF 4720-K
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HMF 4720-K7 + FJ600-K3 HMF 4720-K7 + FJ600-K4

1640 kg 1590 kg

2280 kg 2250 kg

1930 kg 1900 kg
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1520 kg

1160 kg
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*470 kg
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*410 kg

*400 kg

*620 kg

*610 kg

*590 kg

*570 kg

*545 kg

*525 kg

*830 kg *790 kg

*815 kg

*785 kg

*760 kg

*730 kg

*705 kg *665 kg

*350 kg

*350 kg

*350 kg

*350 kg

*340 kg

*330 kg

350 kg

660 kg

850 kg 815 kg

1125 kg 1080 kg

Loading group B3 4720-K2 4720-K3 4720-K4 4720-K5 4720-K6 4720-K7 4720-K8

Load moment tm 45.1 44.1 43.7 42.5 41.5 41.3 40.3

Hydraulic reach m 8.3 10.3 12.5 14.5 16.8 19.1 21.5

Slewing torque kgm 5000 5000 5000 5000 5000 5000 5000

Slewing angle ° cont. cont. cont. cont. cont. cont. cont.

Height above chassis mm 2398 2398 2398 2398 2398 2438 2438

Width, folded mm 2519 2519 2519 2519 2519 2519 2519

Length of loader, no extra valves mm 1198 1198 1198 1198 1198 1298 1298

Stabilizer spread, standard mm 5550 5550 5550 5550 5550 5550 5550

Stabilizer spread, long mm 7770 7770 7770 7770 7770 7770 7770

Weight excl. stabilizers kg 3610 3900 4170 4420 4620 4800 4975

Weight of stabilizers, standard kg 370 370 370 370 370 370 370

Working pressure MPa 35.0 35.0 35.0 35.0 35.0 35.0 35.0

Pump performance l/min 80-110

Oil tank capacity, separate tank l 250

Power consumption kW 47-65

Hook height 1.5 m from column m 2.9 2.8 2.7 2.7 2.6 2.6 2.5
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HMF 4720-K7 + FJ600-K4
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