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Vi tillhandahåller allt från små till stora mobilkranar, kranbilar, 
lastbilar, trailers, mobila tornkranar samt minikranar. 
Hos oss hittar du de tillbehör ni behöver, se längst bak i boken.

Stor kompetens och mångårig erfarenhet
Våra maskinister har stor kompetens och mångårig erfarenhet. 
Inget arbete kan vara på fel tidpunkt, vi är verksamma hela dygnet.

Planering och projektering
Vi hjälper er gärna med planering och projektering av lyftet, 
så som lyfttillstånd, transporter, besiktning av arbetsplatsen, etc.

Depåer för mobilkranar och kranbilar

Järfälla  08-36 96 00 – Huvudkontor
Uppsala  018-51 70 00 
Vårby  08-36 09 00
E-post:  order@edinskranar.se
Hemsida www.edinskranar.se

EDINS ERBJUDER EN BREDD 
NÄR DET GÄLLER LYFTET





Sidindex

Sid 6-7  Teckengivning för mobilkranar

Sid 8-9  Hjälptabeller för val av kran

Sid 10-127  Mobilkranar

Sid 128-146  Mobila tornkranar 

Sid 148-151  Hjullastare

Sid 152-185  Kranbilar

Sid 186-189  Trailers & Släp

Sid 190-205  Minikranar

Sid 206-215  Tillbehör



SIGNALSCHEMA
Teckengivning 
för mobilkranar

1. HISSA
Upplyft arm och 
pekfi ngret uppåt. 
Cir kel rö rel se med 
handen.

2. FIRA
Nedåtriktad arm och 
pekfi ngret nedåt. 
Cirkelrörelse med 
handen.

3. HISSA SAKTA
Upplyft arm. 
Små cirkelrörelser 
med armen.

4. FIRA SAKTA
Nedåtriktad arm. 
Små cirkelrörelser 
med handen.

5. RES BOMMEN
Utsträckt arm. 
Tummen uppåt.

6. FÄLL BOMMEN
Utsträckt arm.
Tummen nedåt.

7. SVÄNG VÄNSTER
Höger arm utsträckt.
Handen öppen.

8. SVÄNG HÖGER
Vänster arm utsträckt.
Handen öppen.

SVENSKA MOBILKRANFÖRENINGEN



Vid enarmstecken kan valfri arm användas.

Behövs hastig lyftning, sänkning eller förfl yttning utförs rörelsen livligare.

Vid samlyft med två mobilkranar skall i förväg bestämmas 
hur lyftet genomförs och hur signalerna ges till respektive förare.

9. TELESKOP UT
Sidorörelse utåt med 
båda händerna. 
Tummarna utåt.

10. TELESKOP IN
Sidorörelse inåt med 
båda händerna. 
Tummarna inåt.

11. HUVUDSPEL
Handen upplyft 
över hjässan.

12. EXTRA SPEL
Höger underarm 
uppåt. Understöd 
av vänster hand.

13. STOPP
Utsträckt arm svängs 
i båge framåt och 
åt sidan.

14. HASTIGT STOPP
Båda armarna sträcks 
hastigt utåt.

15. FÖRFLYTTNING
Cirkelrörelse med 
båda händerna.

16. SIGNAL EJ UPPFATTAD
Sidorörelse med armen.
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Grove
GMK 6300L

A

450 mm
(1.5')

566 mm
(1.9')

F E

D

15 357 mm
(50.4')

2647 mm
(8.7')

1128 mm
(3.7')

1430 mm
(4.7')

1650 mm
(5.4')

2450 mm
(8.0')

1650 mm
(5.4')

3200 mm
(10.5')

1700 mm
(5.6')

2722 mm
(8.9')

1726 mm
(5.7')

17 094 mm
(56.1')

17 583 mm
(57.7')

18 520 mm
(60.8')

15 368 mm
(50.4')

Tires D EBA
*130 mm

(0.4')

A C F

14.00 R25

20.5 R25

16.00 R25

3950 mm 
(13.0')

4000 mm
(13.1')

4000 mm 
(13.1')

3820 mm 
(12.5')

3870 mm 
(12.7')

3870 mm 
(12.7')

2970 mm 
(9.7')

3070 mm
(10.1')

2975 mm 
(9.8')

2570 mm 
(8.4')

2530 mm 
(8.3')

2510 mm 
(8.2')

1822 mm 
(6.0')

1872 mm 
(6.1')

1872 mm 
(6.1')

400 mm 
(1.3')

450 mm 
(1.5')

450 mm 
(1.5')

297 mm 
(1.0')

327 mm 
(1.1')

327 mm 
(1.1')

14°

16°

16°

8°

10°

10°

6°

8°

8°
Ra = Radius all wheels steered
*Lowered

C

8700 mm
(28.5')

B

5345 mm
(17.5')

3355 mm
(11.0')

5037 mm
(16.5')

3663 mm
(12.0')

8700 mm
(28.5')

29
90

 m
m

(9
.8

')
50

00
 m

m
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6.
4'

)
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 m

m
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0.
7')

74
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 m
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(2
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)

R 13 614 m
m

 (44.7')

R 14 277 mm (46.8')

Slewing 
pivot
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0 

m
m

(2
.3

')

R
 76
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 m
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5.
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R
 5
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0'
)
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 12
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61

 m
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Grove
GMK 6300L

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

15,6 – 80,0 m 8,5 m 360°

010203040506070
0

10

20

30

40

50

60

70

80

15,58m

20,93m

26,24m

31,52m

36,81m

42,09m

47,53m

52,87m

58,41m

63,85m

69,32m

74,77m

80,00m

300,0*
126,0

82,5

61,5

152,0
111,0

73,5

56,5

48,0

138,0
82,0

51,5

36,0

31,0

104,0
81,0

50,5

35,5

28,0

190,0

26,0

80,5

55,5

32,0

21,0

18,8

63,0

53,0

31,5

22,0

18,0

13,2

50,0
42,5

29,0

18,9

15,3

12,7

12,4

38,0

30,5

20,0

15,5

12,2

10,2

8,8

29,0
28,0

19,0

13,1

9,0

7,3

6,3

5,7

22,5
22,5

16,5

11,6

7,9

6,6

6,1

5,9

17,6
17,6

15,8

11,5

8,1

6,6

6,0

4,6

5,4

14,3

14,3
14,3

11,5

7,8

5,9

4,6

4,1

3,6

2,5

2,0

12,0
12,0

12,0

10,5

7,6

5,5

4,0

3,4

2,7

83°

Hook block • Hakenflasche • Crochet-moufle • Gancho • Ganci • Крюковой блок
(t)

H
(mm)

200 D 3650

160 D 3650 

125 D  3300

80 D 3300 

32 E 3200

12 H/B 2450
* Over rear • Nach hinten • En arrière • Por la parte trasera • Sul posteriore • Над задней частью
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 80,0 m 92,5 t8,5 m 360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
2,5 *300,0 - - - - - - - - - - - -
3,0 190,0 152,0 - - - - - - - - - - -
4,0 165,0 152,0 138,0 - - - - - - - - - -
5,0 143,0 137,0 130,0 104,0 - - - - - - - - -
6,0 126,0 124,0 117,0 104,0 80,5 - - - - - - - -
7,0 112,0 111,0 106,0 103,0 80,5 63,0 - - - - - - -
8,0 101,0 101,0 98,0 94,0 80,5 63,0 50,0 - - - - - -
9,0 91,5 91,0 90,0 87,0 80,0 63,0 50,0 38,0 - - - - -

10,0 82,5 82,0 82,0 81,0 75,5 63,0 50,0 38,0 29,0 - - - -
11,0 74,0 73,5 73,5 73,0 71,5 61,5 50,0 38,0 29,0 22,5 - - -
12,0 61,5 66,5 66,5 66,0 67,0 58,5 48,5 38,0 29,0 22,5 17,6 - -
13,0 - 61,0 60,5 60,0 61,0 55,5 47,0 38,0 29,0 22,5 17,6 14,3 -
14,0 - 56,5 55,5 54,5 55,5 53,0 45,5 37,5 29,0 22,5 17,6 14,3 12,0
15,0 - 52,0 51,5 50,5 51,0 50,5 44,0 35,5 29,0 22,5 17,6 14,3 12,0
16,0 - 48,0 48,0 47,5 47,0 48,0 42,5 33,5 29,0 22,5 17,6 14,3 12,0
18,0 - - 41,5 41,0 40,0 41,5 39,0 30,5 28,0 22,5 17,6 14,3 12,0
20,0 - - 36,0 35,5 35,0 36,0 36,0 27,0 25,5 22,5 17,6 14,3 12,0
22,0 - - 31,0 31,0 32,0 31,5 32,5 24,5 23,0 21,5 17,6 14,3 12,0
24,0 - - - 28,0 28,5 28,0 29,0 22,5 21,0 20,0 17,6 14,3 12,0
26,0 - - - 26,0 25,5 25,0 26,0 20,0 19,0 18,2 16,9 14,3 12,0
28,0 - - - 19,5 23,0 23,5 23,0 18,0 17,0 16,5 15,8 14,3 12,0
30,0 - - - - 21,0 22,0 21,0 17,0 15,6 15,1 14,7 13,8 12,0
32,0 - - - - 18,8 19,9 18,9 16,2 14,2 13,8 13,6 13,0 12,0
34,0 - - - - - 18,0 17,0 15,5 13,1 12,7 12,6 12,2 11,7
36,0 - - - - - 16,3 15,3 14,8 11,9 11,6 11,5 11,5 11,1
38,0 - - - - - 13,2 13,8 14,3 11,0 10,7 10,6 10,7 10,5
40,0 - - - - - - 12,7 13,4 10,1 9,8 9,7 9,9 9,5
42,0 - - - - - - 12,4 12,2 9,0 8,7 8,7 8,9 8,6
44,0 - - - - - - - 11,2 7,9 7,9 8,1 7,8 8,1
46,0 - - - - - - - 10,2 7,3 7,6 7,7 7,2 7,6
48,0 - - - - - - - 8,8 6,7 7,2 7,3 6,7 7,0
50,0 - - - - - - - - 6,3 6,9 6,9 6,3 6,5
52,0 - - - - - - - - 6,0 6,6 6,6 5,9 6,0
54,0 - - - - - - - - 5,7 6,3 6,3 5,5 5,5
56,0 - - - - - - - - - 6,1 6,0 5,2 5,1
58,0 - - - - - - - - - 5,9 5,7 4,9 4,7
60,0 - - - - - - - - - - 5,4 4,6 4,4
62,0 - - - - - - - - - - 5,2 4,3 4,0
64,0 - - - - - - - - - - 4,6 4,1 3,7
66,0 - - - - - - - - - - - 3,8 3,4
68,0 - - - - - - - - - - - 3,6 3,1
70,0 - - - - - - - - - - - 2,5 2,7
72,0 - 2,3
74,0 - - - - - - - - - - - - 2,0

EN 13000

* With special equipment • mit Sonderausrüstung • avec équipement spécial • con equipamiento especial • con equipaggiamento speciale • со специальным оборудованием
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15,6 - 80,0 m 74,5 t8,5 m 360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
3,0 190,0 152,0 - - - - - - - - - - -
4,0 162,0 152,0 138,0 - - - - - - - - - -
5,0 141,0 137,0 130,0 104,0 - - - - - - - - -
6,0 124,0 123,0 117,0 104,0 80,5 - - - - - - - -
7,0 111,0 109,0 106,0 103,0 80,5 63,0 - - - - - - -
8,0 98,5 98,0 98,0 94,0 80,5 63,0 50,0 - - - - - -
9,0 86,0 86,0 86,0 85,0 80,0 63,0 50,0 38,0 - - - - -

10,0 76,5 76,0 76,0 75,5 75,5 63,0 50,0 38,0 29,0 - - - -
11,0 68,5 69,0 68,0 67,5 68,5 61,5 50,0 38,0 29,0 22,5 - - -
12,0 61,5 62,5 62,0 61,5 61,5 58,5 48,5 38,0 29,0 22,5 17,6 - -
13,0 - 56,5 56,5 56,5 55,5 55,5 47,0 38,0 29,0 22,5 17,6 14,3 -
14,0 - 51,5 51,5 51,5 50,5 51,5 45,5 37,5 29,0 22,5 17,6 14,3 12,0
15,0 - 47,0 47,5 47,0 46,0 47,0 44,0 35,5 29,0 22,5 17,6 14,3 12,0
16,0 - 43,0 43,5 43,0 43,0 43,5 42,5 33,5 29,0 22,5 17,6 14,3 12,0
18,0 - - 37,0 37,0 38,0 37,0 38,0 30,5 28,0 22,5 17,6 14,3 12,0
20,0 - - 32,0 33,5 33,0 32,0 33,0 27,0 25,5 22,5 17,6 14,3 12,0
22,0 - - 28,0 29,0 28,5 29,0 29,0 24,5 23,0 21,5 17,6 14,3 12,0
24,0 - - - 25,5 25,0 26,0 25,0 22,5 21,0 20,0 17,6 14,3 12,0
26,0 - - - 22,0 22,5 23,0 22,0 20,0 19,0 18,2 16,9 14,3 12,0
28,0 - - - 19,5 21,0 20,5 19,2 18,0 17,0 16,5 15,8 14,3 12,0
30,0 - - - - 18,6 18,0 16,9 17,0 15,6 15,1 14,7 13,8 12,0
32,0 - - - - 16,7 16,1 15,0 16,0 14,0 13,8 13,6 13,0 12,0
34,0 - - - - - 14,4 14,4 14,3 12,3 12,4 12,6 12,2 11,7
36,0 - - - - - 12,9 13,7 12,9 10,8 10,9 11,4 11,5 11,1
38,0 - - - - - 12,2 12,6 11,6 9,5 9,8 10,3 10,6 10,5
40,0 - - - - - - 11,4 10,4 8,4 9,1 9,4 9,5 9,5
42,0 - - - - - - 10,4 9,4 7,6 8,3 8,6 8,4 8,6
44,0 - - - - - - - 8,4 7,3 7,9 8,1 7,6 8,1
46,0 - - - - - - - 7,6 6,9 7,6 7,7 7,1 7,2
48,0 - - - - - - - 6,9 6,6 7,2 7,3 6,7 6,4
50,0 - - - - - - - - 6,3 6,8 6,8 6,3 5,7
52,0 - - - - - - - - 6,0 6,2 6,2 5,8 5,1
54,0 - - - - - - - - 5,7 5,6 5,6 5,2 4,5
56,0 - - - - - - - - - 5,4 5,0 4,6 3,9
58,0 - - - - - - - - - 5,1 4,5 4,1 3,4
60,0 - - - - - - - - - - 4,0 3,7 2,9
62,0 - - - - - - - - - - 3,8 3,2 2,4
64,0 - - - - - - - - - - 3,4 2,8 2,0
66,0 - - - - - - - - - - - 2,4 1,5
68,0 - - - - - - - - - - - 2,0 -
70,0 - - - - - - - - - - - 1,6 -

EN 13000

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

Grove
GMK 6300L



16

M
O

B
ILK

R
A

N
A

R

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 80,0 m 54,5 t8,5 m 360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
3,0 187,0 152,0 - - - - - - - - - - -
4,0 160,0 152,0 138,0 - - - - - - - - - -
5,0 138,0 136,0 130,0 104,0 - - - - - - - - -
6,0 122,0 121,0 117,0 104,0 80,5 - - - - - - - -
7,0 104,0 104,0 104,0 103,0 80,5 63,0 - - - - - - -
8,0 90,0 89,5 89,5 89,0 80,5 63,0 50,0 - - - - -
9,0 78,5 79,5 78,0 77,5 77,0 63,0 50,0 38,0 - - - - -

10,0 68,5 69,5 70,0 69,5 67,0 63,0 50,0 38,0 29,0 - - - -
11,0 60,5 61,5 62,0 61,5 59,5 58,0 50,0 38,0 29,0 22,5 - - -
12,0 54,0 55,0 55,5 55,5 55,5 52,0 48,5 38,0 29,0 22,5 17,6 - -
13,0 - 50,0 50,0 50,0 50,0 47,0 46,5 38,0 29,0 22,5 17,6 14,3 -
14,0 - 46,0 45,5 46,0 45,5 42,5 42,5 37,5 29,0 22,5 17,6 14,3 12,0
15,0 - 41,5 41,0 43,0 41,5 39,5 39,0 35,5 29,0 22,5 17,6 14,3 12,0
16,0 - 37,0 37,0 38,5 38,0 37,5 35,5 33,5 29,0 22,5 17,6 14,3 12,0
18,0 - - 31,5 31,5 31,0 32,5 30,5 28,5 27,0 22,5 17,6 14,3 12,0
20,0 - - 26,5 26,5 28,0 27,5 26,0 24,5 23,5 22,5 17,6 14,3 12,0
22,0 - - 22,5 22,5 24,0 23,5 22,0 21,5 20,0 19,6 17,6 14,3 12,0
24,0 - - - 21,0 21,0 20,0 19,0 20,0 17,4 17,1 17,2 14,3 12,0
26,0 - - - 18,3 18,1 17,5 17,6 17,5 15,2 14,8 15,0 14,3 12,0
28,0 - - - 16,1 15,9 15,2 16,3 15,2 13,1 13,2 13,6 13,7 12,0
30,0 - - - - 14,0 14,5 14,4 13,3 11,6 12,4 12,8 12,9 12,0
32,0 - - - - 12,4 13,4 12,7 11,7 10,8 11,6 12,1 12,0 10,8
34,0 - - - - - 12,0 11,3 10,3 10,2 11,0 11,1 10,7 9,6
36,0 - - - - - 10,8 10,1 9,1 9,6 10,1 9,9 9,5 8,5
38,0 - - - - - 9,7 9,0 8,0 8,5 9,5 8,8 8,4 7,5
40,0 - - - - - - 8,0 7,0 8,1 8,6 8,0 7,4 6,6
42,0 - - - - - - 7,2 6,2 7,6 7,7 7,1 6,5 5,7
44,0 - - - - - - - 5,3 7,0 6,9 6,3 5,7 4,9
46,0 - - - - - - - 4,6 6,3 6,2 5,6 5,0 4,1
48,0 - - - - - - - 3,9 5,8 5,5 4,9 4,2 3,4
50,0 - - - - - - - - 5,3 4,9 4,3 3,6 2,8
52,0 - - - - - - - - 4,7 4,3 3,7 3,0 2,2
54,0 - - - - - - - - 4,2 3,8 3,1 2,5 1,6
56,0 - - - - - - - - - 3,3 2,6 2,0 -
58,0 - - - - - - - - - 2,8 2,2 1,5 -
60,0 - - - - - - - - - - 1,7 - -
62,0 - - - - - - - - - - 1,3 - -

EN 13000
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 80,0 m 45,0 t8,5 m 360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
3,0 186,0 152,0 - - - - - - - - - - -
4,0 158,0 152,0 138,0 - - - - - - - - - -
5,0 137,0 135,0 130,0 104,0 - - - - - - - - -
6,0 118,0 117,0 116,0 104,0 80,5 - - - - - - - -
7,0 100,0 99,5 99,5 98,5 80,5 63,0 - - - - - - -
8,0 85,5 85,5 85,5 82,5 79,5 63,0 50,0 - - - - - -
9,0 74,0 74,5 75,0 73,5 68,0 63,0 50,0 38,0 - - - - -

10,0 64,5 65,5 66,0 64,0 62,5 58,0 50,0 38,0 29,0 - - - -
11,0 57,0 58,0 58,5 56,0 55,0 51,0 50,0 38,0 29,0 22,5 - - -
12,0 50,5 52,0 52,0 52,0 49,0 45,5 45,5 38,0 29,0 22,5 17,6 - -
13,0 - 46,5 46,0 47,0 44,0 42,5 41,0 38,0 29,0 22,5 17,6 14,3 -
14,0 - 41,0 40,5 42,5 40,0 40,0 37,0 34,5 29,0 22,5 17,6 14,3 12,0
15,0 - 36,5 37,5 37,5 36,5 36,5 34,0 31,5 29,0 22,5 17,6 14,3 12,0
16,0 - 32,5 33,5 34,0 34,0 33,5 31,0 29,0 27,5 22,5 17,6 14,3 12,0
18,0 - - 27,5 27,5 29,0 28,5 26,5 24,5 23,0 22,5 17,6 14,3 12,0
20,0 - - 24,0 24,5 24,5 24,0 22,5 23,0 19,7 19,2 17,6 14,3 12,0
22,0 - - 20,5 21,0 21,0 20,0 20,0 20,0 16,9 16,5 16,5 14,3 12,0
24,0 - - - 18,1 17,9 17,3 18,4 17,3 14,4 15,0 15,2 14,3 12,0
26,0 - - - 15,7 15,5 16,2 15,9 14,9 13,3 14,1 14,4 14,2 12,0
28,0 - - - 13,7 13,8 14,6 13,9 12,8 12,3 13,2 13,4 12,5 11,3
30,0 - - - - 13,1 12,9 12,2 11,1 11,6 12,2 12,1 11,1 9,9
32,0 - - - - 11,7 11,4 10,7 9,7 10,8 11,3 10,7 9,8 8,7
34,0 - - - - - 10,1 9,4 8,3 10,1 10,0 9,4 8,6 7,5
36,0 - - - - - 9,0 8,3 7,1 9,0 8,9 8,3 7,6 6,5
38,0 - - - - - 8,0 7,3 6,1 8,0 7,9 7,2 6,5 5,6
40,0 - - - - - - 6,5 5,1 7,3 6,9 6,3 5,6 4,7
42,0 - - - - - - 6,1 4,3 6,4 6,1 5,4 4,7 3,9
44,0 - - - - - - - 3,6 5,7 5,3 4,6 4,0 3,1
46,0 - - - - - - - 2,9 5,0 4,6 3,9 3,3 2,4
48,0 - - - - - - - 2,3 4,3 4,0 3,3 2,6 1,8
50,0 - - - - - - - - 3,8 3,4 2,7 2,1 1,2
52,0 - - - - - - - - 3,2 2,9 2,2 1,5 -
54,0 - - - - - - - - 2,8 2,4 1,5 - -
56,0 - - - - - - - - - 1,9 1,3 - -
58,0 - - - - - - - - - 1,5 - - -

EN 13000
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 80,0 m

15,6 - 80,0 m

35,5 t

26,0 t

8,5 m

8,5 m

360°

360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
3,0 184,0 152,0 - - - - - - - - - - -
4,0 157,0 152,0 138,0 - - - - - - - - - -
5,0 136,0 134,0 130,0 104,0 - - - - - - - - -
6,0 113,0 112,0 111,0 104,0 80,5 - - - - - - - -
7,0 95,0 95,0 95,0 87,0 80,5 63,0 - - - - - - -
8,0 80,5 80,0 81,5 75,5 70,0 63,0 50,0 - - - - - -
9,0 69,0 70,0 69,0 64,5 62,5 57,5 50,0 38,0 - - - - -

10,0 60,5 61,5 59,5 58,5 54,5 50,0 49,5 38,0 29,0 - - - -
11,0 51,5 54,5 52,0 51,5 48,0 46,5 44,0 38,0 29,0 22,5 - - -
12,0 44,0 46,5 46,0 45,5 42,5 42,5 39,0 36,5 29,0 22,5 17,6 - -
13,0 - 40,5 41,5 40,5 40,0 38,5 35,5 32,5 29,0 22,5 17,6 14,3 -
14,0 - 35,5 36,5 36,5 37,0 34,5 32,0 29,5 28,0 22,5 17,6 14,3 12,0
15,0 - 31,5 32,5 32,5 33,5 31,5 29,0 27,5 25,5 22,5 17,6 14,3 12,0
16,0 - 28,0 29,0 30,0 30,5 29,0 26,5 26,5 23,0 22,5 17,6 14,3 12,0
18,0 - - 25,0 25,5 25,0 24,5 23,0 22,5 19,3 18,8 17,6 14,3 12,0
20,0 - - 20,5 21,0 21,0 20,5 21,5 19,4 16,6 17,3 17,2 14,3 12,0
22,0 - - 17,4 17,9 17,7 18,6 18,2 16,6 15,4 16,2 16,1 14,3 12,0
24,0 - - - 15,3 15,5 16,2 15,5 14,3 14,2 14,7 14,2 13,1 11,8
26,0 - - - 13,1 14,3 14,0 13,3 12,1 13,3 13,5 12,4 11,3 10,1
28,0 - - - 12,2 12,4 12,2 11,4 10,2 12,2 11,9 10,9 9,8 8,7
30,0 - - - - 10,8 10,9 9,8 8,6 10,8 10,5 9,5 8,5 7,4
32,0 - - - - 9,5 10,0 8,4 7,2 9,4 9,1 8,3 7,4 6,3
34,0 - - - - - 8,9 7,9 6,0 8,2 7,9 7,2 6,3 5,3
36,0 - - - - - 7,8 7,3 4,9 7,1 6,8 6,1 5,4 4,4
38,0 - - - - - 6,9 6,8 4,0 6,2 5,8 5,2 4,5 3,6
40,0 - - - - - - 6,0 3,2 5,3 5,0 4,3 3,6 2,8
42,0 - - - - - - 5,2 2,4 4,6 4,2 3,6 2,9 2,0
44,0 - - - - - - - 1,8 3,9 3,5 2,9 2,2 1,4
46,0 - - - - - - - 1,2 3,3 2,9 2,3 1,6 -
48,0 - - - - - - - - 2,7 2,4 1,7 - -
50,0 - - - - - - - - 2,2 1,8 - - -
52,0 - - - - - - - - 1,8 1,4 - - -
54,0 - - - - - - - - 1,4 - - - -

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,85 69,32 74,77 80,00
3,0 183,0 152,0 - - - - - - - - - - -
4,0 156,0 152,0 138,0 - - - - - - - - - -
5,0 131,0 130,0 129,0 104,0 - - - - - - - - -
6,0 108,0 106,0 104,0 92,5 80,5 - - - - - - - -
7,0 89,0 89,0 82,5 78,0 71,0 63,0 - - - - - - -
8,0 75,0 75,5 70,5 68,0 62,5 57,0 50,0 - - - - - -
9,0 62,5 64,5 59,5 58,0 53,5 51,0 48,0 38,0 - - - - -

10,0 51,0 54,5 52,0 50,0 46,5 46,0 42,0 38,0 29,0 - - - -
11,0 42,5 45,5 46,0 44,0 43,5 40,5 37,0 34,5 29,0 22,5 - - -
12,0 35,5 39,0 40,5 38,5 39,0 36,0 33,0 31,0 29,0 22,5 17,6 - -
13,0 - 33,5 35,0 36,0 35,0 32,5 29,5 29,5 25,5 22,5 17,6 14,3 -
14,0 - 29,0 31,5 33,0 31,5 29,5 27,0 27,0 23,0 22,0 17,6 14,3 12,0
15,0 - 25,5 28,5 29,0 28,5 26,5 26,0 24,5 21,0 21,0 17,6 14,3 12,0
16,0 - 23,5 25,5 26,0 26,0 24,0 24,5 22,0 20,0 20,5 17,6 14,3 12,0
18,0 - - 20,5 21,0 21,0 21,5 20,5 18,3 18,1 18,1 17,2 14,3 12,0
20,0 - - 16,7 17,3 17,8 18,4 17,3 15,3 16,6 16,3 15,1 13,8 12,0
22,0 - - 13,7 14,8 15,7 15,4 14,6 12,9 14,8 14,0 12,9 11,7 10,4
24,0 - - - 13,1 13,3 13,5 12,2 10,9 12,8 12,1 11,0 9,9 8,7
26,0 - - - 11,1 11,3 12,0 11,2 8,9 11,2 10,5 9,4 8,4 7,2
28,0 - - - 9,4 9,9 10,3 10,2 7,3 9,6 9,1 8,1 7,1 5,9
30,0 - - - - 8,5 8,9 8,8 5,9 8,2 7,8 6,9 5,9 4,8
32,0 - - - - 7,3 7,6 7,6 4,7 6,9 6,6 5,9 4,9 3,9
34,0 - - - - - 6,6 6,5 3,6 5,9 5,5 4,8 4,1 3,0
36,0 - - - - - 5,6 5,6 2,7 4,9 4,6 3,9 3,2 2,2
38,0 - - - - - 4,8 4,7 1,9 4,1 3,8 3,1 2,4 1,5
40,0 - - - - - - 4,0 1,2 3,4 3,0 2,4 1,7 -
42,0 - - - - - - 3,3 - 2,7 2,4 1,7 - -
44,0 - - - - - - - - 2,1 1,8 - - -
46,0 - - - - - - - - 1,6 1,2 - - -

EN 13000

EN 13000
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 69,1 m

15,6 - 58,3 m

16,5 t

7,0 t

8,5 m

8,5 m

360°

360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,53 52,87 58,41 63,55 69,10
3,0 181,0 152,0 - - - - - - - - -
4,0 154,0 152,0 132,0 - - - - - - - -
5,0 125,0 114,0 99,5 85,0 - - - - - - -
6,0 101,0 87,5 80,0 71,0 62,0 - - - - - -
7,0 78,5 71,0 67,0 61,0 55,0 52,5 - - - - -
8,0 63,5 59,5 56,0 51,5 49,5 45,0 40,5 - - - -
9,0 50,0 50,0 47,5 46,0 43,0 39,0 35,0 34,0 - - -

10,0 40,5 43,0 41,0 40,5 37,5 34,0 33,0 30,0 25,0 - -
11,0 33,0 36,5 36,5 35,5 33,0 30,0 29,5 26,5 24,0 21,5 -
12,0 27,5 30,5 33,0 31,5 29,0 28,0 26,5 23,5 23,5 21,5 17,2
13,0 - 27,0 29,0 28,0 26,0 26,0 23,5 21,0 22,0 19,8 17,2
14,0 - 23,5 25,5 25,0 23,5 23,5 21,0 18,7 20,5 19,0 17,0
15,0 - 20,5 22,5 22,5 22,5 21,0 19,2 16,8 18,5 17,3 15,7
16,0 - 17,7 19,8 20,0 20,5 19,4 17,4 15,2 16,9 15,8 14,3
18,0 - - 15,6 17,2 17,2 17,1 16,0 12,3 14,2 13,2 11,9
20,0 - - 12,5 14,2 14,4 14,5 13,8 10,1 12,0 11,1 9,8
22,0 - - 10,1 11,6 12,2 12,4 11,8 8,1 10,1 9,3 8,1
24,0 - - - 9,6 10,1 10,5 10,1 6,5 8,5 7,8 6,7
26,0 - - - 7,9 8,4 8,8 8,6 5,2 7,2 6,5 5,4
28,0 - - - 6,5 7,0 7,4 7,3 4,0 6,0 5,4 4,4
30,0 - - - - 5,8 6,2 6,1 3,0 5,0 4,4 3,4
32,0 - - - - 4,8 5,1 5,1 2,1 4,2 3,6 2,6
34,0 - - - - - 4,2 4,1 1,3 3,4 2,8 1,9
36,0 - - - - - 3,4 3,4 - 2,7 2,2 1,3
38,0 - - - - - 2,8 2,7 - 2,0 1,6 -
40,0 - - - - - - 2,0 - 1,4 - -
42,0 - - - - - - 1,5 - - - -

m 15,58 20,93 26,24 31,52 36,81 42,09 47,32 58,25
3,0 180,0 152,0 - - - - - -
4,0 151,0 132,0 108,0 - - - - -
5,0 114,0 95,0 82,0 73,0 - - - -
6,0 82,5 73,0 68,0 61,0 57,5 - - -
7,0 63,5 59,0 54,5 52,0 47,5 38,0 - -
8,0 48,5 48,0 45,0 44,0 39,5 35,5 34,5 -
9,0 37,5 39,5 39,5 37,0 33,5 33,0 29,5 -

10,0 29,5 33,5 33,5 31,5 29,5 28,5 25,5 23,5
11,0 24,0 28,0 28,5 27,0 27,0 25,0 22,5 21,0
12,0 19,2 23,5 25,0 24,0 24,0 23,5 19,8 18,7
13,0 - 19,7 22,0 22,5 21,0 21,0 17,4 16,6
14,0 - 16,7 18,8 19,9 19,3 18,5 15,3 14,8
15,0 - 14,2 16,2 17,6 17,2 16,6 13,5 13,2
16,0 - 12,1 14,4 15,7 15,3 14,9 12,0 11,8
18,0 - - 11,0 12,5 12,4 12,1 9,4 9,5
20,0 - - 8,3 9,9 10,1 9,9 7,4 7,6
22,0 - - 6,3 7,8 8,3 8,1 5,8 6,1
24,0 - - - 6,1 6,7 6,7 4,4 4,9
26,0 - - - 4,7 5,3 5,5 3,3 3,8
28,0 - - - 3,6 4,1 4,5 2,3 2,9
30,0 - - - - 3,1 3,5 1,5 2,1
32,0 - - - - 2,3 2,6 - 1,4
34,0 - - - - - 1,9 - -
36,0 - - - - - 1,2 - -

EN 13000

EN 13000

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

15,6 - 58,3 m 0 t8,5 m 360°

m 15,58 20,93 26,24 31,52 36,81 42,09 47,32 58,25
3,0 179,0 152,0 - - - - - -
4,0 145,0 115,0 96,0 - - - - -
5,0 97,0 81,0 75,0 65,5 - - - -
6,0 69,5 63,5 58,0 54,5 48,5 - - -
7,0 52,5 49,5 47,5 43,5 39,0 37,5 - -
8,0 38,0 38,5 38,5 35,5 33,5 31,5 27,5 -
9,0 29,0 32,5 31,5 29,5 29,0 28,0 23,5 -

10,0 22,0 26,5 26,5 26,5 25,5 24,0 19,7 18,2
11,0 17,3 21,5 22,0 22,5 21,5 20,5 16,7 15,8
12,0 13,5 17,7 18,8 19,4 18,7 17,8 14,3 13,7
13,0 - 14,6 16,3 16,8 16,3 15,6 12,3 12,0
14,0 - 12,0 14,0 14,6 14,2 13,7 10,6 10,5
15,0 - 9,9 12,0 12,7 12,5 12,1 9,2 9,2
16,0 - 8,1 10,4 11,2 11,0 10,7 7,9 8,0
18,0 - - 7,6 8,6 8,6 8,4 5,8 6,1
20,0 - - 5,4 6,6 6,7 6,6 4,2 4,6
22,0 - - 3,6 5,1 5,2 5,1 2,8 3,3
24,0 - - - 3,7 3,9 3,9 1,7 2,3
26,0 - - - 2,5 2,9 2,9 - 1,4
28,0 - - - 1,6 2,0 2,1 - -
30,0 - - - - 1,2 1,4 - -

EN 13000

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

80,0 m 8,5 m 360°
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

80,0 m 8,5 m 360°
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Working Range Lifting capacity charts acc. to EN 13000 ( DIN / ISO ) 
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m 12,0 m 8,5 m 360° 92,5 t

EN 13000

m 74,8 80,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
16,0 8,4 - - - - -
18,0 8,4 - - 6,8 - -
20,0 8,4 8,2 - 6,8 - -
22,0 8,4 8,2 7,8 6,8 6,7 6,7
24,0 8,4 8,2 7,7 6,8 6,7 6,7
26,0 8,4 8,2 7,6 6,8 6,7 6,7
28,0 8,4 8,2 7,6 6,8 6,7 6,7
30,0 8,4 8,2 7,5 6,8 6,7 6,7
32,0 8,4 8,2 7,4 6,8 6,7 6,7
34,0 8,4 8,2 7,3 6,8 6,7 6,7
36,0 8,4 8,1 7,3 6,8 6,7 6,7
38,0 8,4 8,0 7,2 6,8 6,7 6,7
40,0 8,2 7,9 7,2 6,8 6,7 6,7
42,0 7,8 7,7 7,1 6,8 6,7 6,6
44,0 7,3 7,3 7,1 6,8 6,6 6,4
46,0 6,9 6,9 7,0 6,5 6,4 6,3
48,0 6,5 6,5 6,6 6,2 6,2 6,2
50,0 6,1 6,1 6,2 6,0 6,0 6,0
52,0 5,7 5,7 5,9 5,6 5,6 5,7
54,0 5,3 5,3 5,5 5,3 5,3 5,4
56,0 4,8 4,8 5,1 5,0 5,0 5,1
58,0 4,5 4,5 4,7 4,7 4,7 4,8
60,0 4,1 4,1 4,3 4,4 4,4 4,5
62,0 3,8 3,8 3,9 4,0 4,0 4,2
64,0 3,5 3,5 3,6 3,7 3,7 3,9
66,0 3,3 3,3 3,4 3,4 3,4 3,5
68,0 3,0 3,0 - 3,0 3,0 3,2
70,0 2,8 2,8 - 2,7 2,7 2,9
72,0 2,6 2,6 - 2,4 2,5 -
74,0 2,4 2,4 - 2,1 2,1 -
76,0 2,3 2,3 - 1,7 1,8 -
78,0 2,1 2,1 - 1,4 1,5 -
80,0 1,9 - - 1,1 1,1 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m 21,0 m 8,5 m 360° 92,5 t

EN 13000

m 74,8 80,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
20,0 5,0 - - 4,3 - -
22,0 5,0 - - 4,3 - -
24,0 5,0 5,0 - 4,3 - -
26,0 5,0 5,0 - 4,3 4,3 -
28,0 5,0 5,0 4,2 4,3 4,3 -
30,0 5,0 4,9 4,1 4,3 4,3 4,1
32,0 5,0 4,8 4,1 4,3 4,3 4,0
34,0 5,0 4,7 4,0 4,3 4,3 4,0
36,0 5,0 4,6 4,0 4,3 4,3 3,9
38,0 5,0 4,6 3,9 4,3 4,3 3,9
40,0 5,0 4,5 3,9 4,3 4,3 3,9
42,0 5,0 4,4 3,9 4,3 4,3 3,8
44,0 5,0 4,3 3,8 4,3 4,3 3,8
46,0 4,9 4,3 3,8 4,3 4,2 3,8
48,0 4,8 4,2 3,8 4,3 4,1 3,7
50,0 4,7 4,1 3,7 4,3 4,1 3,7
52,0 4,6 4,1 3,7 4,3 4,0 3,7
54,0 4,5 4,0 3,7 4,3 4,0 3,7
56,0 4,4 4,0 3,7 4,3 3,9 3,7
58,0 4,3 3,9 3,7 4,3 3,9 3,7
60,0 4,3 3,9 3,7 4,2 3,9 3,6
62,0 4,1 3,8 3,7 4,0 3,8 3,6
64,0 3,9 3,8 3,7 3,8 3,8 3,6
66,0 3,6 3,6 3,7 3,7 3,7 3,6
68,0 3,3 3,3 3,6 3,4 3,4 3,5
70,0 3,0 3,0 3,3 3,2 3,2 3,4
72,0 2,7 2,7 3,0 2,9 2,9 3,2
74,0 2,5 2,5 3,7 2,7 2,7 3,0
76,0 2,4 2,4 2,4 2,3 2,4 2,7
78,0 2,2 2,2 - 2,0 2,1 2,4
80,0 2,0 2,0 - 1,7 1,8 2,1
82,0 1,9 1,9 - 1,5 1,6 -
84,0 1,7 1,7 - 1,2 1,3 -
86,0 1,6 1,6 - 0,9 1,0 -
88,0 1,4 1,4 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L



25

M
O

B
IL

K
R

A
N

A
R

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

74,8 - 80,0 m 29,0 m 8,5 m 360° 92,5 t

EN 13000

m 74,8 80,0
m 29,0 29,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
26,0 3,8 - - 3,3 - -
28,0 3,8 3,7 - 3,3 3,3 -
30,0 3,8 3,6 - 3,3 3,3 -
32,0 3,8 3,6 - 3,3 3,3 -
34,0 3,8 3,5 3,2 3,3 3,3 -
36,0 3,7 3,5 3,2 3,3 3,2 2,7
38,0 3,7 3,4 3,2 3,3 3,2 2,7
40,0 3,6 3,4 3,2 3,3 3,1 2,7
42,0 3,6 3,3 3,2 3,3 3,1 2,7
44,0 3,5 3,3 3,2 3,2 3,1 2,7
46,0 3,4 3,2 3,1 3,2 3,0 2,7
48,0 3,4 3,2 3,1 3,2 3,0 2,7
50,0 3,3 3,1 3,0 3,1 3,0 2,7
52,0 3,3 3,1 3,0 3,1 2,9 2,7
54,0 3,2 3,1 2,9 3,0 2,9 2,7
56,0 3,2 3,0 2,9 3,0 2,9 2,7
58,0 3,1 2,9 2,9 3,0 2,8 2,7
60,0 3,1 2,9 2,8 2,9 2,8 2,7
62,0 3,0 2,8 2,8 2,9 2,8 2,7
64,0 2,9 2,8 2,7 2,9 2,8 2,7
66,0 2,9 2,7 2,7 2,8 2,7 2,7
68,0 2,8 2,7 2,7 2,8 2,7 2,7
70,0 2,8 2,7 2,7 2,8 2,6 2,6
72,0 2,7 2,6 2,6 2,7 2,6 2,6
74,0 2,5 2,5 2,5 2,6 2,6 2,6
76,0 2,3 2,3 2,5 2,5 2,5 2,5
78,0 2,1 2,1 2,4 2,2 2,3 2,4
80,0 1,9 1,9 2,1 1,9 2,0 2,3
82,0 1,8 1,8 1,9 1,6 1,7 2,0
84,0 1,6 1,6 1,4 1,3 1,4 1,7
86,0 1,5 1,5 - 1,0 1,1 1,4
88,0 1,3 1,3 - - 0,9 1,1
90,0 1,2 1,2 - - - -
92,0 1,0 1,1 - - - -
94,0 - 0,9 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m

74,8 - 80,0 m

12,0 m

21,0 m

8,5 m

8,5 m

360°

360°

54,5 t

54,5 t

EN 13000

EN 13000

m 74,8 80,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
16,0 8,4 - - - - -
18,0 8,4 - - 6,8 - -
20,0 8,4 8,2 6,8 -
22,0 8,4 8,2 7,8 6,8 6,7 6,7
24,0 8,4 8,2 7,7 6,8 6,7 6,7
26,0 8,4 8,2 7,6 6,8 6,7 6,7
28,0 8,4 8,2 7,6 6,8 6,7 6,7
30,0 8,4 8,2 7,5 6,8 6,7 6,7
32,0 8,4 8,2 7,4 6,8 6,7 6,7
34,0 8,4 8,2 7,3 6,8 6,7 6,7
36,0 7,9 8,0 7,3 6,8 6,7 6,7
38,0 7,6 7,2 7,2 6,8 6,7 6,7
40,0 7,3 7,0 6,7 6,3 6,4 6,7
42,0 6,5 6,7 6,5 5,5 5,7 6,1
44,0 5,8 5,9 6,4 4,8 4,9 5,4
46,0 5,0 5,2 5,6 4,1 4,3 4,7
48,0 4,3 4,5 4,9 3,5 3,6 4,1
50,0 3,7 3,8 4,2 2,,8 3,0 3,4
52,0 3,1 3,2 3,6 2,2 2,4 2,8
54,0 2,6 2,7 3,0 1,7 1,8 2,2
56,0 2,1 2,2 2,5 1,2 1,3 1,7
58,0 1,6 1,7 2,0 - 0,9 1,2
60,0 1,2 1,3 1,5 - - -
62,0 - 0,9 1,1 - - -

m 74,8 80,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
20,0 5,0 - - 4,3 - -
22,0 5,0 - - 4,3 - -
24,0 5,0 5,0 - 4,3 - -
26,0 5,0 5,0 - 4,3 4,3 -
28,0 5,0 5,0 4,2 4,3 4,3 -
30,0 5,0 4,9 4,1 4,3 4,3 4,1
32,0 5,0 4,8 4,1 4,3 4,3 4,0
34,0 5,0 4,7 4,0 4,3 4,3 4,0
36,0 5,0 4,6 4,0 4,3 4,3 3,9
38,0 5,0 4,6 3,9 4,3 4,3 3,9
40,0 5,0 4,5 3,9 4,3 4,3 3,9
42,0 5,0 4,4 3,9 4,3 4,3 3,8
44,0 5,0 4,3 3,8 4,3 4,3 3,8
46,0 4,8 4,3 3,8 4,3 4,2 3,8
48,0 4,7 4,2 3,8 4,1 4,1 3,7
50,0 4,5 4,1 3,7 3,6 3,8 3,7
52,0 3,9 4,0 3,7 3,1 3,3 3,7
54,0 3,3 3,6 3,7 2,5 2,8 3,5
56,0 2,8 3,1 3,7 2,0 2,3 2,9
58,0 2,4 2,6 3,1 1,5 1,8 2,4
60,0 1,9 2,1 2,6 1,1 1,3 1,9
62,0 1,5 1,7 2,2 - 0,9 1,5
64,0 1,1 1,3 1,8 - - 1,0
66,0 - 0,9 1,4 -
68,0 - - 1,0 - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m 29,0 m 8,5 m 360° 54,5 t

EN 13000

m 74,8 80,0
m 29,0 29,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
22,0 3,8 - - 3,3 - -
24,0 3,8 - - 3,3 - -
26,0 3,8 - - 3,3 - -
28,0 3,8 3,7 - 3,3 3,3 -
30,0 3,8 3,6 - 3,3 3,3 -
32,0 3,8 3,6 - 3,3 3,3 -
34,0 3,8 3,5 3,2 3,3 3,3 -
36,0 3,7 3,5 3,2 3,3 3,2 2,7
38,0 3,7 3,4 3,2 3,3 3,2 2,7
40,0 3,6 3,4 3,2 3,3 3,1 2,7
42,0 3,6 3,3 3,2 3,3 3,1 2,7
44,0 3,5 3,3 3,2 3,2 3,1 2,7
46,0 3,4 3,2 3,1 3,2 3,0 2,7
48,0 3,4 3,2 3,1 3,2 3,0 2,7
50,0 3,3 3,1 3,0 3,1 3,0 2,7
52,0 3,2 3,1 3,0 3,1 2,9 2,7
54,0 3,1 3,0 2,9 2,6 2,9 2,7
56,0 3,0 2,9 2,9 2,2 2,4 2,7
58,0 2,5 2,8 2,8 1,7 2,0 2,6
60,0 2,1 2,3 2,8 1,3 1,5 2,2
62,0 1,7 1,9 2,4 0,9 1,1 1,7
64,0 1,3 1,5 2,0 - - 1,3
66,0 0,9 1,1 1,6 - - 0,9
68,0 - - 1,2 - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m 29,0 m 8,5 m 360° 45,0 t

EN 13000

m 74,8 80,0
m 29,0 29,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
22,0 3,8 - - 3,3 - -
24,0 3,8 - - 3,3 - -
26,0 3,8 - - 3,3 - -
28,0 3,8 3,7 - 3,3 3,3 -
30,0 3,8 3,6 - 3,3 3,3 -
32,0 3,8 3,6 - 3,3 3,3 -
34,0 3,8 3,5 3,2 3,3 3,3 -
36,0 3,7 3,5 3,2 3,3 3,2 2,7
38,0 3,7 3,4 3,2 3,3 3,2 2,7
40,0 3,6 3,4 3,2 3,3 3,1 2,7
42,0 3,6 3,3 3,2 3,3 3,1 2,7
44,0 3,5 3,3 3,2 3,2 3,1 2,7
46,0 3,3 3,2 3,1 3,2 3,0 2,7
48,0 3,3 3,1 3,1 2,7 3,0 2,7
50,0 3,1 3,1 3,0 2,2 2,5 2,7
52,0 2,6 2,9 3,0 1,7 2,0 2,7
54,0 2,1 2,3 2,9 1,3 1,6 2,2
56,0 1,6 1,9 2,5 - 1,1 1,8
58,0 1,2 1,4 2,0 - - 1,3
60,0 - 1,0 1,6 - - 0,9
62,0 - - 1,2 - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m

74,8 - 80,0 m

12,0 m

21,0 m

8,5 m

8,5 m

360°

360°

45,0 t

45,0 t

EN 13000

EN 13000

m 74,8 80,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
16,0 8,4 - - - - -
18,0 8,4 - - 6,8 - -
20,0 8,4 8,2 - 6,8 - -
22,0 8,4 8,2 7,8 6,8 6,7 6,7
24,0 8,4 8,2 7,7 6,8 6,7 6,7
26,0 8,4 8,2 7,6 6,8 6,7 6,7
28,0 8,4 8,2 7,6 6,8 6,7 6,7
30,0 8,0 8,2 7,5 6,8 6,7 6,7
32,0 7,9 7,9 7,4 6,8 6,7 6,7
34,0 7,3 7,5 7,2 6,2 6,4 6,7
36,0 6,4 6,6 7,0 5,3 5,5 6,1
38,0 5,6 5,8 6,3 4,5 4,7 5,3
40,0 4,9 5,1 5,5 3,8 4,0 4,5
42,0 4,2 4,4 4,8 3,2 3,3 3,8
44,0 3,6 3,8 4,2 2,6 2,7 3,2
46,0 3,1 3,2 3,6 2,0 2,2 2,6
48,0 2,5 2,7 3,0 1,5 1,7 2,1
50,0 2,1 2,2 2,5 1,1 1,2 1,6
52,0 1,6 1,7 2,0 - - 1,1
54,0 1,1 1,3 1,6 - - -
56,0 - - 1,1 - - -

m 74,8 80,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
20,0 5,0 - - - - -
22,0 5,0 - - 4,3 - -
24,0 5,0 5,0 - 4,3 - -
26,0 5,0 5,0 - 4,3 4,3 -
28,0 5,0 5,0 4,2 4,3 4,3 -
30,0 5,0 4,9 4,1 4,3 4,3 4,1
32,0 5,0 4,8 4,1 4,3 4,3 4,0
34,0 5,0 4,7 4,0 4,3 4,3 4,0
36,0 5,0 4,6 4,0 4,3 4,3 3,9
38,0 4,9 4,6 3,9 4,3 4,3 3,9
40,0 4,8 4,5 3,9 4,3 4,3 3,9
42,0 4,8 4,3 3,9 3,8 4,1 3,8
44,0 4,2 4,3 3,8 3,2 3,5 3,8
46,0 3,6 3,9 3,8 2,6 2,9 3,7
48,0 3,1 3,3 3,7 2,1 2,4 3,1
50,0 2,6 2,9 3,5 1,7 1,9 2,6
52,0 2,2 2,4 3,0 1,2 1,5 2,1
54,0 1,8 2,0 2,5 - 1,1 1,7
56,0 1,4 1,6 2,1 - - 1,3
58,0 1,0 1,2 1,7 - - 0,9
60,0 - - 1,4 - - -
62,0 - - 1,0 - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

74,8 - 80,0 m

74,8 - 80,0 m

12,0 m

21,0 m

8,5 m

8,5 m

360°

360°

35,5 t

35,5 t

EN 13000

EN 13000

m 74,8 80,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
16,0 8,4 - - - - -
18,0 8,4 - - 6,8 - -
20,0 8,4 8,2 - 6,8 - -
22,0 8,4 8,2 7,8 6,8 6,7 6,7
24,0 8,4 8,2 7,7 6,8 6,7 6,7
26,0 8,0 8,2 7,6 6,8 6,7 6,7
28,0 7,9 7,9 7,6 6,8 6,7 6,7
30,0 7,1 7,3 7,4 5,9 6,2 6,7
32,0 6,1 6,3 6,9 4,9 5,2 5,8
34,0 5,2 5,4 6,0 4,1 4,3 4,9
36,0 4,4 4,6 5,1 3,3 3,5 4,1
38,0 3,7 3,9 4,4 2,6 2,8 3,4
40,0 3,0 3,2 3,7 2,0 2,2 2,7
42,0 2,5 2,6 3,0 1,4 1,6 2,1
44,0 1,9 2,1 2,5 0,9 1,1 1,5
46,0 1,4 1,6 1,9 - - 1,0
48,0 1,0 1,1 1,4 - - -
50,0 - - 1,0 - - -

m 74,8 80,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
20,0 5,0 - - 4,3 - -
22,0 5,0 - - 4,3 - -
24,0 5,0 5,0 - 4,3 - -
26,0 5,0 5,0 - 4,3 4,3 -
28,0 5,0 5,0 4,2 4,3 4,3 -
30,0 5,0 4,9 4,1 4,3 4,3 4,1
32,0 5,0 4,8 4,1 4,3 4,3 4,0
34,0 4,8 4,7 4,0 4,3 4,3 4,0
36,0 4,8 4,6 4,0 3,9 4,3 3,9
38,0 4,2 4,5 3,9 3,2 3,6 3,9
40,0 3,6 3,9 3,9 2,6 2,9 3,9
42,0 3,0 3,3 3,8 2,0 2,3 3,2
44,0 2,5 2,8 3,5 1,5 1,8 2,6
46,0 2,0 2,3 3,0 1,0 1,3 2,1
48,0 1,6 1,8 2,5 - 0,9 1,6
50,0 1,1 1,4 2,0 - - 1,1
52,0 - 1,0 1,6 - - -
54,0 - - 1,2 - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Grove
GMK 6300L
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DIMENSIONS · ABMESSUNGEN · ENCOMBREMENT · DIMENSIONI · DIMENSIONES

1

* Duties with reduced outrigger base on request
* Traglasten mit verkürzter Abstützbasis auf Anfrage
* Capacities de levage base réduite sur demande
* Portate con base stabilizzatori ridotta disponibili su richiesta
* Capacidad de carga con bases de apoyo reducidas, disponibles bajo demanda

a

b

c

d

e

f
h

g

i

0 t
5,0 t

15,0 t
17,4 t
27,4 t
39,9 t
52,3 t
74,4 t
74,5 t
96,6 t

5,0 t

X
X
X
X
X
X
X
X
X

a 10,0 t

X

X
X
X
X
X
X

b 12,4 t

X
X
X
X
X
X
X

c 12,4 t

X
X
X
X
X

d 12,4 t

X
X
X
X

e 11,0 t

X

X

f 11,0 t

X

X

g 11,1 t

X
X

h 11,1 t

X
X

i
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Remarks · Bemerkungen · Remarques · Osservazioni · Observaciones

* with special attachment
* mit Sonderausrüstung
* avec équipement spécial
* con accessorio speciale
* con equipo especial

** over rear
** nach hinten
** sur l’arrière
** sul retro
** hacia atrás

Radius · Ausladung Radius · Ausladung
Portée Portée
Sbraccio Main boom · Hauptausleger · Flèche principale · Braccio base · Pluma principal Sbraccio
Radio m Radio

8,68 m x 8,50 m 360° DIN/ISO96,6 t

1m

13
13,5
14
14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74

1m

13
13,5

14
14,5

15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74

14,5
t,0

250,0
197,0
181,5
168,0
156,5
146,5
129,0
115,0
104,0

94,4
84,4
50,8

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

14,5 
t,0
-,0

155,0
155,0
155,0
155,0
146,5
129,0
115,0
104,0

94,4
84,4
50,8

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

19,3
t,0
-,0

147,5
147,5
147,5
144,5
144,5
129,0
115,5
104,0

94,7
86,6
73,7
61,4
45,9

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

24,1
t,0
-,0
-,0
-,0

146,0
146,0
143,0
126,0
114,0
103,0

94,0
86,2
73,2
61,9
53,3
46,9
37,1

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

28,9
t,0
-,0
-,0
-,0
-,0
-,0

134,5
124,0
110,5
100,0

91,1
83,6
71,3
60,9
52,2
46,6
39,8
34,5
31,6

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

33,7
t,0
-,0
-,0
-,0
-,0
-,0
-,0

106,5
101,0

94,8
88,8
82,9
70,9
61,7
53,0
45,6
38,9
35,4
31,1
27,5
24,8
21,1

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

38,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

81,1
78,1
74,9
71,7
64,8
57,7
51,5
46,7
39,8
34,4
30,8
28,5
25,5
23,0
20,9
18,4

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

43,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

60,6
58,7
57,0
53,6
49,8
46,0
42,2
39,3
35,5
31,1
27,6
24,6
22,1
19,9
18,0
16,4
15,5

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

48,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

47,6
44,5
39,1
34,3
31,0
28,4
26,1
24,7
23,3
21,9
20,5
19,5
18,7
17,8
17,0
15,7
14,5
13,3
10,8

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

52,9
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

34,2
30,6
27,1
24,7
22,3
20,0
18,2
16,9
15,8
14,8
13,9
13,3
12,7
12,0
11,4
10,9
10,6
10,2

9,9
-,0
-,0
-,0
-,0
-,0
-,0
-,0

57,7
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

29,4
26,9
24,4
21,9
20,2
18,4
16,7
15,1
14,0
12,9
11,8
11,1
10,5
10,0

9,5
9,1
8,6
8,2
8,0
7,7
3,5
-,0
-,0
-,0
-,0
-,0

62,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

23,6
21,6
19,9
18,1
16,8
15,5
14,3
13,0
12,1
11,2
10,3

9,5
8,8
8,3
7,9
7,5
7,1
6,7
6,4
5,9
5,4
-,0
-,0
-,0
-,0

67,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

18,1
17,3
16,1
14,8
13,9
13,0
12,1
11,2
10,4

9,7
9,0
8,3
7,7
7,0
6,6
6,2
5,9
5,5
4,8
4,4
3,9
-,0
-,0
-,0

72,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

14,7
14,7
14,4
13,6
12,8
12,1
11,4
10,7
10,0

9,3
8,7
8,2
7,6
7,1
6,6
6,0
5,7
5,3
4,6
4,0
3,5
3,0
-,0
-,0

77,2
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

10,9
10,9
10,8
10,5
10,2

9,8
9,3
8,8
8,4
7,9
7,4
7,0
6,6
6,2
5,8
5,4
4,9
4,4
3,8
3,2
2,8
2,4
-,0

80,0
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
9,3
9,3
9,3
9,3
9,3
9,3
9,0
8,5
8,0
7,5
7,0
6,6
6,2
5,8
5,4
5,0
4,6
3,9
3,3
2,8
2,3
2,0
1,6

*

**

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHA
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Radius · Ausladung Radius · Ausladung
Portée Portée
Sbraccio Main boom · Hauptausleger · Flèche principale · Braccio base · Pluma principal Sbraccio
Radio m Radio

8,68 m x 8,50 m 360° DIN/ISO52,4 t

1m
13
13,5
14
14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62

14,5
t,0

155,0
155,0
155,0
151,5
141,5
125,0
111,5

99,0
85,9
75,5
50,8

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

19,3
t,0

147,5
147,5
147,5
144,5
141,5
125,0
111,5

99,3
87,2
76,9
58,1
45,2
36,5

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

24,1
t,0
-,0
-,0

146,0
146,0
140,0
124,5
111,0

98,7
85,8
76,2
57,1
45,8
37,0
31,9
27,1

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

28,9
t,0
-,0
-,0
-,0
-,0

134,5
123,5
110,5

97,6
84,5
76,3
57,2
45,5
36,7
32,0
27,2
23,4
20,3
13,1

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

33,7
t,0
-,0
-,0
-,0
-,0
-,0

106,5
101,0

94,8
81,9
71,3
57,7
45,2
38,0
31,7
26,9
23,0
19,9
17,4
16,3
14,9

8,3
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

38,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0

81,1
78,1
74,9
69,4
54,9
46,0
37,2
30,9
26,0
22,2
20,3
18,3
16,2
14,4
12,9
11,6

8,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

43,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

60,6
58,7
57,0
53,6
44,6
36,1
29,8
25,3
23,1
20,0
17,5
15,4
13,7
12,2
11,4
10,8

9,7
5,8
5,5
-,0
-,0
-,0
-,0
-,0
-,0
-,0

48,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

47,6
44,5
39,1
34,3
31,0
28,4
26,0
22,2
19,1
16,6
14,6
13,9
12,6
11,3
10,1

9,0
8,1
7,8
7,2
5,3
-,0
-,0
-,0
-,0
-,0

52,9
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

34,2
30,6
27,1
24,7
22,3
20,0
17,9
16,9
15,0
13,2
11,7
10,4

9,9
9,0
8,1
7,2
6,5
6,1
5,6
-,0
-,0
-,0
-,0

57,7
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

29,4
26,9
24,4
21,9
20,2
18,4
16,7
14,8
13,4
12,6
11,8
10,4

9,2
8,3
7,8
7,1
6,3
5,6
5,0
4,5
3,5
-,0
-,0

62,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

23,6
21,6
19,9
18,1
16,8
15,5
14,3
12,9
11,3
10,7
10,0

9,1
8,1
7,1
6,6
5,8
5,1
4,6
4,3
3,6
2,8
-,0

67,3 
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

18,1
17,3
16,1
14,8
13,9
13,0
12,1
11,2
10,1

9,2
8,7
7,7
6,7
5,9
5,1
4,4
3,9
3,6
3,0
2,2
1,4

72,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

14,7
14,7
14,4
13,6
12,8
12,1
11,4
10,7
10,0

9,3
8,1
7,0
6,1
5,3
4,9
4,5
3,9
3,3
2,3
1,5
-,0

77,2
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

10,9
10,9
10,8
10,5
10,2

9,8
9,3
8,8
8,4
7,9
7,2
6,3
5,5
4,7
4,0
3,4
2,8
1,9
1,0
-,0

80,0
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
9,3
9,3
9,3
9,3
9,3
9,3
9,0
8,5
8,0
7,5
7,0
6,1
5,2
4,5
3,8
3,2
2,6
1,6
-,0
-,0

1m
13

13,5
14

14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHA
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Radius · Ausladung Radius · Ausladung
Portée Portée
Sbraccio Main boom · Hauptausleger · Flèche principale · Braccio base · Pluma principal Sbraccio
Radio m Radio

8,68 m x 8,50 m 360° DIN/ISO15 t

1m
13
13,5
14
14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44

14,5
t,0

155,0
155,0
155,0
147,5
137,5
111,0

87,7
65,0
50,2
39,8
27,0

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

19,3
t,0

147,5
147,5
147,5
144,5
138,0
109,0

86,0
68,3
53,5
43,8
30,4
22,1
16,7

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

24,1
t,0
-,0
-,0

146,0
146,0
129,5

98,9
79,4
64,5
54,7
45,3
31,7
24,2
18,9
15,0
12,1

9,9
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

28,9
t,0
-,0
-,0
-,0
-,0

117,5
92,4
74,0
62,4
51,8
43,9
31,9
25,0
19,5
15,5
12,6
10,4

8,6
7,1
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

33,7
t,0
-,0
-,0
-,0
-,0
-,0

83,8
68,8
57,5
48,0
40,8
31,6
25,0
19,4
15,8
13,0
10,9

9,1
7,6
6,4
5,3
4,4
-,0
-,0
-,0
-,0
-,0
-,0

38,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0

63,8
52,2
43,8
37,7
30,4
23,7
19,7
15,7
13,1
10,8

9,0
7,5
6,2
5,2
4,3
3,5
2,9
-,0
-,0
-,0
-,0

43,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

47,2
41,9
36,9
27,7
23,3
18,8
15,7
12,8
10,7

8,9
7,4
6,1
5,1
4,2
3,4
2,7
2,2
1,7
1,2
-,0

48,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

38,9
33,3
27,3
21,4
18,2
14,9
12,4
10,4

8,6
7,1
5,8
4,7
3,9
3,1
2,4
1,8
1,3
-,0
-,0

52,9
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

24,8
21,0
17,0
14,0
11,5

9,6
7,9
6,4
5,2
4,1
3,2
2,5
1,8
1,2
-,0
-,0
-,0

57,7
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

23,5
19,6
15,7
13,5
11,4

9,5
7,9
6,6
5,4
4,3
3,4
2,7
2,0
1,4
-,0
-,0
-,0

62,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

18,1
14,6
12,5
10,3

8,5
7,0
5,7
4,6
3,7
2,9
2,1
1,5
-,0
-,0
-,0
-,0

67,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

13,4
11,2

9,1
7,3
5,9
4,7
3,7
2,8
2,0
1,3
-,0
-,0
-,0
-,0
-,0

72,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

11,5
9,8
7,8
6,2
4,8
3,7
2,7
1,8
1,1
-,0
-,0
-,0
-,0
-,0
-,0

77,2
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
8,9
7,0
5,4
4,0
2,9
1,9
1,1
-,0
-,0
-,0
-,0
-,0
-,0
-,0

80,0
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
8,3
6,4
4,9
3,6
2,5
1,5
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

1m
13

13,5
14

14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44

8,68 m x 8,50 m 360° DIN/ISO0 t

Radius · Ausladung Radius · Ausladung
Portée Portée
Sbraccio Main boom · Hauptausleger · Flèche principale · Braccio base · Pluma principal Sbraccio
Radio m Radio
1m
13
13,5
14
14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32

14,5
t,0

155,0
155,0
155,0
141,5
122,0

82,6
55,3
38,1
27,3
20,1
11,9

-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

19,3
t,0

147,5
147,5
147,5
127,0
104,0

73,9
56,2
42,8
32,0
24,2
15,2
10,3

7,2
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

24,1
t,0
-,0
-,0

130,0
105,0

91,3
68,0
51,9
40,0
33,1
27,2
17,7
12,5

9,1
6,8
5,1
3,9
-,0
-,0
-,0
-,0
-,0

28,9
t,0
-,0
-,0
-,0
-,0

78,6
60,2
46,3
38,5
31,3
26,0
18,4
13,0

9,6
7,3
5,6
4,3
3,2
2,3
-,0
-,0
-,0

33,7
t,0
-,0
-,0
-,0
-,0
-,0

52,7
43,7
34,9
29,5
24,8
18,2
13,7
10,2

7,8
6,1
4,8
3,7
2,8
2,0
1,3
-,0

38,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0

38,4
32,6
27,1
22,9
16,9
12,9
10,1

7,7
6,0
4,7
3,6
2,7
1,8
1,1
-,0

43,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

30,0
25,1
21,3
15,8
12,1

9,4
7,3
5,7
4,4
3,3
2,4
1,7
1,0
-,0

48,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

22,6
19,2
14,3
10,8

8,3
6,4
4,9
3,7
2,7
1,9
1,1
-,0
-,0

52,9
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

12,9
9,7
7,3
5,5
4,1
2,9
1,9
1,1
-,0
-,0
-,0

57,7
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

12,4
9,4
7,1
5,4
4,0
2,9
1,9
1,1
-,0
-,0
-,0

62,5
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
8,0
6,0
4,3
3,0
1,9
1,0
-,0
-,0
-,0
-,0

67,3
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

72,1
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

77,2
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

80,0 
t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

1m
13

13,5
14

14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHA
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WORKING RANGES · ARBEITSBEREICHE · PORTÉES ·
CAMPO DI LAVORO · RANGOS DE TRABAJO HAV
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Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
13
13,5
14
14,5
15
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40

t,0
23,6
23,6
23,6
23,6
23,6
22,4
20,9
19,3
17,9
16,7
14,2
12,2
10,8

9,4
8,5
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0

20,7
18,9
17,2
16,0
14,9
13,7
12,2
10,7

9,7
8,7
8,0
7,4
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0

14,3
13,4
12,6
11,9
10,6

9,7
8,8
8,1
7,7
7,4
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

11,5
10,9
10,4

9,4
8,7
8,1
7,7
7,4
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
9,7
9,3
8,6
8,0
7,6
7,4
7,3
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

8,68 m x 8,50 m 360° DIN/ISO96,6 t

10,4 m
0° 10° 20° 30° 40°

t,0
-,0
-,0
-,0
-,0

10,7
10,4
10,2

9,8
9,5
9,1
8,4
7,7
7,0
6,3
5,8
5,4
5,0
4,7
4,4
4,2
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
9,3
8,8
8,3
7,5
6,8
6,2
5,8
5,4
5,0
4,7
4,5
4,3
4,1
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
6,7
6,1
5,7
5,3
5,0
4,7
4,5
4,3
4,1
4,1
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
5,6
5,2
4,9
4,6
4,5
4,3
4,1
4,0
4,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,6
4,4
4,2
4,1
4,0
4,0
-,0
-,0
-,0
-,0
-,0
-,0

20,0 m
0° 10° 20° 30° 40°

14,5 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70

t,0
16,1
15,3
14,4
13,5
12,5
11,5
10,6

9,7
9,1
8,5
7,9
7,3
6,8
6,4
6,0
5,7
5,3
5,0
4,7
4,5
4,1
2,6
-,0
-,0
-,0

t,0
-,0

14,1
13,5
12,8
12,1
11,3
10,4

9,6
8,9
8,4
7,8
7,3
6,7
6,3
6,0
5,6
5,3
5,0
4,7
4,5
4,1
2,6
-,0
-,0
-,0

t,0
-,0
-,0

11,6
11,1
10,6
10,1

9,7
9,2
8,8
8,3
7,8
7,3
6,8
6,3
6,0
5,7
5,3
5,0
4,7
4,5
4,1
2,6
-,0
-,0
-,0

t,0
-,0
-,0
9,9
9,5
9,2
8,9
8,6
8,4
8,2
7,8
7,5
7,1
6,7
6,3
6,0
5,7
5,4
5,0
4,8
4,5
4,1
2,6
-,0
-,0
-,0

t,0
-,0
-,0
-,0
8,5
8,2
8,0
7,9
7,7
7,6
7,4
7,1
6,9
6,6
6,3
6,0
5,7
5,4
5,1
4,8
4,6
3,0
-,0
-,0
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
7,4
7,2
6,9
6,7
6,5
6,3
6,0
5,8
5,6
5,4
5,2
5,1
4,9
4,7
4,6
4,4
4,3
4,1
3,9
3,8
3,4
3,1
2,8
1,6
-,0

t,0
-,0
-,0
6,5
6,2
6,0
5,8
5,6
5,4
5,2
5,0
4,8
4,7
4,6
4,5
4,3
4,2
4,1
4,0
3,8
3,7
3,4
3,1
2,8
1,7
-,0

t,0
-,0
-,0
-,0
-,0
5,5
5,3
5,1
5,0
4,8
4,7
4,6
4,4
4,3
4,2
4,1
4,0
4,0
3,9
3,7
3,6
3,4
3,1
2,9
1,7
-,0

t,0
-,0
-,0
-,0
-,0
-,0
4,9
4,8
4,6
4,5
4,4
4,3
4,2
4,1
4,0
4,0
3,9
3,9
3,8
3,7
3,6
3,4
3,2
2,9
1,7
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,3
4,2
4,1
4,1
4,0
4,0
3,9
3,9
3,9
3,8
3,8
3,8
3,7
3,4
3,2
1,9
-,0
-,0

20,0 m
0° 10° 20° 30° 40°

48,1 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74

t,0
14,5
13,8
13,1
12,3
11,5
10,6

9,8
8,9
8,4
7,8
7,3
6,7
6,2
5,7
5,4
5,0
4,7
4,3
4,0
3,6
3,1
-,0
-,0
-,0
-,0

t,0
-,0

13,0
12,5
11,8
11,2
10,5

9,7
9,0
8,3
7,8
7,3
6,8
6,3
5,7
5,4
5,1
4,7
4,4
4,1
3,6
3,1
-,0
-,0
-,0
-,0

t,0
-,0
-,0

11,1
10,6
10,2

9,7
9,2
8,8
8,3
7,8
7,3
6,8
6,3
5,8
5,4
5,1
4,8
4,4
4,1
3,6
3,2
-,0
-,0
-,0
-,0

t,0
-,0
-,0
9,5
9,2
8,9
8,7
8,5
8,3
8,1
7,8
7,4
6,9
6,4
5,9
5,4
5,1
4,8
4,5
4,1
3,6
3,1
-,0
-,0
-,0
-,0

t,0
-,0
-,0
8,5
8,3
8,1
7,9
7,8
7,6
7,5
7,4
7,0
6,6
6,3
5,9
5,5
5,1
4,8
4,5
4,1
3,6
3,1
-,0
-,0
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
6,9
6,7
6,5
6,3
6,1
5,9
5,7
5,5
5,3
5,1
5,0
4,8
4,7
4,6
4,4
4,3
4,2
3,9
3,7
3,2
2,8
2,5
2,2
-,0
-,0

t,0
-,0
-,0
6,1
5,8
5,6
5,4
5,3
5,1
4,9
4,8
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,7
3,3
2,8
2,5
2,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
5,2
5,1
4,9
4,7
4,6
4,5
4,4
4,3
4,1
4,1
4,0
3,9
3,9
3,8
3,7
3,3
2,9
2,5
2,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
4,7
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,9
3,8
3,8
3,7
3,7
3,4
3,0
2,6
2,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
4,3
4,2
4,1
4,0
4,0
3,9
3,9
3,8
3,8
3,8
3,8
3,7
3,7
3,4
3,0
2,6
2,1
-,0
-,0

20,0 m
0° 10° 20° 30° 40°

52,9 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74

t,0
13,8
13,4
12,8
12,2
11,5
10,8
10,1

9,4
8,6
8,1
7,6
7,1
6,7
6,2
5,7
5,4
5,1
4,8
4,5
3,9
3,5
3,1
-,0
-,0
-,0

t,0
-,0

12,6
12,2
11,7
11,1
10,5

9,9
9,3
8,6
8,0
7,5
7,1
6,7
6,2
5,8
5,4
5,1
4,8
4,5
3,9
3,5
3,1
-,0
-,0
-,0

t,0
-,0
-,0

11,1
10,7
10,3

9,9
9,5
9,0
8,5
8,0
7,5
7,1
6,7
6,3
5,8
5,4
5,1
4,8
4,5
4,0
3,5
3,2
-,0
-,0
-,0

t,0
-,0
-,0
-,0
9,3
9,0
8,7
8,5
8,2
8,0
7,7
7,5
7,1
6,7
6,3
5,9
5,5
5,1
4,8
4,5
4,0
3,5
3,2
-,0
-,0
-,0

t,0
-,0
-,0
-,0
8,3
8,1
7,9
7,8
7,7
7,5
7,4
7,3
7,1
6,7
6,3
5,9
5,5
5,1
4,9
4,6
4,0
3,6
3,2
-,0
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
-,0
6,5
6,3
6,1
6,0
5,8
5,6
5,4
5,3
5,1
4,9
4,8
4,6
4,5
4,4
4,3
4,2
4,1
3,9
3,5
3,1
2,7
2,4
2,1
-,0

t,0
-,0
-,0
-,0
5,7
5,5
5,4
5,2
5,0
4,9
4,8
4,6
4,5
4,3
4,2
4,2
4,1
4,0
3,9
3,8
3,5
3,1
2,7
2,4
2,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
5,0
4,8
4,7
4,6
4,4
4,3
4,2
4,1
4,0
4,0
3,9
3,8
3,8
3,7
3,5
3,2
2,8
2,4
2,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
4,5
4,4
4,3
4,2
4,1
4,0
4,0
3,9
3,8
3,8
3,7
3,7
3,6
3,6
3,2
2,8
2,5
2,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,2
4,1
4,0
4,0
3,9
3,9
3,8
3,7
3,7
3,7
3,7
3,7
3,6
3,3
2,9
2,5
2,2
-,0

20,0 m
0° 10° 20° 30° 40°

57,7 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHAV
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Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78

t,0
12,5
12,2
11,8
11,2
10,6
10,0

9,3
8,6
7,9
7,2
6,8
6,3
5,9
5,4
5,0
4,5
4,3
4,0
3,4
2,8
2,4
2,0
-,0
-,0
-,0

t,0
-,0

11,6
11,3
10,9
10,4

9,8
9,2
8,6
8,0
7,3
6,8
6,4
6,0
5,5
5,1
4,7
4,3
4,0
3,4
2,9
2,4
2,1
-,0
-,0
-,0

t,0
-,0
-,0

10,6
10,2

9,9
9,5
9,1
8,6
8,0
7,4
6,9
6,4
6,0
5,6
5,2
4,8
4,3
4,1
3,5
2,9
2,5
2,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
9,0
8,7
8,5
8,3
8,0
7,6
7,2
6,8
6,5
6,1
5,6
5,2
4,8
4,4
4,1
3,5
2,9
2,5
2,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
8,1
7,9
7,8
7,7
7,5
7,2
7,0
6,8
6,5
6,1
5,7
5,3
4,9
4,5
4,2
3,5
2,9
2,5
2,0
-,0
-,0
-,0

8,68 m x 8,50 m 360° DIN/ISO96,6 t

10,4 m
0° 10° 20° 30° 40°

t,0
-,0
6,1
5,9
5,8
5,6
5,4
5,3
5,1
5,0
4,8
4,7
4,5
4,4
4,2
4,0
3,9
3,7
3,5
3,2
2,7
2,3
1,8
1,5
1,3
-,0

t,0
-,0
-,0
-,0
5,4
5,2
5,1
4,9
4,8
4,6
4,5
4,4
4,3
4,2
4,0
3,9
3,8
3,6
3,5
3,2
2,8
2,4
1,9
1,6
1,3
1,0

t,0
-,0
-,0
-,0
-,0
4,9
4,7
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,8
3,7
3,5
3,4
3,1
2,9
2,4
2,0
1,6
1,3
1,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
4,3
4,2
4,1
4,0
4,0
3,9
3,8
3,8
3,7
3,6
3,5
3,4
3,2
2,9
2,5
2,1
1,6
1,3
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,1
4,0
3,9
3,8
3,8
3,7
3,7
3,6
3,6
3,5
3,4
3,2
3,0
2,5
2,1
1,6
1,2
-,0

20,0 m
0° 10° 20° 30° 40°

62,5 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78
82

t,0
10,3
10,3
10,2
10,0

9,8
9,3
8,7
8,1
7,5
6,9
6,5
6,1
5,7
5,4
5,0
4,6
4,2
3,7
3,2
2,7
2,4
2,0
-,0
-,0
-,0

t,0
-,0

10,2
10,2

9,9
9,6
9,2
8,7
8,1
7,6
7,1
6,5
6,1
5,8
5,4
5,0
4,7
4,3
3,8
3,3
2,8
2,4
2,0
-,0
-,0
-,0

t,0
-,0
-,0

10,1
9,9
9,5
9,1
8,7
8,2
7,6
7,1
6,6
6,2
5,8
5,4
5,1
4,7
4,4
3,8
3,3
2,8
2,4
2,0
-,0
-,0
-,0

t,0
-,0
-,0
9,0
8,7
8,5
8,4
8,2
7,8
7,4
7,0
6,6
6,2
5,8
5,5
5,1
4,8
4,4
3,8
3,3
2,8
2,4
2,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
7,9
7,8
7,7
7,6
7,4
7,1
6,8
6,5
6,2
5,9
5,5
5,2
4,8
4,5
3,8
3,3
2,8
2,4
2,0
-,0
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
5,8
5,7
5,5
5,4
5,2
5,1
4,9
4,8
4,7
4,6
4,4
4,3
4,2
4,0
3,9
3,7
3,5
3,2
2,9
2,5
2,1
1,8
1,5
1,2
1,0

t,0
-,0
-,0
5,2
5,0
4,9
4,8
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,8
3,6
3,5
3,2
2,9
2,6
2,2
1,8
1,5
1,3
1,0

t,0
-,0
-,0
-,0
-,0
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,8
3,7
3,7
3,6
3,4
3,2
2,9
2,6
2,3
1,9
1,5
1,3
1,0

t,0
-,0
-,0
-,0
-,0
-,0
4,2
4,1
4,0
4,0
3,9
3,8
3,7
3,7
3,6
3,6
3,5
3,4
3,2
2,9
2,7
2,3
1,9
1,6
1,3
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,9
3,8
3,8
3,7
3,7
3,6
3,6
3,5
3,5
3,4
3,2
3,0
2,7
2,4
2,0
1,6
1,2
-,0

20,0 m
0° 10° 20° 30° 40°

67,3 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78
82

t,0
8,7
8,7
8,7
8,7
8,7
8,7
8,5
8,0
7,5
7,1
6,6
6,1
5,7
5,4
5,0
4,7
4,3
3,6
3,1
2,6
2,1
1,7
1,4
-,0
-,0

t,0
-,0
-,0
8,6
8,6
8,5
8,4
8,3
8,0
7,5
7,1
6,7
6,2
5,8
5,4
5,1
4,7
4,4
3,7
3,1
2,6
2,1
1,7
1,4
-,0
-,0

t,0
-,0
-,0
-,0
8,6
8,6
8,5
8,2
8,0
7,6
7,1
6,7
6,3
5,8
5,5
5,1
4,8
4,4
3,8
3,2
2,7
2,2
1,7
1,4
1,0
-,0

t,0
-,0
-,0
-,0
-,0
8,5
8,3
8,1
7,8
7,6
7,2
6,8
6,3
5,9
5,5
5,2
4,8
4,5
3,8
3,2
2,7
2,2
1,7
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
7,8
7,7
7,6
7,5
7,4
7,0
6,7
6,3
5,9
5,6
5,2
4,9
4,6
3,9
3,3
2,8
2,2
1,8
1,3
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
-,0
5,0
5,0
5,0
4,9
4,8
4,7
4,6
4,5
4,4
4,3
4,2
4,1
4,0
3,9
3,7
3,5
3,1
2,8
2,4
2,0
1,6
1,3
-,0
-,0

t,0
-,0
-,0
-,0
4,8
4,7
4,6
4,5
4,4
4,2
4,1
4,1
4,0
3,9
3,8
3,7
3,6
3,5
3,2
2,8
2,5
2,1
1,7
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
4,3
4,2
4,1
4,0
3,9
3,9
3,8
3,7
3,7
3,6
3,5
3,5
3,2
2,9
2,6
2,2
1,8
1,4
1,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
4,0
3,9
3,9
3,8
3,7
3,6
3,6
3,5
3,5
3,4
3,4
3,2
2,9
2,6
2,3
1,9
1,5
1,1
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,7
3,7
3,6
3,6
3,5
3,5
3,4
3,4
3,4
3,3
3,0
2,7
2,4
1,9
1,5
1,1
-,0

20,0 m
0° 10° 20° 30° 40°

72,1 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78
82
86

t,0
6,0
6,0
6,0
6,0
6,0
6,0
6,0
5,8
5,6
5,3
5,0
4,8
4,5
4,2
3,9
3,7
3,1
2,6
2,1
1,7
1,3
-,0
-,0
-,0
-,0

t,0
-,0
-,0
6,0
6,0
6,0
6,0
6,0
6,0
5,8
5,4
5,1
4,8
4,5
4,2
4,0
3,7
3,2
2,7
2,2
1,8
1,4
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
6,0
6,0
6,0
6,0
6,0
5,9
5,6
5,3
5,0
4,7
4,3
4,0
3,8
3,2
2,7
2,2
1,8
1,4
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
6,0
6,0
6,0
6,0
5,9
5,7
5,4
5,1
4,7
4,4
4,1
3,8
3,3
2,8
2,3
1,9
1,4
1,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
6,0
6,0
6,0
6,0
6,0
5,8
5,5
5,1
4,8
4,5
4,1
3,9
3,3
2,8
2,3
1,9
1,4
1,0
-,0
-,0
-,0

10,4 m
0° 10° 20° 30° 40°

t,0
-,0
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,4
3,4
3,3
3,3
3,2
3,2
2,8
2,4
2,0
1,6
1,2
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
3,4
3,4
3,4
3,4
3,4
3,4
3,4
3,4
3,3
3,3
3,2
3,1
3,1
2,9
2,5
2,1
1,7
1,3
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,4
3,4
3,4
3,4
3,4
3,4
3,4
3,3
3,3
3,2
3,1
2,9
2,6
2,2
1,8
1,4
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,4
3,4
3,4
3,4
3,4
3,3
3,2
3,1
3,1
2,9
2,7
2,3
1,9
1,5
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,4
3,4
3,4
3,3
3,3
3,2
3,2
3,1
2,9
2,7
2,3
1,9
1,5
1,2
-,0
-,0
-,0

20,0 m
0° 10° 20° 30° 40°

78,5 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHAV
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WORKING RANGES · ARBEITSBEREICHE · PORTÉES ·
CAMPO DI LAVORO · RANGOS DE TRABAJO HAV
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Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
16
17
18
19
10
12
14
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50

t,0
9,2
9,0
8,8
8,6
8,4
7,8
7,2
6,5
6,0
5,5
5,1
4,6
4,3
4,0
3,7
3,5
3,3
3,1
2,9
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
8,1
7,5
6,8
6,3
5,7
5,2
4,9
4,5
4,1
3,9
3,7
3,4
3,2
3,1
3,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
6,4
5,9
5,4
5,0
4,6
4,3
4,1
3,8
3,6
3,4
3,2
3,1
3,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
5,4
5,1
4,8
4,5
4,2
4,0
3,7
3,5
3,3
3,2
3,1
3,1
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,7
4,5
4,3
4,1
3,9
3,7
3,5
3,3
3,2
3,1
-,0
-,0
-,0
-,0
-,0
-,0
-,0

8,68 m x 8,50 m 360° DIN/ISO96,6 t

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
-,0
7,5
7,2
6,9
6,3
5,7
5,2
4,7
4,3
3,9
3,6
3,3
3,0
2,8
2,6
2,4
2,2
2,0
1,9
1,8
1,7
1,6
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
6,2
5,6
5,1
4,6
4,2
3,8
3,5
3,2
3,0
2,7
2,5
2,3
2,2
2,0
1,9
1,8
1,7
1,6
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,9
4,5
4,1
3,8
3,4
3,2
2,9
2,7
2,5
2,3
2,1
2,0
1,9
1,8
1,7
1,6
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
4,4
4,0
3,7
3,4
3,1
2,9
2,7
2,5
2,3
2,2
2,0
1,9
1,8
1,7
1,7
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,9
3,6
3,3
3,1
2,9
2,7
2,5
2,3
2,2
2,0
1,9
1,8
1,8
-,0
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

14,5 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78

t,0
5,9
5,8
5,6
5,3
5,1
4,9
4,7
4,5
4,3
4,1
4,0
3,8
3,7
3,6
3,4
3,3
3,2
3,0
2,7
2,4
2,2
1,9
1,7
-,0
-,0

t,0
-,0
-,0
5,3
5,1
4,8
4,6
4,4
4,3
4,1
3,9
3,8
3,6
3,5
3,4
3,3
3,2
3,1
2,9
2,7
2,4
2,1
1,9
1,7
-,0
-,0

t,0
-,0
-,0
-,0
4,7
4,5
4,4
4,2
4,0
3,9
3,7
3,6
3,5
3,3
3,2
3,2
3,1
3,0
2,9
2,7
2,4
2,2
2,0
1,7
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
4,1
4,0
3,8
3,7
3,6
3,5
3,4
3,2
3,1
3,1
3,0
2,9
2,9
2,7
2,5
2,2
2,0
1,8
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,8
3,7
3,6
3,5
3,4
3,3
3,2
3,1
3,0
3,0
2,9
2,9
2,7
2,5
2,3
2,0
-,0
-,0
-,0

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
4,2
4,1
3,9
3,7
3,5
3,3
3,2
3,0
2,8
2,7
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,7
1,6
1,5
1,3
1,2
1,0
-,0

t,0
-,0
-,0
-,0
3,7
3,5
3,4
3,2
3,0
2,9
2,7
2,6
2,5
2,3
2,2
2,1
2,0
1,9
1,9
1,7
1,5
1,4
1,3
1,2
1,1
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,2
3,0
2,9
2,7
2,6
2,5
2,4
2,3
2,2
2,0
2,0
1,9
1,8
1,7
1,5
1,4
1,3
1,2
1,1
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
2,9
2,8
2,7
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,5
1,4
1,3
1,3
1,1
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,7
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,6
1,5
1,4
1,3
1,1
-,0

36,0 m
0° 10° 20° 30° 40°

48,1 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
16
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78

t,0
5,5
5,5
5,4
5,2
5,0
4,8
4,6
4,4
4,3
4,1
3,9
3,8
3,7
3,5
3,4
3,3
3,2
3,0
2,7
2,4
2,0
1,6
1,4
1,2
-,0

t,0
-,0
-,0
-,0
4,9
4,7
4,5
4,4
4,2
4,0
3,9
3,8
3,6
3,5
3,4
3,3
3,2
3,1
3,0
2,8
2,4
2,1
1,7
1,4
1,2
-,0

t,0
-,0
-,0
-,0
-,0
4,4
4,3
4,1
4,0
3,8
3,7
3,6
3,5
3,3
3,2
3,1
3,0
3,0
2,9
2,7
2,5
2,1
1,8
1,5
1,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,9
3,8
3,7
3,5
3,4
3,3
3,2
3,1
3,0
3,0
2,9
2,8
2,7
2,5
2,2
1,8
1,5
1,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,6
3,5
3,4
3,3
3,2
3,2
3,1
3,0
2,9
2,9
2,8
2,7
2,6
2,2
1,8
1,5
-,0
-,0

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
-,0
3,8
3,7
3,5
3,4
3,2
3,1
2,9
2,8
2,7
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,7
1,6
1,4
1,2
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
3,4
3,2
3,1
2,9
2,8
2,7
2,6
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,7
1,5
1,4
1,2
1,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,1
3,0
2,8
2,7
2,6
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,5
1,4
1,2
1,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,7
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,8
1,6
1,5
1,4
1,2
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,5
2,4
2,3
2,2
2,2
2,1
2,0
1,9
1,8
1,8
1,7
1,6
1,5
1,3
1,1
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

52,9 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
18
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78
82

t,0
5,2
5,2
5,1
4,9
4,7
4,5
4,4
4,2
4,1
3,9
3,8
3,6
3,5
3,4
3,3
3,2
3,1
2,8
2,5
2,2
1,9
1,6
1,4
1,1
-,0

t,0
-,0
-,0
4,8
4,6
4,5
4,3
4,1
4,0
3,9
3,7
3,6
3,5
3,3
3,2
3,1
3,0
3,0
2,8
2,6
2,3
1,9
1,6
1,4
1,2
-,0

t,0
-,0
-,0
-,0
-,0
4,2
4,1
3,9
3,8
3,6
3,5
3,4
3,3
3,2
3,1
3,0
2,9
2,9
2,7
2,6
2,3
2,0
1,7
1,4
1,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,9
3,7
3,6
3,5
3,4
3,3
3,2
3,1
3,0
2,9
2,9
2,8
2,7
2,5
2,4
2,0
1,7
1,4
1,2
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,6
3,5
3,4
3,3
3,2
3,1
3,1
3,0
2,9
2,9
2,8
2,7
2,6
2,4
2,1
1,7
1,4
1,2
-,0

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
3,5
3,5
3,4
3,3
3,1
3,0
2,9
2,7
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,6
1,4
1,3
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
3,3
3,2
3,0
2,9
2,8
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,7
1,6
1,4
1,3
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
2,9
2,8
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,5
1,4
1,3
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,6
2,4
2,3
2,3
2,2
2,1
2,0
1,9
1,8
1,8
1,6
1,5
1,4
1,3
1,2
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,4
2,3
2,2
2,1
2,0
2,0
1,9
1,8
1,8
1,6
1,5
1,5
1,4
1,2
1,0
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

57,7 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHAV

Demag
AC250
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M
O

B
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R
A

N
A

R

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
20
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78

t,0
4,7
4,7
4,6
4,5
4,4
4,2
4,1
4,0
3,8
3,7
3,6
3,5
3,3
3,2
3,0
2,8
2,5
2,2
1,9
1,5
1,2
-,0
-,0

t,0
-,0
-,0
4,5
4,3
4,2
4,0
3,9
3,8
3,6
3,5
3,4
3,3
3,2
3,1
3,0
2,8
2,5
2,3
2,0
1,6
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
4,0
3,8
3,7
3,6
3,5
3,4
3,3
3,2
3,1
3,0
2,9
2,8
2,5
2,3
2,0
1,7
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,7
3,6
3,5
3,3
3,2
3,1
3,1
3,0
2,9
2,9
2,8
2,5
2,3
2,0
1,7
1,4
1,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,4
3,3
3,3
3,2
3,1
3,0
3,0
2,9
2,8
2,8
2,6
2,3
2,1
1,8
1,4
1,0
-,0

8,68 m x 8,50 m 360° DIN/ISO96,6 t

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
3,1
3,1
3,1
3,0
2,9
2,8
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,7
1,5
1,4
1,2
-,0
-,0
-,0

t,0
-,0
-,0
-,0
3,0
2,9
2,8
2,7
2,6
2,4
2,3
2,2
2,2
2,1
2,0
1,9
1,8
1,6
1,5
1,4
1,2
1,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
2,7
2,6
2,5
2,4
2,2
2,1
2,1
2,0
1,9
1,8
1,8
1,6
1,5
1,4
1,2
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,6
1,5
1,4
1,2
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,3
2,2
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,6
1,5
1,4
1,3
1,2
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

62,5 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78
82

t,0
4,1
4,1
4,1
4,0
4,0
3,9
3,8
3,7
3,6
3,5
3,4
3,3
3,2
3,0
2,9
2,6
2,3
2,0
1,7
1,4
1,1
-,0
-,0

t,0
-,0
-,0
4,0
4,0
3,9
3,8
3,7
3,5
3,4
3,3
3,2
3,2
3,1
3,0
2,9
2,6
2,3
2,0
1,8
1,5
1,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
3,7
3,6
3,5
3,4
3,3
3,2
3,1
3,0
3,0
2,9
2,8
2,6
2,3
2,1
1,8
1,5
1,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
3,5
3,4
3,3
3,2
3,1
3,0
2,9
2,9
2,8
2,8
2,6
2,4
2,1
1,9
1,6
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,3
3,2
3,1
3,0
3,0
2,9
2,8
2,8
2,7
2,6
2,4
2,2
1,9
1,6
1,3
-,0
-,0

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
2,7
2,7
2,6
2,6
2,5
2,5
2,4
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,6
1,5
1,3
1,2
1,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
2,6
2,6
2,6
2,5
2,4
2,3
2,2
2,1
2,0
1,9
1,8
1,8
1,6
1,5
1,3
1,2
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
2,4
2,4
2,3
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,6
1,5
1,3
1,2
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
2,3
2,2
2,1
2,0
2,0
1,9
1,8
1,8
1,7
1,6
1,4
1,3
1,2
1,1
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,2
2,1
2,0
1,9
1,9
1,8
1,7
1,7
1,6
1,5
1,4
1,2
1,1
1,0
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

67,3 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
22
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74

t,0
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,5
3,4
3,3
3,2
3,1
3,1
3,0
2,9
2,6
2,3
1,9
1,6
1,3
-,0

t,0
-,0
-,0
-,0
3,4
3,4
3,4
3,3
3,3
3,3
3,2
3,1
3,1
3,0
2,9
2,8
2,6
2,3
2,0
1,7
1,4
1,1

t,0
-,0
-,0
-,0
-,0
-,0
3,3
3,3
3,2
3,2
3,1
3,0
2,9
2,9
2,8
2,7
2,6
2,4
2,1
1,8
1,5
1,1

t,0
-,0
-,0
-,0
-,0
-,0
-,0
3,2
3,2
3,1
3,0
2,9
2,9
2,8
2,7
2,7
2,6
2,4
2,1
1,8
1,5
1,2

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
3,1
3,0
3,0
2,9
2,8
2,8
2,7
2,7
2,6
2,5
2,2
1,9
1,6
1,2

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
-,0
2,1
2,1
2,1
2,1
2,1
2,1
2,1
2,1
2,0
2,0
1,9
1,8
1,7
1,6
1,4
1,3
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
2,1
2,1
2,1
2,0
2,0
2,0
2,0
1,9
1,8
1,8
1,7
1,6
1,4
1,3
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
2,0
2,0
2,0
1,9
1,9
1,8
1,8
1,7
1,7
1,5
1,4
1,3
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
1,9
1,9
1,9
1,8
1,8
1,7
1,7
1,6
1,5
1,4
1,3
1,1
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
1,9
1,9
1,9
1,8
1,7
1,7
1,6
1,5
1,4
1,3
1,2
1,0
-,0

36,0 m
0° 10° 20° 30° 40°

72,1 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

Radius · Ausladung Extension · Verlängerung · Rallonge ·
Portée Prolunga · Extensión
Sbraccio
Radio
1m
24
26
28
30
32
34
36
38
40
42
44
46
48
50
54
58
62
66
70
74
78

t,0
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,4
2,3
2,3
2,3
2,0
1,7
1,4
1,0
-,0
-,0

t,0
-,0
-,0
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,2
2,2
1,8
1,5
1,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,2
2,2
2,1
1,9
1,6
1,2
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,2
2,1
2,0
1,7
1,3
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
2,3
2,3
2,3
2,3
2,3
2,3
2,3
2,2
2,1
2,0
1,7
1,4
1,0
-,0

28,0 m
0° 10° 20° 30° 40°

t,0
-,0
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
1,2
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

t,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0
-,0

36,0 m
0° 10° 20° 30° 40°

77,2 m
Main boom · Hauptausleger · Flèche principale
Braccio base · Pluma principal

LIFTING CAPACITIES · TRAGFÄHIGKEITEN · CAPACITÉS DE LEVAGE ·
PORTATE · CAPACIDADES DE CARGAHAV

Demag
AC250
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Grove
GMK 5220

A A
130 mm*

B C D E F � � �1

14.00 R25 3950 3820 2990 2570 1780 400 228 23 15 10

16.00 R25 4000 3870 3000 2510 1830 450 258 25 17 12

20.5 R25 4000 3870 3000 2530 1830 450 258 25 17 12

Ra =  Radius all wheels steered
Radius allradgelenkt
Rayon toutes les roues directrices
Radio de giro con todas las ruedas giradas
Raggio di curva con tutte le ruote sterzate
Радиус поворота при управлении всеми колесами

*  Lowered
Abgesenkt
 Surbaissée
Rebaja 
Abbassato
Сниженный
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Grove
GMK 5220

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

13,3 - 68,0 m 8,1 m 360°

0102030405060

68,0m

63,6m

59,1m

54,5m

49,9m

45,3m

36,3m

31,7m

27,2m

22,6m

18,0m

13,3m

40,9m

220,0*

145,0

135,0

105,0

80,0

62,0

48,0

39,0

25,0

31,5

20,5

16,5

14,0

100,0*

54,0

62,5

29,5

62,5

44,5

31,5

75,0
51,5

38,0

30,0

16,2

70,0
52,5

39,0

30,0

23,0

15,3

53,0
42,0

34,5

27,5

21,0

16,7

13,5

43,0
34,5

29,5
25,5

22,0

17,3

14,0

11,4

36,0
29,0

23,0
18,8

15,8

13,5

11,7

10,4

31,0
26,5

21,5
17,4

14,6

12,4

10,3

8,6

7,5

5,1

25,0
21,5

18,2
15,2

12,7

10,8

8,7

7,5

6,6

6,0

20,5
19,4

16,4
14,2

12,2

10,5

8,4

7,3

6,8

5,5

4,8

16,5
16,2

14,3
12,5

10,7
8,9

7,8

6,8

6,0

5,2

4,6

4,2

14,0
14,0

13,2
11,9

10,5
9,2

7,6

6,8

6,0

5,3

4,7

4,1

3,8

R (m)

0

10

20

30

40

50

60

70

(m)

Hook block • Hakenflasche • Crochet-moufle • Gancho • Ganci • Крюковой блок
(t)

H
(mm)

200 D 3650

160 D 3650 

125 D  3300

80 D 3300 

32 E 3200

12 H/B 2450

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

* Over rear • Nach hinten • En arrière • Por la parte trasera • Sul posteriore • Над задней частью
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Grove
GMK 5220

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

13,3 - 68,0 m 77 t8,1 m 360°

m 13,3* 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
2,5 220,0/175,0 - - - - - - - - - - - - -
3,0 152,0 150,0 145,0 135,0 105,0 - - - - - - - - -
4,0 130,0 127,0 126,0 120,0 105,0 80,0 - - - - - - - -
5,0 114,0 110,0 110,0 106,0 102,0 80,0 62,0 - - - - - - -
6,0 100,0 96,0 96,5 94,0 92,5 79,0 62,0 48,0 - - - - - -
7,0 88,5 85,0 85,5 84,0 83,0 74,5 62,0 48,0 39,0 - - - - -
8,0 78,0 76,0 76,5 75,0 75,0 70,0 59,5 48,0 39,0 31,5 25,0 - - -
9,0 67,5 67,5 69,0 68,5 68,0 65,5 56,5 45,5 39,0 31,5 25,0 20,5 - -

10,0 54,0 54,0 62,5 62,5 61,5 61,5 53,0 43,0 39,0 31,5 25,0 20,5 16,5 -
11,0 - - 57,0 57,0 56,5 57,0 50,0 41,0 37,5 31,5 25,0 20,5 16,5 14,0
12,0 - - 53,0 52,5 51,5 52,5 47,0 38,5 36,0 31,0 25,0 20,5 16,5 14,0
13,0 - - 48,0 48,0 47,5 48,5 44,5 36,0 34,0 30,0 25,0 20,5 16,5 14,0
14,0 - - 40,5 44,5 44,0 45,0 42,0 34,5 32,0 29,0 25,0 20,5 16,5 14,0
15,0 - - 29,5 41,5 41,0 41,5 40,0 33,0 30,5 27,5 24,0 20,5 16,5 14,0
16,0 - - - 38,5 38,0 39,0 38,0 32,0 29,0 26,5 23,0 20,5 16,5 14,0
18,0 - - - 31,5 33,0 34,0 34,5 29,5 25,5 23,5 21,5 19,4 16,5 14,0
20,0 - - - - 30,0 30,0 31,0 27,0 23,0 21,5 19,8 17,6 16,2 14,0
22,0 - - - - 25,0 26,5 27,5 25,5 21,0 19,5 18,2 16,4 15,3 13,8
24,0 - - - - 16,2 23,0 24,0 23,5 18,8 17,4 16,5 15,2 14,3 13,2
26,0 - - - - - 21,0 21,0 22,0 17,3 16,0 15,2 14,2 13,3 12,6
28,0 - - - - - 15,3 18,5 19,3 15,8 14,6 13,8 13,2 12,5 11,9
30,0 - - - - - - 16,7 17,3 14,6 13,4 12,7 12,2 11,7 11,2
32,0 - - - - - - 13,5 15,5 13,5 12,4 11,8 11,4 10,7 10,5
34,0 - - - - - - - 14,0 12,6 11,5 10,8 10,5 9,7 9,9
36,0 - - - - - - - 11,4 11,7 10,3 9,8 9,5 8,9 9,2
38,0 - - - - - - - - 10,9 9,2 8,7 8,4 8,4 8,4
40,0 - - - - - - - - 10,4 8,6 8,1 7,8 7,8 7,6
42,0 - - - - - - - - - 8,0 7,5 7,3 7,3 7,2
44,0 - - - - - - - - - 7,5 7,0 6,8 6,8 6,8
46,0 - - - - - - - - - 5,1 6,6 6,3 6,4 6,4
48,0 - - - - - - - - - - 6,3 5,9 6,0 6,0
50,0 - - - - - - - - - - 6,0 5,5 5,6 5,7
52,0 - - - - - - - - - - - 5,1 5,2 5,3
54,0 - - - - - - - - - - - 4,8 4,9 5,0
56,0 - - - - - - - - - - - - 4,6 4,7
58,0 - - - - - - - - - - - - 4,2 4,4
60,0 - - - - - - - - - - - - - 4,1
62,0 - - - - - - - - - - - - - 3,8

EN 13000
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13,3 - 68,0 m 51 t8,1 m 360°

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
3,0 146,0 145,0 135,0 105,0 - - - - - - - - -
4,0 123,0 123,0 120,0 105,0 80,0 - - - - - - - -
5,0 105,0 106,0 104,0 102,0 80,0 62,0 - - - - - - -
6,0 92,0 92,5 91,0 91,5 79,0 62,0 48,0 - - - - - -
7,0 81,0 81,5 81,5 81,0 74,5 62,0 48,0 39,0 - - - - -
8,0 72,5 73,0 72,5 72,0 70,0 59,5 48,0 39,0 31,5 25,0 - - -
9,0 65,5 66,5 65,5 65,0 65,5 56,5 45,5 39,0 31,5 25,0 20,5 - -

10,0 54,0 60,5 59,5 59,0 59,5 53,0 43,0 39,0 31,5 25,0 20,5 16,5 -
11,0 - 55,0 54,5 53,5 53,5 50,0 41,0 37,5 31,5 25,0 20,5 16,5 14,0
12,0 - 50,0 49,0 48,0 48,0 47,0 38,5 36,0 31,0 25,0 20,5 16,5 14,0
13,0 - 45,0 43,5 45,0 43,0 42,5 36,0 34,0 30,0 25,0 20,5 16,5 14,0
14,0 - 39,5 39,5 40,0 39,0 38,5 34,5 32,0 29,0 25,0 20,5 16,5 14,0
15,0 - 29,5 36,0 35,5 36,0 35,5 33,0 30,5 27,5 24,0 20,5 16,5 14,0
16,0 - - 32,5 32,0 33,0 32,0 32,0 29,0 26,5 23,0 20,5 16,5 14,0
18,0 - - 26,5 26,5 27,5 27,0 27,5 25,5 23,5 21,5 19,4 16,5 14,0
20,0 - - - 23,5 23,0 24,0 23,0 22,5 21,5 19,8 17,6 16,2 14,0
22,0 - - - 20,0 20,0 20,5 19,7 19,0 18,9 18,2 16,4 15,3 13,8
24,0 - - - 16,2 18,2 17,9 17,0 16,3 16,2 16,4 15,2 14,3 13,2
26,0 - - - - 16,1 15,6 14,8 14,8 14,0 14,1 14,2 13,3 12,6
28,0 - - - - 14,3 13,7 12,9 13,7 12,1 12,3 12,6 12,5 11,9
30,0 - - - - - 12,2 11,5 12,1 10,5 10,7 11,0 11,5 11,2
32,0 - - - - - 10,8 10,9 10,7 9,2 9,8 9,6 10,1 10,5
34,0 - - - - - - 10,3 9,6 8,2 8,9 8,4 8,9 9,3
36,0 - - - - - - 9,3 8,5 7,8 8,5 7,9 8,2 8,3
38,0 - - - - - - - 7,6 7,3 8,0 7,4 7,6 7,4
40,0 - - - - - - - 6,8 6,9 7,3 7,0 7,1 6,5
42,0 - - - - - - - - 6,6 6,6 6,6 6,3 5,8
44,0 - - - - - - - - 6,3 6,0 5,9 5,7 5,1
46,0 - - - - - - - - 3,4 5,4 5,3 5,1 4,5
48,0 - - - - - - - - - 5,1 4,9 4,5 4,0
50,0 - - - - - - - - - 4,8 4,5 4,0 3,5
52,0 - - - - - - - - - - 4,0 3,6 3,1
54,0 - - - - - - - - - - 3,6 3,2 2,6
56,0 - - - - - - - - - - - 2,8 2,3
58,0 - - - - - - - - - - - 2,4 1,9
60,0 - - - - - - - - - - - - 1,6
62,0 - - - - - - - - - - - - 1,3

EN 13000
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 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

13,3 - 68,0 m 41 t8,1 m 360°

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
3,0 144,0 143,0 135,0 105,0 - - - - - - - - -
4,0 121,0 120,0 120,0 105,0 80,0 - - - - - - - -
5,0 104,0 104,0 103,0 102,0 80,0 62,0 - - - - - - -
6,0 90,5 90,5 90,0 90,0 79,0 62,0 48,0 - - - - - -
7,0 80,0 80,0 80,0 79,5 74,5 62,0 48,0 39,0 - - - - -
8,0 71,0 72,0 71,5 71,0 70,0 59,5 48,0 39,0 31,5 25,0 - - -
9,0 64,0 65,5 64,5 62,5 60,5 56,5 45,5 39,0 31,5 25,0 20,5 - -

10,0 54,0 58,0 57,0 55,5 52,5 51,3 43,0 39,0 31,5 25,0 20,5 16,5 -
11,0 - 51,5 50,0 49,5 46,0 45,5 41,0 37,5 31,5 25,0 20,5 16,5 14,0
12,0 - 44,0 44,5 44,0 43,0 40,5 38,0 36,0 31,0 25,0 20,5 16,5 14,0
13,0 - 38,5 39,0 38,5 39,0 36,5 36,0 34,0 30,0 25,0 20,5 16,5 14,0
14,0 - 34,0 34,5 34,0 35,5 33,0 33,0 31,0 29,0 25,0 20,5 16,5 14,0
15,0 - 29,5 31,0 31,5 31,5 31,0 30,0 28,5 27,5 24,0 20,5 16,5 14,0
16,0 - - 28,5 29,0 28,5 29,5 27,5 26,0 25,0 23,0 20,5 16,5 14,0
18,0 - - 23,5 23,5 24,5 24,0 23,5 22,0 21,0 21,0 19,4 16,5 14,0
20,0 - - - 20,0 21,0 20,5 19,5 18,8 18,1 17,9 17,6 16,2 14,0
22,0 - - - 18,1 17,9 17,4 16,5 16,8 15,6 15,4 15,3 15,3 13,8
24,0 - - - 14,5 15,5 15,0 14,1 14,9 13,3 13,4 13,3 13,6 13,2
26,0 - - - - 13,5 13,0 12,9 12,9 11,4 12,1 11,9 12,3 12,2
28,0 - - - - 11,9 11,3 12,1 11,3 10,6 11,4 11,0 11,6 10,8
30,0 - - - - - 10,4 10,7 9,9 9,3 10,5 10,3 10,2 9,6
32,0 - - - - - 9,3 9,4 8,7 8,8 9,3 9,0 9,0 8,5
34,0 - - - - - - 8,4 7,6 8,2 8,2 8,2 7,9 7,4
36,0 - - - - - - 7,5 7,0 7,8 7,3 7,5 7,0 6,5
38,0 - - - - - - - 6,6 7,1 6,8 6,6 6,2 5,6
40,0 - - - - - - - 6,3 6,4 6,3 5,9 5,5 4,9
42,0 - - - - - - - - 5,8 5,6 5,3 4,8 4,3
44,0 - - - - - - - - 5,2 5,0 4,7 4,2 3,7
46,0 - - - - - - - - 2,0 4,5 4,1 3,7 3,2
48,0 - - - - - - - - - 4,0 3,7 3,2 2,7
50,0 - - - - - - - - - 3,6 3,2 2,8 2,2
52,0 - - - - - - - - - - 2,8 2,4 1,8
54,0 - - - - - - - - - - 2,5 2,0 1,5
56,0 - - - - - - - - - - - 1,6 -
58,0 - - - - - - - - - - - 1,3
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 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

13,3 - 68,0 m

13,3 - 68,0 m

21 t

16 t

8,1 m

8,1 m

360°

360°

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
3,0 139,0 138,0 135,0 105,0 - - - - - - - - -
4,0 117,0 116,0 116,0 105,0 80,0 - - - - - - - -
5,0 100,0 100,0 100,0 99,5 80,0 62,0 - - - - - - -
6,0 87,0 87,5 86,5 78,5 73,0 62,0 48,0 - - - - - -
7,0 73,5 75,5 68,0 65,0 62,0 57,0 48,0 39,0 - - - - -
8,0 62,0 61,5 58,0 53,5 52,0 47,5 46,0 39,0 31,5 25,0 - - -
9,0 49,5 51,5 48,5 47,5 44,5 43,0 40,0 37,0 31,5 25,0 20,5 - -

10,0 40,5 42,0 37,5 41,0 38,5 38,0 35,0 32,5 31,0 25,0 20,5 16,5 -
11,0 - 36,0 32,0 36,0 35,0 33,5 31,0 28,5 27,0 25,0 20,5 16,5 14,0
12,0 - 31,0 27,5 31,5 31,5 29,5 27,5 26,0 24,0 23,5 20,5 16,5 14,0
13,0 - 26,5 24,5 28,0 28,5 26,5 24,5 24,5 21,5 21,0 20,5 16,5 14,0
14,0 - 24,0 21,5 25,5 25,5 24,0 22,0 22,0 19,2 18,7 18,4 16,5 14,0
15,0 - 21,0 20,0 23,0 22,5 21,5 19,9 20,0 17,2 17,7 17,2 16,5 14,0
16,0 - - 16,2 20,5 20,5 19,6 18,8 18,2 16,4 17,1 16,8 15,5 14,0
18,0 - - - 16,7 16,5 16,0 16,7 15,2 15,1 15,4 14,9 13,8 12,7
20,0 - - - 13,7 13,6 14,4 13,9 13,1 14,0 13,5 12,7 11,7 10,7
22,0 - - - 11,4 12,0 12,1 11,6 12,2 12,3 11,6 10,8 9,9 9,0
24,0 - - - 8,4 10,5 10,3 10,3 10,8 10,5 10,0 9,3 8,5 7,6
26,0 - - - - 9,0 8,7 8,9 9,3 9,0 8,6 8,0 7,2 6,4
28,0 - - - - 7,7 7,8 8,1 8,0 7,7 7,4 6,9 6,2 5,3
30,0 - - - - - 7,0 7,0 6,9 6,6 6,3 6,0 5,2 4,4
32,0 - - - - - 6,1 6,1 6,0 5,7 5,4 5,0 4,4 3,6
34,0 - - - - - - 5,3 5,2 4,9 4,6 4,2 3,7 2,9
36,0 - - - - - - 4,6 4,5 4,2 3,9 3,6 3,0 2,3
38,0 - - - - - - - 3,9 3,6 3,3 2,9 2,5 1,7
40,0 - - - - - - - 3,4 3,1 2,8 2,4 1,9 1,2
42,0 - - - - - - - - 2,6 2,3 1,9 1,5 -
44,0 - - - - - - - - 2,2 1,9 1,5 - -
46,0 - - - - - - - - - 1,5 - - -

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
3,0 138,0 137,0 135,0 105,0 - - - - - - - - -
4,0 116,0 115,0 115,0 105,0 80,0 - - - - - - - -
5,0 99,0 99,5 99,0 92,0 80,0 62,0 - - - - - - -
6,0 85,0 86,0 78,0 73,0 65,5 62,0 48,0 - - - - - -
7,0 70,0 68,5 63,5 58,0 56,0 51,0 47,5 39,0 - - - - -
8,0 56,5 55,0 52,0 50,5 46,5 45,5 42,0 38,5 31,5 25,0 - - -
9,0 44,0 46,0 45,0 42,5 40,0 39,0 36,0 33,0 31,5 25,0 20,5 - -

10,0 36,0 38,5 38,5 36,5 36,5 34,0 31,0 28,5 27,0 25,0 20,5 16,5 -
11,0 - 32,0 33,5 32,0 32,0 30,0 27,5 27,0 23,5 23,0 20,5 16,5 14,0
12,0 - 27,5 28,5 29,5 28,0 26,5 24,0 24,0 21,0 20,0 19,8 16,5 14,0
13,0 - 24,0 24,5 26,0 25,0 23,5 22,0 21,5 18,8 19,1 18,0 16,5 14,0
14,0 - 21,0 22,5 23,0 22,5 21,0 21,0 19,2 17,8 18,4 17,7 15,8 14,0
15,0 - 18,2 19,8 20,5 20,0 18,7 19,1 17,3 17,1 17,3 16,7 15,5 14,0
16,0 - - 17,5 18,0 17,8 17,3 17,3 15,6 16,4 16,2 15,2 14,1 12,9
18,0 - - 13,9 14,4 14,3 15,2 14,4 14,2 14,4 13,5 12,7 11,7 10,6
20,0 - - - 11,7 12,7 12,5 12,2 12,9 12,2 11,4 10,7 9,8 8,8
22,0 - - - 10,4 10,6 10,4 11,0 10,9 10,4 9,7 9,0 8,2 7,2
24,0 - - - 6,9 8,9 9,0 9,3 9,2 8,9 8,3 7,7 6,8 6,0
26,0 - - - - 7,5 7,9 7,9 7,8 7,5 7,1 6,5 5,7 4,9
28,0 - - - - 6,6 6,8 6,8 6,7 6,4 6,0 5,5 4,7 3,9
30,0 - - - - - 5,8 5,8 5,7 5,4 5,1 4,6 3,9 3,1
32,0 - - - - - 5,0 5,0 4,9 4,6 4,2 3,9 3,2 2,4
34,0 - - - - - - 4,3 4,1 3,9 3,5 3,2 2,5 1,8
36,0 - - - - - - 3,6 3,5 3,2 2,9 2,6 1,9 -
38,0 - - - - - - - 3,0 2,7 2,4 2,0 1,4 -
40,0 - - - - - - - 2,5 2,2 1,9 1,5 - -
42,0 - - - - - - - - 1,8 1,4 - - -
44,0 - - - - - - - - 1,4 - - - -
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

13,3 - 68,0 m

13,3 - 68,0 m

11 t

0 t

8,1 m

8,1 m

360°

360°

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 59,1 63,6 68,0
3,0 137,0 136,0 135,0 105,0 - - - - - - - - -
4,0 115,0 114,0 110,0 94,5 80,0 - - - - - - - -
5,0 98,0 93,0 80,5 73,0 63,5 59,0 - - - - - - -
6,0 78,5 70,5 63,5 59,5 53,5 50,0 45,5 - - - - - -
7,0 60,5 55,5 53,0 48,5 46,5 42,5 38,0 34,5 - - - - -
8,0 48,5 46,5 43,5 40,5 39,5 36,0 32,5 31,5 27,0 25,0 - - -
9,0 39,0 39,0 37,0 36,5 34,0 31,0 28,0 27,0 23,0 25,0 20,5 - -

10,0 31,0 33,0 31,5 31,5 29,0 26,5 26,0 23,5 21,5 22,5 20,5 16,5 -
11,0 - 28,5 27,5 27,5 25,5 23,5 23,0 21,0 21,0 19,9 18,9 16,5 14,0
12,0 - 24,5 25,0 24,0 22,5 21,5 20,5 19,2 19,4 18,3 17,1 16,5 14,0
13,0 - 20,5 22,0 21,5 19,9 20,0 18,4 18,1 17,7 16,5 15,3 15,5 14,0
14,0 - 17,8 19,3 19,0 17,8 18,0 16,5 17,0 16,0 14,9 13,8 14,4 13,2
15,0 - 15,3 16,9 17,1 16,4 16,3 15,4 15,5 14,5 13,5 12,5 13,0 11,8
16,0 - - 14,8 15,3 15,6 14,8 14,6 14,2 13,2 12,3 11,4 11,7 10,6
18,0 - - 11,8 12,4 13,1 12,3 12,5 11,9 11,1 10,2 9,4 9,6 8,5
20,0 - - - 10,5 10,7 11,1 10,6 10,0 9,3 8,5 7,8 7,8 6,9
22,0 - - - 8,6 8,8 9,3 9,0 8,5 7,9 7,2 6,5 6,4 5,5
24,0 - - - 5,3 7,5 7,7 7,7 7,3 6,7 6,0 5,4 5,2 4,4
26,0 - - - - 6,3 6,5 6,5 6,2 5,6 5,0 4,4 4,2 3,4
28,0 - - - - 5,2 5,5 5,5 5,3 4,8 4,2 3,6 3,3 2,5
30,0 - - - - - 4,6 4,6 4,5 4,0 3,4 2,9 2,6 1,8
32,0 - - - - - 3,9 3,8 3,7 3,4 2,8 2,2 1,9 -
34,0 - - - - - - 3,2 3,1 2,8 2,2 1,7 1,3 -
36,0 - - - - - - 2,6 2,5 2,2 1,7 1,2 - -
38,0 - - - - - - - 2,0 1,7 1,3 - - -
40,0 - - - - - - - 1,6 1,3 - - - -

m 13,3 18,0 22,6 27,2 31,7 36,3 40,9 45,3 49,9 54,5 58,6
3,0 134,0 134,0 132,0 105,0 - - - - - - -
4,0 112,0 102,0 84,0 73,5 63,0 - - - - - -
5,0 80,0 70,0 63,0 56,5 50,0 46,5 - - - - -
6,0 57,0 53,0 48,5 46,0 41,5 36,5 34,0 - - - -
7,0 43,0 41,0 38,5 36,5 33,0 30,5 28,5 25,0 - - -
8,0 33,0 33,0 32,0 30,0 27,5 26,5 24,0 23,5 22,0 20,0 -
9,0 26,5 27,0 26,5 25,0 24,5 22,5 22,0 20,5 19,0 17,4 15,9

10,0 20,0 22,5 22,0 21,0 21,0 19,7 19,2 17,9 16,5 15,1 13,8
11,0 - 18,8 18,9 18,7 18,3 17,8 16,8 15,7 14,5 13,3 12,1
12,0 - 15,7 16,6 16,7 16,0 15,6 14,8 13,9 12,8 11,7 10,6
13,0 - 13,0 14,4 14,7 14,3 13,8 13,1 12,3 11,3 10,3 9,3
14,0 - 10,8 12,6 13,0 12,7 12,3 11,7 11,0 10,0 9,1 8,2
15,0 - 9,0 10,8 11,5 11,3 11,0 10,4 9,8 8,9 8,1 7,2
16,0 - - 9,3 10,3 10,1 9,8 9,4 8,8 8,0 7,2 6,4
18,0 - - 6,9 8,0 8,1 8,0 7,6 7,0 6,3 5,6 4,9
20,0 - - - 6,2 6,6 6,5 6,1 5,7 5,0 4,4 3,7
22,0 - - - 4,8 5,1 5,3 5,0 4,6 4,0 3,3 2,7
24,0 - - - 1,8 4,0 4,3 4,0 3,6 3,1 2,5 1,9
26,0 - - - - 3,1 3,3 3,2 2,8 2,3 1,8 1,2
28,0 - - - - 2,4 2,6 2,5 2,2 1,7 - -
30,0 - - - - - 1,9 1,9 1,6 - - -
32,0 - - - - - 1,4 1,4 - - - -
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

68,0 m 8,1 m 360°
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 77 t

EN 13000

m 63,6 68,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 0°   * 5° - 20°   * 20° - 40°
12,0 9,0 - - - - -
13,0 9,0 - - 7,4 - -
14,0 9,0 8,3 - 7,4 - -
15,0 9,0 8,3 - 7,4 7,4 -
16,0 9,0 8,3 - 7,4 7,4 -
18,0 9,0 8,3 8,1 7,4 7,4 7,4
20,0 9,0 8,3 8,0 7,4 7,4 7,4
22,0 9,0 8,3 7,9 7,4 7,4 7,3
24,0 9,0 8,3 7,8 7,4 7,4 7,1
26,0 8,8 8,3 7,7 7,4 7,2 6,9
28,0 8,5 8,0 7,6 7,3 6,9 6,7
30,0 8,1 7,7 7,3 7,0 6,7 6,4
32,0 7,8 7,4 7,1 6,7 6,4 6,2
34,0 7,5 7,1 6,8 6,4 6,1 6,0
36,0 7,2 6,8 6,6 6,1 5,9 5,7
38,0 6,9 6,6 6,4 5,9 5,7 5,5
40,0 6,6 6,3 6,2 5,6 5,4 5,3
42,0 6,3 6,1 6,0 5,4 5,2 5,2
44,0 5,9 5,9 5,8 5,2 5,0 5,0
46,0 5,6 5,6 5,6 5,0 4,8 4,8
48,0 5,2 5,3 5,4 4,8 4,7 4,7
50,0 4,9 5,0 5,1 4,6 4,5 4,5
52,0 4,6 4,7 4,8 4,4 4,4 4,4
54,0 4,3 4,4 4,5 4,2 4,2 4,2
56,0 4,1 4,2 4,3 4,0 4,0 4,1
58,0 3,8 3,9 4,0 3,7 3,8 3,9
60,0 3,6 3,7 - 3,5 3,6 3,7
62,0 3,3 3,4 - 3,3 3,4 -
64,0 3,1 3,2 - 3,1 3,2 -
66,0 2,8 2,9 - 2,9 3,0 -
68,0 2,6 2,7 - 2,7 2,8 -
70,0 - - - 2,5 2,6 -
72,0 - - - 2,3 2,4 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 77 t

EN 13000

m 63,6 68,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
14,0 5,2 - - - - -
15,0 5,2 - - 4,5 - -
16,0 5,2 - - 4,5 - -
18,0 5,2 - - 4,5 - -
20,0 5,2 5,2 - 4,5 4,5 -
22,0 5,2 5,2 - 4,5 4,5 -
24,0 5,2 5,1 4,2 4,5 4,5 -
26,0 5,2 5,0 4,2 4,5 4,5 4,1
28,0 5,2 4,9 4,1 4,5 4,5 4,1
30,0 5,2 4,8 4,1 4,5 4,5 4,0
32,0 5,2 4,7 4,0 4,5 4,5 4,0
34,0 5,2 4,6 4,0 4,5 4,5 3,9
36,0 5,2 4,5 3,9 4,5 4,4 3,9
38,0 5,1 4,4 3,9 4,5 4,3 3,9
40,0 4,9 4,3 3,8 4,4 4,2 3,8
42,0 4,8 4,2 3,8 4,3 4,1 3,8
44,0 4,7 4,2 3,8 4,1 3,9 3,7
46,0 4,5 4,1 3,7 3,9 3,8 3,7
48,0 4,4 4,0 3,7 3,8 3,7 3,6
50,0 4,2 4,0 3,7 3,7 3,5 3,5
52,0 4,1 3,9 3,7 3,5 3,4 3,4
54,0 3,9 3,8 3,7 3,4 3,3 3,3
56,0 3,8 3,7 3,6 3,3 3,2 3,2
58,0 3,7 3,6 3,6 3,2 3,1 3,1
60,0 3,5 3,5 3,5 3,0 3,0 3,0
62,0 3,3 3,4 3,4 2,9 2,9 2,9
64,0 3,1 3,2 3,4 2,8 2,8 2,9
66,0 2,9 3,1 3,2 2,7 2,7 2,8
68,0 2,8 2,9 - 2,6 2,6 2,7
70,0 2,6 2,7 - 2,5 2,6 2,6
72,0 2,4 2,5 - 2,4 2,5 -
74,0 2,2 2,3 - 2,2 2,3 -
76,0 2,0 2,1 - 2,1 2,2 -
78,0 1,7 1,7 - 1,9 2,0 -
80,0 - - - 1,8 1,8 -
82,0 - - - 1,5 1,5 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

63,6 - 68,0 m 29,0 - 37,0 m 8,1 m 360° 77 t

EN 13000

m 63,6 68,0
m 29,0 29,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
15,0 3,9 - - - - -
16,0 3,9 - - 3,4 - -
18,0 3,9 - - 3,4 - -
20,0 3,9 - - 3,4 - -
22,0 3,9 3,9 - 3,4 3,4 -
24,0 3,9 3,9 - 3,4 3,4 -
26,0 3,9 3,8 3,7 3,4 3,4 -
28,0 3,9 3,8 3,6 3,4 3,4 3,1
30,0 3,9 3,7 3,6 3,4 3,4 3,1
32,0 3,9 3,6 3,5 3,4 3,4 3,1
34,0 3,8 3,6 3,4 3,4 3,3 3,1
36,0 3,7 3,5 3,4 3,4 3,3 3,1
38,0 3,7 3,5 3,3 3,4 3,2 3,1
40,0 3,6 3,4 3,2 3,4 3,2 3,1
42,0 3,5 3,3 3,2 3,3 3,2 3,1
44,0 3,5 3,2 3,1 3,3 3,1 3,0
46,0 3,4 3,2 3,1 3,2 3,0 2,9
48,0 3,3 3,1 3,0 3,0 2,9 2,9
50,0 3,2 3,0 2,9 2,9 2,8 2,8
52,0 3,2 3,0 2,9 2,8 2,7 2,7
54,0 3,1 2,9 2,9 2,7 2,6 2,6
56,0 3,0 2,9 2,8 2,6 2,6 2,5
58,0 2,9 2,8 2,8 2,5 2,5 2,5
60,0 2,8 2,8 2,7 2,4 2,4 2,4
62,0 2,7 2,7 2,7 2,3 2,3 2,3
64,0 2,6 2,6 2,6 2,2 2,2 2,2
66,0 2,5 2,5 2,5 2,1 2,1 2,2
68,0 2,4 2,4 2,5 2,0 2,0 2,1
70,0 2,3 2,3 2,4 1,9 2,0 2,0
72,0 2,2 2,2 2,3 1,9 1,9 1,9
74,0 2,1 2,2 - 1,8 1,8 1,9
76,0 1,9 2,0 - 1,7 1,7 1,8
78,0 1,8 1,9 - 1,7 1,7 -
80,0 1,7 1,7 - 1,6 1,6 -
82,0 1,5 1,5 - 1,5 1,5 -
84,0 1,2 1,2 - 1,4 1,4 -
86,0 1,0 - - 1,2 1,2
88,0 - - - 1,0 1,0

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 29,0 - 37,0 m 8,1 m 360° 77 t

EN 13000

m 63,6 68,0
m 37,0 37,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
18,0 2,7 - - 2,3 - -
20,0 2,7 - - 2,3 - -
22,0 2,7 2,7 - 2,3 - -
24,0 2,7 2,7 - 2,3 2,3 -
26,0 2,7 2,7 - 2,3 2,3 -
28,0 2,7 2,7 2,2 2,3 2,3 1,7
30,0 2,7 2,7 2,2 2,3 2,3 1,7
32,0 2,7 2,6 2,2 2,3 2,3 1,7
34,0 2,7 2,6 2,2 2,3 2,3 1,7
36,0 2,6 2,5 2,2 2,3 2,3 1,7
38,0 2,6 2,5 2,2 2,3 2,3 1,7
40,0 2,5 2,4 2,2 2,3 2,2 1,7
42,0 2,4 2,4 2,2 2,3 2,2 1,7
44,0 2,4 2,3 2,2 2,2 2,1 1,7
46,0 2,3 2,3 2,2 2,2 2,1 1,7
48,0 2,3 2,2 2,2 2,1 2,1 1,7
50,0 2,2 2,2 2,2 2,1 2,0 1,7
52,0 2,2 2,1 2,2 2,1 2,0 1,7
54,0 2,1 2,1 2,1 2,0 2,0 1,7
56,0 2,1 2,0 2,1 2,0 1,9 1,7
58,0 2,1 2,0 2,0 1,9 1,9 1,7
60,0 2,0 2,0 2,0 1,8 1,8 1,7
62,0 2,0 1,9 1,9 1,7 1,7 1,7
64,0 1,9 1,9 1,9 1,7 1,7 1,7
66,0 1,9 1,8 1,8 1,6 1,6 1,6
68,0 1,8 1,8 1,8 1,5 1,5 1,6
70,0 1,8 1,7 1,8 1,4 1,4 1,5
72,0 1,7 1,7 1,7 1,4 1,4 1,5
74,0 1,6 1,6 1,7 1,3 1,3 1,4
76,0 1,6 1,6 1,6 1,2 1,3 1,3
78,0 1,5 1,5 1,6 1,2 1,2 1,3
80,0 1,4 1,4 - 1,1 1,1 1,2
82,0 1,3 1,4 - 1,1 1,1 1,1
84,0 1,2 1,3 - 1,0 1,0 -
86,0 1,1 1,1 - 0,9 1,0 -
88,0 0,9 0,9 - 0,9 0,9 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 71 t

EN 13000

m 63,6 68,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
12,0 9,0 - - - - -
13,0 9,0 - - 7,4 - -
14,0 9,0 8,3 - 7,4 - -
15,0 9,0 8,3 - 7,4 7,4 -
16,0 9,0 8,3 - 7,4 7,4 -
18,0 9,0 8,3 8,1 7,4 7,4 7,4
20,0 9,0 8,3 8,0 7,4 7,4 7,4
22,0 9,0 8,3 7,9 7,4 7,4 7,3
24,0 9,0 8,3 7,8 7,4 7,4 7,1
26,0 8,8 8,3 7,7 7,4 7,2 6,9
28,0 8,5 8,0 7,6 7,3 6,9 6,7
30,0 8,1 7,7 7,3 7,0 6,7 6,4
32,0 7,8 7,4 7,1 6,7 6,4 6,2
34,0 7,5 7,1 6,8 6,4 6,1 6,0
36,0 7,2 6,8 6,6 6,1 5,9 5,7
38,0 6,9 6,6 6,4 5,9 5,7 5,5
40,0 6,6 6,3 6,2 5,6 5,4 5,3
42,0 6,3 6,1 6,0 5,4 5,2 5,2
44,0 5,9 5,9 5,8 5,2 5,0 5,0
46,0 5,6 5,6 5,6 5,0 4,8 4,8
48,0 5,2 5,3 5,4 4,8 4,7 4,7
50,0 4,9 5,0 5,1 4,6 4,5 4,5
52,0 4,6 4,7 4,8 4,4 4,4 4,4
54,0 4,3 4,4 4,5 4,2 4,2 4,2
56,0 4,1 4,2 4,3 4,0 4,0 4,1
58,0 3,8 3,9 4,0 3,7 3,8 3,9
60,0 3,5 3,5 - 3,5 3,6 3,7
62,0 3,1 3,1 - 3,3 3,4 -
64,0 2,8 2,9 - 3,0 3,0 -
66,0 2,6 2,7 - 2,7 2,7 -
68,0 2,4 2,5 - 2,4 2,4 -
70,0 - - - 2,1 2,1 -
72,0 - - - 1,8 1,8 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 71 t

EN 13000

m 63,6 68,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
14,0 5,2 - - - - -
15,0 5,2 - - 4,5 - -
16,0 5,2 - - 4,5 - -
18,0 5,2 - - 4,5 - -
20,0 5,2 5,2 - 4,5 4,5 -
22,0 5,2 5,2 - 4,5 4,5 -
24,0 5,2 5,1 4,2 4,5 4,5 -
26,0 5,2 5,0 4,2 4,5 4,5 4,1
28,0 5,2 4,9 4,1 4,5 4,5 4,1
30,0 5,2 4,8 4,1 4,5 4,5 4,0
32,0 5,2 4,7 4,0 4,5 4,5 4,0
34,0 5,2 4,6 4,0 4,5 4,5 3,9
36,0 5,2 4,5 3,9 4,5 4,4 3,9
38,0 5,1 4,4 3,9 4,5 4,3 3,9
40,0 4,9 4,3 3,8 4,4 4,2 3,8
42,0 4,8 4,2 3,8 4,3 4,1 3,8
44,0 4,7 4,2 3,8 4,1 3,9 3,7
46,0 4,5 4,1 3,7 3,9 3,8 3,7
48,0 4,4 4,0 3,7 3,8 3,7 3,6
50,0 4,2 4,0 3,7 3,7 3,5 3,5
52,0 4,1 3,9 3,7 3,5 3,4 3,4
54,0 3,9 3,8 3,7 3,4 3,3 3,3
56,0 3,8 3,7 3,6 3,3 3,2 3,2
58,0 3,7 3,6 3,6 3,2 3,1 3,1
60,0 3,5 3,5 3,5 3,0 3,0 3,0
62,0 3,3 3,4 3,4 2,9 2,9 2,9
64,0 3,1 3,2 3,4 2,8 2,8 2,9
66,0 2,9 3,0 3,2 2,7 2,7 2,8
68,0 2,6 2,6 - 2,6 2,6 2,7
70,0 2,3 2,4 - 2,5 2,5 2,6
72,0 2,1 2,2 - 2,2 2,2 -
74,0 2,0 2,0 - 2,0 2,0 -
76,0 1,8 1,9 - 1,7 1,7 -
78,0 1,7 1,7 - 1,5 1,5 -
80,0 - - - 1,3 1,3 -
82,0 - - - 1,0 1,0 -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

63,6 - 68,0 m 29,0 - 37,0 m 8,1 m 360° 71 t

EN 13000

m 63,6 68,0
m 29,0 29,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
15,0 3,9 - - - - -
16,0 3,9 - - 3,4 - -
18,0 3,9 - - 3,4 - -
20,0 3,9 - - 3,4 - -
22,0 3,9 3,9 - 3,4 3,4 -
24,0 3,9 3,9 - 3,4 3,4 -
26,0 3,9 3,8 3,7 3,4 3,4 -
28,0 3,9 3,8 3,6 3,4 3,4 3,1
30,0 3,9 3,7 3,6 3,4 3,4 3,1
32,0 3,9 3,6 3,5 3,4 3,4 3,1
34,0 3,8 3,6 3,4 3,4 3,3 3,1
36,0 3,7 3,5 3,4 3,4 3,3 3,1
38,0 3,7 3,5 3,3 3,4 3,2 3,1
40,0 3,6 3,4 3,2 3,4 3,2 3,1
42,0 3,5 3,3 3,2 3,3 3,2 3,1
44,0 3,5 3,2 3,1 3,3 3,1 3,0
46,0 3,4 3,2 3,1 3,2 3,0 2,9
48,0 3,3 3,1 3,0 3,0 2,9 2,9
50,0 3,2 3,0 2,9 2,9 2,8 2,8
52,0 3,2 3,0 2,9 2,8 2,7 2,7
54,0 3,1 2,9 2,9 2,7 2,6 2,6
56,0 3,0 2,9 2,8 2,6 2,6 2,5
58,0 2,9 2,8 2,8 2,5 2,5 2,5
60,0 2,8 2,8 2,7 2,4 2,4 2,4
62,0 2,7 2,7 2,7 2,3 2,3 2,3
64,0 2,6 2,6 2,6 2,2 2,2 2,2
66,0 2,5 2,5 2,5 2,1 2,1 2,2
68,0 2,4 2,4 2,5 2,0 2,0 2,1
70,0 2,3 2,3 2,4 1,9 2,0 2,0
72,0 2,2 2,2 2,3 1,9 1,9 1,9
74,0 1,9 1,9 - 1,8 1,8 1,9
76,0 1,6 1,6 - 1,7 1,7 1,8
78,0 1,5 1,6 - 1,5 1,5 -
80,0 1,4 1,5 - 1,3 1,3 -
82,0 1,3 1,3 - 1,1 1,1 -
84,0 1,1 1,2 - 0,9 0,9 -
86,0 1,0 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Boom extension (hydraulic luffing) • Auslegerverlängerung (hydraulisch wippbar) • Extension treillis (déport hydraulique)  
Extensíon de pluma (angulable hidráulicamente) • Jib (brandeggio idraulico)
удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 29,0 - 37,0 m 8,1 m 360° 71 t

EN 13000

m 63,6 68,0
m 37,0 37,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
18,0 2,7 - - 2,3 - -
20,0 2,7 - - 2,3 - -
22,0 2,7 2,7 - 2,3 - -
24,0 2,7 2,7 - 2,3 2,3 -
26,0 2,7 2,7 - 2,3 2,3 -
28,0 2,7 2,7 2,2 2,3 2,3 1,7
30,0 2,7 2,7 2,2 2,3 2,3 1,7
32,0 2,7 2,6 2,2 2,3 2,3 1,7
34,0 2,7 2,6 2,2 2,3 2,3 1,7
36,0 2,6 2,5 2,2 2,3 2,3 1,7
38,0 2,6 2,5 2,2 2,3 2,3 1,7
40,0 2,5 2,4 2,2 2,3 2,2 1,7
42,0 2,4 2,4 2,2 2,3 2,2 1,7
44,0 2,4 2,3 2,2 2,2 2,1 1,7
46,0 2,3 2,3 2,2 2,2 2,1 1,7
48,0 2,3 2,2 2,2 2,1 2,1 1,7
50,0 2,2 2,2 2,2 2,1 2,0 1,7
52,0 2,2 2,1 2,2 2,1 2,0 1,7
54,0 2,1 2,1 2,1 2,0 2,0 1,7
56,0 2,1 2,0 2,1 2,0 1,9 1,7
58,0 2,1 2,0 2,0 1,9 1,9 1,7
60,0 2,0 2,0 2,0 1,8 1,8 1,7
62,0 2,0 1,9 1,9 1,7 1,7 1,7
64,0 1,9 1,9 1,9 1,7 1,7 1,7
66,0 1,9 1,8 1,8 1,6 1,6 1,6
68,0 1,8 1,8 1,8 1,5 1,5 1,6
70,0 1,8 1,7 1,8 1,4 1,4 1,5
72,0 1,7 1,7 1,7 1,4 1,4 1,5
74,0 1,6 1,6 1,7 1,3 1,3 1,4
76,0 1,6 1,6 1,6 1,2 1,3 1,3
78,0 1,5 1,5 1,6 1,2 1,2 1,3
80,0 1,2 1,2 - 1,1 1,1 1,2
82,0 1,0 1,0 - 1,1 1,1 1,1
84,0 0,9 0,9 - 0,9 0,9 -
86,0 - 0,9 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 51 t

EN 13000

m 63,6 68,0
m 12,0 12,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
12,0 9,0 - - - - -
13,0 9,0 - - 7,4 - -
14,0 9,0 8,3 - 7,4 - -
15,0 9,0 8,3 - 7,4 7,4 -
16,0 9,0 8,3 - 7,4 7,4 -
18,0 9,0 8,3 8,1 7,4 7,4 7,4
20,0 9,0 8,3 8,0 7,4 7,4 7,4
22,0 9,0 8,3 7,9 7,4 7,4 7,3
24,0 9,0 8,3 7,8 7,4 7,4 7,1
26,0 8,8 8,3 7,7 7,4 7,2 6,9
28,0 8,5 8,0 7,6 7,3 6,9 6,7
30,0 8,1 7,7 7,3 7,0 6,7 6,4
32,0 7,8 7,4 7,1 6,7 6,4 6,2
34,0 7,5 7,1 6,8 6,4 6,1 6,0
36,0 7,2 6,8 6,6 6,1 5,9 5,7
38,0 6,9 6,6 6,4 5,9 5,7 5,5
40,0 6,5 6,3 6,2 5,6 5,4 5,3
42,0 5,8 5,8 6,0 5,4 5,2 5,2
44,0 5,1 5,1 5,4 5,2 5,0 5,0
46,0 4,8 4,7 4,8 4,7 4,7 4,8
48,0 4,6 4,5 4,5 4,2 4,2 4,5
50,0 4,2 4,2 4,3 3,7 3,7 3,9
52,0 3,7 3,7 3,9 3,2 3,2 3,4
54,0 3,3 3,3 3,5 2,8 2,8 3,0
56,0 2,9 2,9 3,1 2,4 2,4 2,6
58,0 2,5 2,5 2,7 2,0 2,0 2,2
60,0 2,2 2,2 - 1,7 1,7 1,8
62,0 1,9 1,9 - 1,4 1,4 -
64,0 1,6 1,6 - 1,1 1,1 -
66,0 1,3 1,3 - - - -
68,0 1,1 1,1 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

63,6 - 68,0 m 12,0 - 21,0 m 8,1 m 360° 51 t

EN 13000

m 63,6 68,0
m 21,0 21,0

5°  * 5° - 20°  * 20° - 40° 5°   * 5° - 20°   * 20° - 40°
14,0 5,2 - - - - -
15,0 5,2 - - 4,5 - -
16,0 5,2 - - 4,5 - -
18,0 5,2 - - 4,5 - -
20,0 5,2 5,2 - 4,5 4,5 -
22,0 5,2 5,2 - 4,5 4,5 -
24,0 5,2 5,1 4,2 4,5 4,5 -
26,0 5,2 5,0 4,2 4,5 4,5 4,1
28,0 5,2 4,9 4,1 4,5 4,5 4,1
30,0 5,2 4,8 4,1 4,5 4,5 4,0
32,0 5,2 4,7 4,0 4,5 4,5 4,0
34,0 5,2 4,6 4,0 4,5 4,5 3,9
36,0 5,2 4,5 3,9 4,5 4,4 3,9
38,0 5,1 4,4 3,9 4,5 4,3 3,9
40,0 4,9 4,3 3,8 4,4 4,2 3,8
42,0 4,8 4,2 3,8 4,3 4,1 3,8
44,0 4,7 4,2 3,8 4,1 3,9 3,7
46,0 4,5 4,1 3,7 3,9 3,8 3,7
48,0 4,4 4,0 3,7 3,8 3,7 3,6
50,0 4,0 4,0 3,7 3,7 3,5 3,5
52,0 3,5 3,5 3,7 3,5 3,4 3,4
54,0 3,3 3,2 3,5 3,3 3,3 3,3
56,0 3,1 3,1 3,1 2,9 2,9 3,2
58,0 3,0 3,0 3,0 2,5 2,5 2,9
60,0 2,7 2,7 2,9 2,2 2,2 2,5
62,0 2,3 2,3 2,6 1,8 1,8 2,2
64,0 2,0 2,0 2,3 1,5 1,5 1,8
66,0 1,8 1,8 2,0 1,3 1,3 1,5
68,0 1,5 1,5 - 1,0 1,0 1,2
70,0 1,2 1,2 - - - 1,0
72,0 1,0 1,0 - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Dimensiones • Dimensioni • Размеры

A A
105 mm** B C D E F α β β1

R14,00/R25 3948 3805 2750 2298 1732 272 431 12* 12* 13*

R16,00/R25 3998 3868 2750 2276 1795 335 494 14* 15* 16*

R20,50/R25 3998 3868 2900 2296 1795 335 494 14* 15* 16*

Ra =  Radius all wheels steered • Radius allradgelenkt • Rayon toutes les roues directrices • Radio de giro con todas las ruedas giradas • Raggio di curva con tutte le ruote sterzate 
Радиус поворота при управлении всеми колесами

** Lowered • Abgesenkt • Surbaissée • Rebaja • Abbassato • Сниженный
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X

PTOOMWOMP

4975

11
5512

58

Dimensions • Abmessungen • Encombrement
Dimensiones • Dimensioni • Размеры

Counterweight • Gegengewicht • Contrepoids • Contrapeso • Contrappeso • Противовес

Z
1,0 t

Y
2,3 t

X
2,3 t

W
2,3 t

M
2,3 t

T
4,6 t

O
4,6 t

P
6,8 t

1 t x

3,3 t x x

3,3 t x x

5,6 t x x x

5,6 t x x x

7,9 t x x x x

7,9 t x x 2x

10,2 t x x x x x

10,2 t x x x x

12,5 t x x x x 2x

12,5 t x x 2x x

14,8 t x x x x x x

14,8 t x x x 2x

17,1 t x x x x 2x

17,1 t x x 2x 2x

19,4 t x x x x x 2x

19,4 t x x x 3x

21,7 t x x x x 3x

21,7 t x x 2x 3x

24,0 t x x x x x 3x

24,0 t x x x x 3x

26,3 t x x x x 2x 3x

26,3 t x x 2x x 3x

30,9 t x x x x 2x x 3x

44,5 t x x x x 2x x x 2x

Standard counterweight • Standard Gegengwicht • Contrepoids standard • Contrapeso estándar • 
Contrappeso standard • Стандартный противовес

Jib combinations • Spitzen
Combinaciones de plumín

A

B

C

D
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Jib combinations • Spitzenkombinationen • Combinaisons de fléchettes 
Combinaciones de plumín • Combinazioni del jib • Комбинации удлинителя  стрелы

A
B

A

A
B

C

A

B

C

D

A

B

C

D

2,7 m
nkombinationen • Combinaisons de fléchettes 
n • Combinazioni del jib • Комбинации удлинителя  стрелы

A
B

A

A
B

C

A

B

C

D

2,7 m
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0102030405060

12,8 m

18,0 m

23,3 m

27,9 m

32,6 m

37,0 m

40,3 m

43,5 m

47,2 m

51,1 m

54,8 m

57,9 m
60,0 m

0

10

20

30

40

50

60

150,0*
69,0

54,5

42,0

107,0
69,5

43,0

32,0

26,0

89,5
69,0

42,0

29,0

22,0

16,9

65,0
50,5

34,5

24,0

18,4

13,6

52,0
39,5

27,0

18,1

14,4

11,2

7,7

40,0
34,5

26,0

18,9

12,1

10,4

7,4

33,0
30,5

22,5

17,3

12,6

9,9

7,8

6,2

27,5
27,5

21,5

16,7

11,7

9,0

7,3

5,0

5,9

23,5
23,5

19,9
15,8

12,3

8,5

6,6

5,4

3,7

18,7
18,7

15,3

12,0

9,6

6,9

5,4

4,3

3,8

15,6
15,6

12,3

9,8

7,8

5,7

4,3

3,5

3,2

12,7
12,7

10,5

8,4

6,8

5,7

4,1

3,3

2,5
2,1

11,8
11,8

9,9

7,9

6,4

5,0

3,6

2,7

Hook block • Hakenflasche • Crochet-moufle • Gancho • Ganci • Крюковой блок
(t)

H
(mm)

140 D 3160 

95 D  3070

60 E/D 3000 

26 E 2770

9 H/B 2350

12,8 - 60,0 m 44,5 t7,6 m 360°
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12,8 - 60,0 m 44,5 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 150,0* 3,0
3,0 108,0 107,0 89,5 3,0
4,0 91,5 91,5 86,5 65,0 4,0
5,0 79,0 79,0 78,5 64,0 52,0 5,0
6,0 69,0 69,5 69,0 60,0 51,5 40,0 6,0
7,0 61,5 62,0 61,0 55,0 48,5 40,0 33,0 27,5 7,0
8,0 54,5 55,0 54,0 50,5 45,5 39,0 33,0 27,5 24,0 8,0
9,0 47,5 48,5 47,5 47,0 42,5 37,0 32,0 27,5 24,0 19,1 15,8 9,0
10,0 42,0 43,0 42,0 42,5 39,5 34,5 30,5 27,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 38,5 37,5 38,0 37,0 32,5 29,0 26,5 24,0 19,1 15,8 12,7 11,8 11,0
12,0 34,5 34,5 34,5 34,5 30,5 27,0 25,0 23,0 19,1 15,8 12,7 11,8 12,0
13,0 32,0 31,5 31,0 32,0 29,0 25,5 24,0 22,0 18,9 15,8 12,7 11,8 13,0
14,0 29,5 29,0 28,5 29,0 27,5 24,0 23,0 21,0 18,3 15,8 12,7 11,8 14,0
15,0 26,0 26,5 26,0 26,5 26,0 22,5 21,5 19,9 17,5 15,7 12,7 11,8 15,0
16,0 24,5 24,0 24,5 24,5 21,5 20,5 18,9 16,7 15,2 12,7 11,8 16,0
18,0 22,0 21,5 21,0 22,0 19,2 18,5 17,3 15,3 14,2 12,1 11,8 18,0
20,0 16,9 18,4 17,8 18,6 17,3 16,7 15,8 14,1 13,2 11,3 11,3 20,0
22,0 15,7 16,1 16,0 15,5 15,1 14,5 13,0 12,3 10,5 10,6 22,0
24,0 13,6 14,4 13,8 14,2 13,5 13,4 12,0 11,4 9,7 9,9 24,0
26,0 12,7 12,1 12,6 11,7 12,2 11,1 10,5 9,0 9,2 26,0
28,0 11,2 11,3 11,1 10,5 10,7 10,3 9,8 8,4 8,5 28,0
30,0 7,7 10,4 9,8 9,9 9,4 9,4 9,1 7,7 7,9 30,0
32,0 9,3 8,7 9,0 8,4 8,4 8,3 7,2 7,4 32,0
34,0 7,4 7,8 8,1 7,6 7,4 7,8 6,8 6,9 34,0
36,0 7,3 7,3 7,1 6,9 7,0 6,4 6,4 36,0
38,0 6,2 6,5 6,6 6,5 6,2 6,1 6,0 38,0
40,0 5,9 5,9 5,8 5,6 5,7 5,5 40,0
42,0 5 5,4 5,2 5,0 5,1 5,0 42,0
44,0 4,8 4,7 4,6 4,6 4,5 44,0
46,0 3,7 4,3 4,3 4,1 4,0 46,0
48,0 3,3 3,8 4,0 3,7 3,6 48,0
50,0 3,5 3,3 3,1 50,0
52,0 3,2 2,9 2,7 52,0
54,0 2,5 2,4 54,0
56,0 2,1 56,0

* Over rear with special equipment • Nach hinten mit Sonderausrüstung • En arrière avec équipement special • Por la parte trasera con equipo especial
 Sul posteriore con equipaggiamento speciale • Над задней частью со специальным оборудованием
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EN 13000

12,8 - 60,0 m 30,9 t7,6 m 360°

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 107,0 106,0 89,5 3,0
4,0 90,5 90,5 86,5 65,0 4,0
5,0 78,0 78,0 77,5 64,0 52,0 5,0
6,0 68,0 69,0 68,0 60,0 51,5 40,0 6,0
7,0 58,0 58,5 57,5 55,0 48,5 40,0 33,0 27,5 7,0
8,0 50,0 50,5 49,5 50,0 45,5 39,0 33,0 27,5 24,0 8,0
9,0 43,5 44,0 44,0 44,0 42,5 37,0 32,0 27,5 24,0 19,1 15,8 9,0
10,0 38,5 39,5 39,0 38,0 37,5 34,5 30,5 27,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 35,5 35,0 33,5 33,0 32,5 29,0 26,5 24,0 19,1 15,8 12,7 11,8 11,0
12,0 32,0 31,5 31,0 29,5 29,5 27,0 25,0 23,0 19,1 15,8 12,7 11,8 12,0
13,0 28,5 29,0 28,5 26,5 26,5 25,5 24,0 22,0 18,9 15,8 12,7 11,8 13,0
14,0 25,0 25,5 25,5 24,5 24,0 23,0 22,5 21,0 18,3 15,8 12,7 11,8 14,0
15,0 21,5 23,0 22,5 23,0 22,0 21,0 20,5 19,9 17,5 15,7 12,7 11,8 15,0
16,0 20,5 21,0 21,5 20,0 19,5 18,8 18,9 16,7 15,2 12,7 11,8 16,0
18,0 17,7 17,9 17,6 17,0 17,2 15,8 16,1 15,3 14,2 12,1 11,8 18,0
20,0 13,0 15,1 14,8 14,9 14,7 13,8 13,8 13,4 13,2 11,3 11,3 20,0
22,0 12,9 12,6 13,1 12,5 12,8 11,9 11,9 11,8 10,5 10,6 22,0
24,0 11,1 10,8 11,3 10,9 11,0 10,8 10,8 10,3 9,7 9,9 24,0
26,0 9,3 9,8 10,0 9,5 9,6 9,5 9,1 9,0 8,9 26,0
28,0 8,1 8,5 8,8 8,4 8,3 8,2 8,1 8,0 7,8 28,0
30,0 5,6 7,5 7,7 7,7 7,3 7,2 7,3 7,1 6,9 30,0
32,0 6,6 6,8 6,9 6,4 6,3 6,4 6,2 6,1 32,0
34,0 5,8 6,1 6,1 5,8 5,5 5,7 5,4 5,2 34,0
36,0 5,4 5,4 5,3 4,8 4,9 4,7 4,5 36,0
38,0 4,1 4,8 4,7 4,1 4,3 4,0 3,9 38,0
40,0 4,4 4,1 3,6 3,8 3,5 3,3 40,0
42,0 3,9 3,6 3,1 3,2 3,0 2,8 42,0
44,0 3,2 2,6 2,8 2,5 2,4 44,0
46,0 2,8 2,2 2,4 2,1 2,0 46,0
48,0 2,4 1,9 2,0 1,7 1,6 48,0
50,0 1,7 1,4 1,3 50,0
52,0 1,4 1,1 1,0 52,0
54,0 0,8 54,0



65

M
O

B
IL

K
R

A
N

A
R

Grove
GMK 5150

12,8 - 60,0 m 26,3 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 106,0 106,0 89,5 3,0
4,0 90,0 90,0 86,5 4,0
5,0 77,5 77,5 77,0 34,0 52,0 5,0
6,0 66,5 67,0 66,0 31,0 51,5 40,0 6,0
7,0 56,0 56,5 55,5 28,5 48,5 40,0 33,0 27,5 7,0
8,0 48,0 49,0 48,0 26,5 45,5 39,0 33,0 27,5 24,0 8,0
9,0 42,0 43,5 43,0 24,5 39,0 37,0 32,0 27,5 24,0 19,1 15,8 9,0
10,0 37,0 38,5 37,5 22,5 34,0 33,5 30,5 27,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 33,5 33,0 21,0 30,0 30,0 28,5 26,5 24,0 19,1 15,8 12,7 11,8 11,0
12,0 29,0 30,0 19,8 28,0 26,5 25,5 25,0 23,0 19,1 15,8 12,7 11,8 12,0
13,0 25,5 26,0 18,7 26,0 24,0 23,0 22,5 22,0 18,9 15,8 12,7 11,8 13,0
14,0 22,5 23,0 17,6 23,5 21,5 21,5 20,0 20,5 18,3 15,8 12,7 11,8 14,0
15,0 19,2 20,5 16,7 21,5 19,7 19,8 18,3 18,4 17,5 15,7 12,7 11,8 15,0
16,0 19,4 15,7 19,3 18,0 18,1 16,7 16,8 16,4 15,2 12,7 11,8 16,0
18,0 16,0 14,3 15,8 16,2 15,3 15,0 14,2 14,1 14,0 12,1 11,8 18,0
20,0 11,3 13,1 13,2 13,7 13,1 13,1 12,7 12,5 12,0 11,3 11,3 20,0
22,0 12,0 11,1 11,6 11,7 11,4 11,2 10,8 10,4 10,4 10,1 22,0
24,0 10,3 9,5 9,9 10,2 10,0 9,7 9,4 9,4 9,0 8,8 24,0
26,0 8,9 8,1 8,6 8,8 8,9 8,4 8,2 8,3 7,9 7,6 26,0
28,0 6,0 7,0 7,8 7,7 7,7 7,4 7,1 7,3 6,9 6,7 28,0
30,0 4,5 7,1 6,7 6,8 6,7 6,1 6,3 6,0 5,8 30,0
32,0 6,1 5,9 5,9 5,9 5,3 5,5 5,2 5,0 32,0
34,0 5,4 5,2 5,3 5,1 4,5 4,7 4,4 4,3 34,0
36,0 4,5 4,7 4,4 3,9 4,0 3,8 3,6 36,0
38,0 4,1 4,1 3,9 3,3 3,5 3,2 3,1 38,0
40,0 3,6 3,3 2,8 3,0 2,7 2,5 40,0
42,0 3,2 2,9 2,3 2,5 2,2 2,1 42,0
44,0 2,5 1,9 2,1 1,8 1,7 44,0
46,0 2,1 1,5 1,7 1,4 1,3 46,0
48,0 1,8 1,2 1,4 1,1 0,9 48,0
50,0 1,0 50,0
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12,8 - 60,0 m 21,7 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 106,0 105,0 89,5 3,0
4,0 89,5 89,5 86,5 65,0 4,0
5,0 77,0 77,0 77,0 64,0 52,0 5,0
6,0 64,5 65,0 64,0 60,0 51,5 40,0 6,0
7,0 54,0 55,0 54,0 51,0 48,5 40,0 33,0 27,5 7,0
8,0 46,5 47,5 46,5 42,5 41,5 39,0 33,0 27,5 24,0 8,0
9,0 40,5 42,0 39,5 38,5 35,5 35,0 32,0 27,5 24,0 19,1 15,8 9,0
10,0 33,5 35,5 35,5 33,5 32,5 30,5 29,0 27,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 30,0 30,5 29,5 29,0 27,0 25,5 25,0 24,0 19,1 15,8 12,7 11,8 11,0
12,0 26,0 26,5 26,5 26,0 24,0 23,5 22,0 22,0 19,1 15,8 12,7 11,8 12,0
13,0 23,0 23,0 24,5 23,0 21,5 21,5 19,7 19,8 18,9 15,8 12,7 11,8 13,0
14,0 20,5 21,5 21,5 21,0 19,7 19,3 18,0 17,9 17,3 15,8 12,7 11,8 14,0
15,0 16,7 19,1 19,3 18,9 18,8 17,5 17,2 16,2 15,9 15,7 12,7 11,8 15,0
16,0 17,1 17,4 17,0 17,3 15,9 15,9 15,2 15,1 14,5 12,7 11,8 16,0
18,0 14,0 14,2 13,9 14,4 13,8 13,4 13,1 12,7 12,2 12,1 11,8 18,0
20,0 9,6 11,8 11,5 12,0 12,3 11,7 11,2 10,8 10,8 10,4 10,1 20,0
22,0 10,4 9,6 10,1 10,4 10,5 9,6 9,3 9,3 8,9 8,6 22,0
24,0 9,1 8,1 9,2 8,9 9,0 8,7 8,0 8,1 7,6 7,4 24,0
26,0 6,8 8,0 7,6 7,7 7,6 7,0 7,0 6,6 6,4 26,0
28,0 5,8 7,0 6,6 6,8 6,5 5,9 6,1 5,7 5,5 28,0
30,0 3,4 6,2 5,7 5,9 5,6 5,0 5,2 4,9 4,7 30,0
32,0 5,5 5,1 5,1 4,8 4,2 4,4 4,1 4,0 32,0
34,0 4,5 4,6 4,4 4,1 3,5 3,7 3,5 3,3 34,0
36,0 4,0 3,8 3,5 3,0 3,1 2,9 2,7 36,0
38,0 3,5 3,3 3,0 2,4 2,6 2,3 2,2 38,0
40,0 2,8 2,5 2,0 2,1 1,9 1,7 40,0
42,0 2,4 2,1 1,6 1,7 1,4 1,3 42,0
44,0 1,7 1,2 1,3 1,1 0,9 44,0
46,0 1,4 0,9 1,0 46,0
48,0 1,1 48,0

12,8 - 60,0 m 24 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 106,0 106,0 89,5 3,0
4,0 89,5 89,5 86,5 65,0 4,0
5,0 77,5 77,5 77,0 64,0 52,0 5,0
6,0 65,5 66,0 65,0 60,0 51,5 40,0 6,0
7,0 55,0 56,0 55,0 54,0 48,5 40,0 33,0 27,5 7,0
8,0 47,5 48,0 48,0 45,0 43,5 39,0 33,0 27,5 24,0 8,0
9,0 41,5 42,5 41,5 39,0 37,0 36,5 32,0 27,5 24,0 19,1 15,8 9,0
10,0 35,5 37,5 35,5 35,0 32,5 32,0 30,5 27,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 32,0 32,5 31,0 30,0 28,5 27,0 26,5 24,0 19,1 15,8 12,7 11,8 11,0
12,0 27,5 28,0 27,5 27,5 25,5 24,0 23,5 23,0 19,1 15,8 12,7 11,8 12,0
13,0 24,0 24,5 25,0 24,5 22,5 22,5 21,0 21,0 18,9 15,8 12,7 11,8 13,0
14,0 21,5 22,0 23,0 22,0 20,5 20,5 18,9 19,0 18,3 15,8 12,7 11,8 14,0
15,0 17,9 20,5 20,5 20,0 18,8 18,6 17,2 17,3 16,8 15,7 12,7 11,8 15,0
16,0 18,2 18,5 18,1 17,8 17,0 16,3 15,8 15,3 15,2 12,7 11,8 16,0
18,0 15,0 15,2 14,8 15,4 14,3 14,3 13,8 13,6 13,1 12,1 11,8 18,0
20,0 10,4 12,7 12,3 12,9 12,7 12,2 12,0 11,7 11,2 11,1 10,9 20,0
22,0 10,7 10,4 10,9 11,1 10,9 10,4 10,1 10,0 9,6 9,4 22,0
24,0 9,2 8,8 9,3 9,5 9,6 9,0 8,7 8,7 8,3 8,1 24,0
26,0 7,4 8,6 8,2 8,3 8,0 7,6 7,6 7,2 7,0 26,0
28,0 6,3 7,5 7,1 7,2 7,1 6,5 6,7 6,3 6,1 28,0
30,0 4,0 6,5 6,2 6,3 6,2 5,5 5,7 5,5 5,3 30,0
32,0 5,9 5,4 5,6 5,3 4,7 4,9 4,6 4,5 32,0
34,0 4,9 4,8 4,9 4,6 4,0 4,2 3,9 3,8 34,0
36,0 4,4 4,2 4,0 3,4 3,6 3,3 3,2 36,0
38,0 3,9 3,7 3,4 2,8 3,0 2,7 2,6 38,0
40,0 3,2 2,9 2,4 2,5 2,3 2,1 40,0
42,0 2,8 2,5 1,9 2,1 1,8 1,7 42,0
44,0 2,1 1,5 1,7 1,4 1,3 44,0
46,0 1,7 1,2 1,3 1,1 0,9 46,0
48,0 1,4 0,9 1,0 48,0
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12,8 - 60,0 m 19,4 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 106,0 105,0 89,5 3,0
4,0 89,5 89,0 86,5 65,0 4,0
5,0 77,0 77,0 76,5 64,0 52,0 5,0
6,0 63,5 64,0 63,0 60,0 51,5 40,0 6,0
7,0 53,5 54,0 53,0 48,5 46,5 40,0 33,0 27,5 7,0
8,0 46,0 47,0 44,0 42,0 39,0 38,5 33,0 27,5 24,0 8,0
9,0 38,0 40,0 38,5 36,5 35,0 33,0 31,5 27,5 24,0 19,1 15,8 9,0
10,0 31,0 33,0 34,0 31,5 31,0 29,0 27,5 26,5 24,0 19,1 15,8 12,7 11,8 10,0
11,0 28,0 29,0 28,5 27,5 25,0 25,0 23,5 23,0 19,1 15,8 12,7 11,8 11,0
12,0 24,5 25,0 26,0 24,5 22,5 22,5 20,5 20,5 19,1 15,8 12,7 11,8 12,0
13,0 21,5 22,5 23,0 21,5 21,0 20,0 18,9 18,5 17,9 15,8 12,7 11,8 13,0
14,0 18,9 20,0 20,5 19,5 19,5 18,0 17,9 16,6 16,5 15,8 12,7 11,8 14,0
15,0 15,5 17,8 18,1 17,6 17,7 16,3 16,2 15,9 15,4 14,7 12,7 11,8 15,0
16,0 16,0 16,2 15,8 16,1 15,2 14,8 14,5 14,0 13,4 12,7 11,8 16,0
18,0 13,0 13,2 12,9 13,4 13,5 12,8 12,2 11,8 11,7 11,2 10,9 18,0
20,0 8,7 11,3 10,6 11,1 11,5 11,3 10,5 10,0 10,0 9,5 9,3 20,0
22,0 9,9 8,8 10,0 9,6 9,7 9,3 8,5 8,5 8,1 7,9 22,0
24,0 8,4 7,3 8,6 8,2 8,3 8,0 7,3 7,4 7,0 6,7 24,0
26,0 6,1 7,4 7,0 7,2 7,0 6,3 6,3 6,0 5,8 26,0
28,0 5,2 6,5 6,0 6,2 5,9 5,3 5,5 5,1 4,9 28,0
30,0 2,9 5,7 5,5 5,3 5,1 4,4 4,6 4,4 4,2 30,0
32,0 4,9 4,8 4,6 4,3 3,7 3,9 3,6 3,5 32,0
34,0 4,0 4,1 3,9 3,7 3,1 3,3 3,0 2,8 34,0
36,0 3,6 3,3 3,1 2,5 2,7 2,4 2,3 36,0
38,0 3,1 2,8 2,6 2,0 2,2 1,9 1,8 38,0
40,0 2,4 2,1 1,6 1,7 1,4 1,3 40,0
42,0 2 1,7 1,2 1,3 1,1 0,9 42,0
44,0 1,4 0,8 1,0 44,0
46,0 1,0 46,0

12,8 - 60,0 m 17,1 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 106,0 105,0 89,5 3,0
4,0 89,0 89,0 86,5 65,0 4,0
5,0 76,0 76,0 75,5 64,0 52,0 5,0
6,0 62,5 63,0 61,0 57,0 51,5 40,0 6,0
7,0 52,5 53,0 51,0 46,0 44,5 40,0 33,0 27,5 7,0
8,0 44,5 46,0 42,0 40,5 38,0 36,5 33,0 27,5 24,0 8,0
9,0 35,5 37,5 37,0 34,5 34,0 31,5 29,5 27,5 24,0 19,1 15,8 9,0
10,0 29,0 31,0 32,0 30,5 29,5 27,0 26,0 25,0 24,0 19,1 15,8 12,7 11,8 10,0
11,0 26,5 27,0 27,5 26,0 24,0 23,5 22,0 21,5 19,1 15,8 12,7 11,8 11,0
12,0 23,0 24,5 24,5 23,0 22,0 21,0 19,9 19,3 18,6 15,8 12,7 11,8 12,0
13,0 20,0 21,5 21,5 20,5 20,5 18,7 18,5 17,5 17,2 15,8 12,7 11,8 13,0
14,0 17,6 18,7 19,0 18,2 18,3 16,8 16,7 16,3 15,8 15,1 12,7 11,8 14,0
15,0 14,3 16,7 16,9 16,5 16,6 16,0 15,4 14,8 14,3 13,7 12,7 11,8 15,0
16,0 14,9 15,1 14,7 15,1 15,0 14,2 13,5 13,0 12,9 12,4 11,8 16,0
18,0 12,0 12,4 11,9 12,5 12,6 12,4 11,5 10,9 10,8 10,4 10,1 18,0
20,0 7,8 10,8 9,7 11,0 10,6 10,5 10,0 9,2 9,2 8,8 8,5 20,0
22,0 9,1 8,0 9,3 8,9 9,0 8,5 7,8 7,8 7,4 7,2 22,0
24,0 7,7 6,7 8,0 7,5 7,7 7,4 6,7 6,7 6,3 6,1 24,0
26,0 5,5 7,0 6,5 6,6 6,3 5,7 5,7 5,4 5,2 26,0
28,0 4,6 6,0 5,8 5,6 5,4 4,7 4,9 4,6 4,4 28,0
30,0 2,3 5,2 5,0 4,8 4,5 3,9 4,1 3,8 3,7 30,0
32,0 4,4 4,3 4,1 3,8 3,2 3,4 3,1 3,0 32,0
34,0 3,5 3,7 3,4 3,2 2,6 2,8 2,5 2,4 34,0
36,0 3,1 2,9 2,7 2,1 2,3 2,0 1,8 36,0
38,0 2,7 2,4 2,2 1,6 1,8 1,5 1,4 38,0
40,0 2,0 1,7 1,2 1,4 1,1 0,9 40,0
42,0 1,6 1,4 0,8 1,0 42,0
44,0 1,0 44,0
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12,8 - 60,0 m 14,8 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 105,0 105,0 89,5 3,0
4,0 89,0 89,0 86,5 65,0 4,0
5,0 74,5 75,5 74,5 64,0 52,0 5,0
6,0 61,0 62,0 58,0 54,0 51,0 40,0 6,0
7,0 51,5 52,0 48,0 46,0 42,0 40,0 33,0 27,5 7,0
8,0 41,5 43,5 41,5 38,5 37,5 34,5 32,5 27,5 24,0 8,0
9,0 33,0 35,0 35,0 33,0 32,0 29,0 27,5 26,5 24,0 19,1 15,8 9,0
10,0 27,0 29,0 30,0 29,5 27,5 26,0 25,0 23,0 23,0 19,1 15,8 12,7 11,8 10,0
11,0 25,0 26,5 26,0 24,0 23,5 22,0 21,0 20,0 19,1 15,8 12,7 11,8 11,0
12,0 21,5 22,5 23,0 21,0 21,0 19,4 19,2 18,4 17,8 15,8 12,7 11,8 12,0
13,0 18,6 19,7 20,0 18,9 18,9 17,8 17,2 16,7 16,2 15,5 12,7 11,8 13,0
14,0 16,2 17,4 17,6 16,9 17,0 16,8 15,8 15,1 14,6 13,9 12,7 11,8 14,0
15,0 13,0 15,4 15,6 15,2 15,3 15,2 14,9 13,7 13,2 13,0 12,5 11,8 15,0
16,0 13,7 13,9 13,6 13,9 13,9 13,6 12,7 12,0 11,9 11,4 11,1 16,0
18,0 11,0 11,9 10,9 12,1 11,6 11,4 10,7 10,0 9,9 9,5 9,2 18,0
20,0 6,9 10,0 8,9 10,1 9,7 9,7 9,1 8,4 8,4 7,9 7,7 20,0
22,0 8,3 7,2 8,7 8,1 8,2 7,8 7,1 7,1 6,7 6,4 22,0
24,0 7,0 5,9 7,4 7,2 7,0 6,7 6,0 6,0 5,6 5,4 24,0
26,0 4,9 6,3 6,1 5,9 5,7 5,0 5,1 4,7 4,5 26,0
28,0 4,0 5,4 5,2 5,0 4,8 4,1 4,3 4,0 3,8 28,0
30,0 1,8 4,6 4,4 4,2 4,0 3,4 3,6 3,3 3,1 30,0
32,0 3,9 3,8 3,5 3,3 2,7 2,9 2,6 2,5 32,0
34,0 3,0 3,2 3,0 2,7 2,1 2,3 2,0 1,9 34,0
36,0 2,7 2,4 2,2 1,6 1,8 1,5 1,4 36,0
38,0 2,2 2,0 1,7 1,2 1,3 1,1 0,9 38,0
40,0 1,6 1,3 0,9 40,0
42,0 1,3 1,0 42,0

12,8 - 60,0 m 12,5 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 105,0 104,0 89,5 3,0
4,0 88,5 88,5 86,5 65,0 4,0
5,0 73,5 74,0 71,5 64,0 52,0 5,0
6,0 60,0 61,0 57,0 51,0 48,5 40,0 6,0
7,0 50,0 50,5 46,0 43,5 41,0 38,0 33,0 27,5 7,0
8,0 38,5 40,5 39,0 36,0 35,0 32,0 30,0 27,5 24,0 8,0
9,0 30,5 32,5 33,0 32,5 30,0 28,0 27,0 24,5 24,0 19,1 15,8 9,0
10,0 25,0 27,5 28,5 27,5 25,5 24,5 23,0 22,0 21,0 19,1 15,8 12,7 11,8 10,0
11,0 23,5 24,5 24,0 22,5 22,0 20,5 20,0 19,2 17,9 15,8 12,7 11,8 11,0
12,0 19,9 21,0 21,0 19,7 19,6 18,8 18,0 17,3 16,7 15,8 12,7 11,8 12,0
13,0 17,2 18,3 18,5 17,5 17,5 17,3 16,8 15,5 14,9 14,3 12,7 11,8 13,0
14,0 14,9 16,0 16,3 15,6 15,7 15,6 15,2 14,0 13,4 13,2 12,7 11,8 14,0
15,0 12,2 14,2 14,5 14,0 14,2 14,1 13,8 12,9 12,1 12,0 11,5 11,2 15,0
16,0 12,6 13,4 12,5 13,4 12,8 12,5 11,8 11,0 10,9 10,4 10,1 16,0
18,0 10,2 11,1 9,9 11,3 10,7 10,5 9,8 9,1 9,0 8,6 8,3 18,0
20,0 6,1 9,1 8,0 9,5 8,9 8,8 8,3 7,6 7,6 7,1 6,9 20,0
22,0 7,6 6,5 8,0 7,8 7,5 7,0 6,3 6,4 6,0 5,7 22,0
24,0 6,3 5,3 6,7 6,5 6,3 6,0 5,3 5,3 5,0 4,7 24,0
26,0 4,2 5,7 5,5 5,3 5,0 4,4 4,5 4,1 3,9 26,0
28,0 3,4 4,8 4,6 4,4 4,2 3,5 3,7 3,4 3,2 28,0
30,0 1,2 4,1 3,9 3,7 3,4 2,8 3,0 2,7 2,6 30,0
32,0 3,4 3,3 3,0 2,8 2,2 2,4 2,1 2,0 32,0
34,0 2,6 2,7 2,5 2,2 1,6 1,8 1,5 1,4 34,0
36,0 2,2 2,0 1,8 1,2 1,4 1,1 0,9 36,0
38,0 1,8 1,6 1,3 0,9 38,0
40,0 1,2 0,9 40,0
42,0 0,9 42,0



69

M
O

B
IL

K
R

A
N

A
R

Grove
GMK 5150

12,8 - 60,0 m 10,2 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 105,0 104,0 89,5 3,0
4,0 88,5 88,5 86,5 65,0 4,0
5,0 72,0 73,0 67,5 62,0 52,0 5,0
6,0 59,0 59,5 53,5 50,5 45,5 40,0 6,0
7,0 46,5 47,5 44,5 41,0 39,5 35,5 33,0 27,5 7,0
8,0 35,5 37,5 36,5 35,5 32,5 30,5 29,0 26,5 24,0 8,0
9,0 28,0 30,0 31,0 30,0 27,5 26,5 25,0 23,0 22,5 19,1 15,8 9,0
10,0 22,5 25,5 26,5 25,5 23,5 23,5 21,5 21,0 19,9 18,7 15,8 12,7 11,8 10,0
11,0 21,5 22,5 22,5 20,5 20,5 20,0 18,9 17,9 17,2 15,8 12,7 11,8 11,0
12,0 18,2 19,4 19,5 18,1 18,1 17,8 17,3 15,9 15,3 14,6 12,7 11,8 12,0
13,0 15,6 16,8 17,0 16,0 16,1 15,9 15,5 14,5 13,6 13,4 12,7 11,8 13,0
14,0 13,5 14,7 15,3 14,3 14,9 14,3 13,9 13,1 12,2 12,1 11,5 11,2 14,0
15,0 11,8 12,9 13,9 12,8 13,9 12,9 12,6 11,8 11,0 10,9 10,4 10,1 15,0
16,0 11,6 12,5 11,3 12,6 11,7 11,4 10,7 9,9 9,9 9,4 9,1 16,0
18,0 9,2 10,0 8,9 10,5 9,9 9,5 8,9 8,1 8,1 7,7 7,4 18,0
20,0 5,2 8,2 7,1 8,6 8,5 7,9 7,4 6,7 6,7 6,3 6,1 20,0
22,0 6,8 5,7 7,2 7,0 6,7 6,3 5,5 5,6 5,2 5,0 22,0
24,0 5,6 4,5 6,0 5,8 5,6 5,3 4,6 4,6 4,3 4,1 24,0
26,0 3,6 5,0 4,8 4,6 4,4 3,7 3,8 3,5 3,3 26,0
28,0 2,8 4,2 4,0 3,8 3,6 2,9 3,1 2,8 2,6 28,0
30,0 3,5 3,3 3,1 2,9 2,3 2,5 2,2 2,0 30,0
32,0 2,9 2,7 2,5 2,3 1,7 1,9 1,6 1,4 32,0
34,0 2,1 2,2 2,0 1,8 1,2 1,3 1,1 0,9 34,0
36,0 1,8 1,5 1,3 0,9 36,0
38,0 1,4 1,1 0,9 38,0
40,0 0,8 40,0

12,8 - 60,0 m

12,8 - 60,0 m

7,9 t

5,6 t

7,6 m

7,6 m

360°

360°

EN 13000

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 105,0 104,0 89,5 3,0
4,0 88,5 88,0 86,5 65,0 4,0
5,0 71,0 71,5 65,0 58,0 52,0 5,0
6,0 58,0 55,5 51,0 47,5 42,5 40,0 6,0
7,0 42,5 44,5 41,5 39,5 36,5 33,0 31,0 27,5 7,0
8,0 32,5 34,5 33,5 33,0 30,0 28,5 26,5 24,5 24,0 8,0
9,0 25,5 28,5 29,0 27,5 25,5 25,0 22,5 22,0 20,5 19,1 15,8 9,0
10,0 20,5 23,5 24,5 23,5 22,0 21,5 21,0 20,0 18,6 17,8 15,8 12,7 11,8 10,0
11,0 19,5 20,5 20,5 18,9 18,8 18,5 17,9 16,4 15,7 14,9 12,7 11,8 11,0
12,0 16,5 17,7 17,9 16,5 16,8 16,3 15,9 14,8 13,9 13,6 12,7 11,8 12,0
13,0 14,1 15,3 16,2 14,6 15,7 14,5 14,2 13,2 12,4 12,2 11,6 11,3 13,0
14,0 12,2 13,4 14,4 12,9 14,1 13,0 12,7 11,9 11,0 10,9 10,4 10,1 14,0
15,0 10,6 11,9 12,7 11,5 12,7 11,8 11,4 10,7 9,9 9,8 9,3 9,0 15,0
16,0 10,5 11,3 10,1 11,5 10,9 10,3 9,7 8,9 8,8 8,4 8,1 16,0
18,0 8,2 9,0 7,9 9,5 9,1 8,5 8,0 7,2 7,2 6,8 6,5 18,0
20,0 4,3 7,3 6,2 7,7 7,6 7,1 6,6 5,9 5,9 5,5 5,3 20,0
22,0 6,0 4,9 6,4 6,2 5,9 5,5 4,8 4,8 4,5 4,2 22,0
24,0 4,9 3,8 5,3 5,1 4,9 4,6 3,9 4,0 3,6 3,4 24,0
26,0 2,9 4,4 4,2 4,0 3,7 3,1 3,2 2,8 2,6 26,0
28,0 2,2 3,6 3,4 3,2 3,0 2,3 2,5 2,2 2,0 28,0
30,0 2,9 2,8 2,6 2,3 1,7 1,9 1,6 1,5 30,0
32,0 2,4 2,2 2,0 1,8 1,1 1,3 1,1 0,9 32,0
34,0 1,6 1,7 1,5 1,3 0,9 34,0
36,0 1,3 1,1 0,8 36,0
38,0 1,0 38,0

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
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12,8 - 60,0 m 3,3 t7,6 m 360°

EN 13000

12,8 - 60,0 m 1,0 t7,6 m 360°

EN 13000

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 104,0 103,0 89,5 3,0
4,0 87,0 87,0 79,0 65,0 4,0
5,0 68,5 66,0 57,5 53,5 47,0 5,0
6,0 50,0 49,5 45,5 41,0 38,5 36,0 6,0
7,0 35,5 37,5 36,5 34,0 31,0 30,0 27,0 24,5 7,0
8,0 26,5 29,5 29,5 27,5 25,0 24,5 24,0 22,5 20,0 8,0
9,0 20,5 23,5 24,5 23,0 21,0 21,0 20,5 19,6 17,7 16,9 15,8 9,0
10,0 16,3 19,1 20,5 20,0 17,9 19,1 17,5 16,9 15,6 14,6 13,8 12,7 11,8 10,0
11,0 15,8 17,0 17,8 15,4 16,6 15,4 14,8 13,7 12,7 12,5 11,9 11,5 11,0
12,0 13,2 14,6 15,5 13,4 14,6 13,8 13,0 12,1 11,2 11,0 10,4 10,1 12,0
13,0 11,2 12,5 13,4 11,7 12,9 12,2 11,5 10,7 9,8 9,7 9,2 8,9 13,0
14,0 9,5 10,8 11,7 10,3 11,5 10,9 10,2 9,5 8,7 8,6 8,1 7,8 14,0
15,0 8,1 9,4 10,2 9,1 10,4 9,8 9,2 8,5 7,7 7,7 7,2 6,9 15,0
16,0 8,2 9,0 7,9 9,3 8,8 8,2 7,6 6,8 6,8 6,4 6,1 16,0
18,0 6,2 7,1 5,9 7,5 7,2 6,6 6,1 5,4 5,4 5,0 4,8 18,0
20,0 2,6 5,6 4,5 6,0 5,8 5,4 5,0 4,2 4,3 3,9 3,7 20,0
22,0 4,4 3,3 4,8 4,7 4,4 4,0 3,3 3,4 3,0 2,8 22,0
24,0 3,5 2,4 3,9 3,7 3,5 3,2 2,5 2,6 2,2 2,0 24,0
26,0 1,6 3,1 2,9 2,7 2,4 1,8 1,9 1,6 1,4 26,0
28,0 1,0 2,4 2,2 2,0 1,8 1,2 1,4 1,0 0,8 28,0
30,0 1,8 1,7 1,5 1,2 0,8 30,0
32,0 1,4 1,2 1,0 32,0

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 104,0 103,0 89,5 3,0
4,0 85,5 85,5 73,0 65,0 4,0
5,0 67,0 61,0 55,0 49,5 43,0 5,0
6,0 45,0 45,5 41,5 39,5 35,0 33,0 6,0

12,8 - 60,0 m 5,6 t7,6 m 360°

EN 13000

16,0 10,5 11,3 10,1 11,5 10,9 10,3 9,7 8,9 8,8 8,4 8,1 16,0
18,0 8,2 9,0 7,9 9,5 9,1 8,5 8,0 7,2 7,2 6,8 6,5 18,0
20,0 4,3 7,3 6,2 7,7 7,6 7,1 6,6 5,9 5,9 5,5 5,3 20,0
22,0 6,0 4,9 6,4 6,2 5,9 5,5 4,8 4,8 4,5 4,2 22,0
24,0 4,9 3,8 5,3 5,1 4,9 4,6 3,9 4,0 3,6 3,4 24,0
26,0 2,9 4,4 4,2 4,0 3,7 3,1 3,2 2,8 2,6 26,0
28,0 2,2 3,6 3,4 3,2 3,0 2,3 2,5 2,2 2,0 28,0
30,0 2,9 2,8 2,6 2,3 1,7 1,9 1,6 1,5 30,0
32,0 2,4 2,2 2,0 1,8 1,1 1,3 1,1 0,9 32,0
34,0 1,6 1,7 1,5 1,3 0,9 34,0
36,0 1,3 1,1 0,8 36,0
38,0 1,0 38,0

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 104,0 104,0 89,5 3,0
4,0 88,0 88,0 84,5 65,0 4,0
5,0 69,5 70,5 62,0 55,0 50,5 5,0
6,0 54,5 53,0 49,0 44,0 41,0 37,5 6,0
7,0 39,0 41,0 38,5 37,0 33,5 31,5 29,0 27,0 7,0
8,0 29,5 31,5 32,5 30,5 27,5 27,0 24,5 24,0 22,0 8,0
9,0 23,0 26,0 27,0 25,5 23,0 23,0 22,5 21,5 19,6 17,9 15,8 9,0
10,0 18,4 21,0 22,5 21,5 19,8 19,7 19,3 18,7 16,9 16,2 15,4 12,7 11,8 10,0
11,0 17,6 18,8 18,8 17,1 18,1 16,9 16,3 15,1 14,2 13,6 12,7 11,8 11,0
12,0 14,9 16,0 16,9 14,9 16,1 14,8 14,4 13,4 12,5 12,3 11,7 11,4 12,0
13,0 12,6 14,0 14,9 13,1 14,3 13,4 12,8 11,9 11,1 10,9 10,4 10,0 13,0
14,0 10,8 12,1 13,0 11,6 12,8 12,1 11,5 10,7 9,8 9,7 9,2 8,9 14,0
15,0 9,3 10,6 11,5 10,3 11,5 10,9 10,3 9,6 8,8 8,7 8,2 7,9 15,0
16,0 9,3 10,1 9,0 10,4 9,8 9,2 8,6 7,8 7,8 7,3 7,1 16,0
18,0 7,2 8,0 6,9 8,5 8,1 7,6 7,0 6,3 6,3 5,9 5,6 18,0
20,0 3,4 6,4 5,3 6,9 6,7 6,2 5,8 5,0 5,1 4,7 4,5 20,0
22,0 5,2 4,1 5,6 5,4 5,1 4,7 4,0 4,1 3,7 3,5 22,0
24,0 4,2 3,1 4,5 4,4 4,2 3,9 3,2 3,3 2,9 2,7 24,0
26,0 2,3 3,7 3,5 3,3 3,1 2,4 2,6 2,2 2,0 26,0
28,0 1,6 3,0 2,8 2,6 2,4 1,7 1,9 1,6 1,4 28,0
30,0 2,4 2,2 2,0 1,8 1,1 1,3 1,0 0,9 30,0
32,0 1,9 1,7 1,5 1,2 0,8 32,0
34,0 1,1 1,2 1,0 34,0
36,0 0,9 36,0

Grove
GMK 5150
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12,8 - 60,0 m 1,0 t7,6 m 360°

EN 13000

13,0 11,2 12,5 13,4 11,7 12,9 12,2 11,5 10,7 9,8 9,7 9,2 8,9 13,0
14,0 9,5 10,8 11,7 10,3 11,5 10,9 10,2 9,5 8,7 8,6 8,1 7,8 14,0
15,0 8,1 9,4 10,2 9,1 10,4 9,8 9,2 8,5 7,7 7,7 7,2 6,9 15,0
16,0 8,2 9,0 7,9 9,3 8,8 8,2 7,6 6,8 6,8 6,4 6,1 16,0
18,0 6,2 7,1 5,9 7,5 7,2 6,6 6,1 5,4 5,4 5,0 4,8 18,0
20,0 2,6 5,6 4,5 6,0 5,8 5,4 5,0 4,2 4,3 3,9 3,7 20,0
22,0 4,4 3,3 4,8 4,7 4,4 4,0 3,3 3,4 3,0 2,8 22,0
24,0 3,5 2,4 3,9 3,7 3,5 3,2 2,5 2,6 2,2 2,0 24,0
26,0 1,6 3,1 2,9 2,7 2,4 1,8 1,9 1,6 1,4 26,0
28,0 1,0 2,4 2,2 2,0 1,8 1,2 1,4 1,0 0,8 28,0
30,0 1,8 1,7 1,5 1,2 0,8 30,0
32,0 1,4 1,2 1,0 32,0

m 12,8 18,0 23,3 27,9 32,6 37,0 40,3 43,5 47,2 51,1 54,8 57,9 60,0 m
3,0 104,0 103,0 89,5 3,0
4,0 85,5 85,5 73,0 65,0 4,0
5,0 67,0 61,0 55,0 49,5 43,0 5,0
6,0 45,0 45,5 41,5 39,5 35,0 33,0 6,0
7,0 31,5 34,0 33,5 31,0 28,0 27,0 26,0 23,5 7,0
8,0 23,5 26,5 27,0 25,0 23,0 22,5 21,5 21,0 18,7 8,0
9,0 18,1 21,0 22,0 22,0 19,0 20,0 18,4 17,7 15,9 15,2 14,3 9,0
10,0 14,2 17,0 18,3 18,6 16,1 17,2 16,1 15,2 14,0 13,0 12,7 12,1 11,7 10,0
11,0 14,0 15,4 16,0 13,7 14,9 14,0 13,2 12,2 11,3 11,1 10,5 10,1 11,0
12,0 11,6 13,0 13,9 11,9 13,1 12,3 11,6 10,7 9,8 9,7 9,1 8,8 12,0
13,0 9,7 11,1 12,0 10,3 11,6 10,9 10,2 9,4 8,6 8,5 8,0 7,7 13,0
14,0 8,2 9,5 10,4 9,0 10,3 9,7 9,0 8,4 7,5 7,5 7,0 6,7 14,0
15,0 6,9 8,2 9,0 7,8 9,2 8,6 8,0 7,4 6,6 6,6 6,1 5,9 15,0
16,0 7,1 7,9 6,7 8,2 7,7 7,1 6,6 5,8 5,8 5,4 5,1 16,0
18,0 5,3 6,1 5,0 6,5 6,2 5,7 5,2 4,5 4,5 4,1 3,9 18,0
20,0 1,7 4,7 3,6 5,1 5,0 4,6 4,1 3,4 3,4 3,0 2,8 20,0
22,0 3,6 2,6 4,0 3,9 3,6 3,2 2,5 2,6 2,2 2,0 22,0
24,0 2,8 1,7 3,2 3,0 2,8 2,4 1,7 1,8 1,4 1,3 24,0
26,0 1,0 2,4 2,3 2,0 1,8 1,1 1,2 0,8 26,0
28,0 1,8 1,7 1,4 1,2 28,0
30,0 1,3 1,1 0,9 30,0
32,0 0,9 32,0

Grove
GMK 5150
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Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo 
Area di lavoro • Грузовысотные характеристики

12,8 - 60,0 m 360°11,2/17,8/25,8 m 7,6 m 44,5 t

Working range • Arbeitsbereiche • Diagramme de levage 
Gama de trabajo • Area di lavoro • Грузовысотные характеристики
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Grove
GMK 5150

12,8 - 60,0 m 7,6 m17,8 m 26,3 t360°

12,8 37,1 54,8 60,0

m 0° 0°-
15°

15°-
30°

30°-
50°

0° 0°-
15°

15°-
30°

30°-
50°

0° 0°-
15°

15°-
30°

30°-
50°

0° 0°-
15°

15°-
30°

30°-
50°

3,0

4,0 8,5

5,0 8,5

6,0 8,5

7,0 8,5

8,0 8,4 7,5 7,8

9,0 8,1 7,2 7,7

10,0 7,9 7,0 7,6

11,0 7,6 6,7 7,6

12,0 7,3 6,5 5,8 7,5 5,5

13,0 7,1 6,3 5,6 7,4 6,6 5,5 4,6

14,0 6,8 6,1 5,4 7,3 6,5 5,5 4,6

15,0 6,6 5,9 5,2 4,6 7,2 6,4 5,5 4,6

16,0 6,4 5,7 5,1 4,5 7,1 6,3 5,6 5,5 4,6

18,0 5,9 5,3 4,8 4,3 6,9 6,1 5,4 5,5 5,2 4,6 4,6

20,0 5,5 4,9 4,5 4,2 6,8 5,9 5,3 4,4 5,4 5,2 4,6 4,6

22,0 5,0 4,6 4,3 4,1 6,6 5,8 5,1 4,3 5,4 5,1 4,9 4,6 4,6

24,0 4,7 4,4 4,1 4,1 6,4 5,6 4,9 4,3 5,3 5,1 4,8 4,6 4,6 4,6

26,0 4,4, 4,2 4,1 6,2 5,5 4,8 4,2 5,3 5,0 4,8 4,2 4,6 4,6 4,6 4,2

28,0 4,1 4,1 6,0 5,3 4,6 4,2 5,2 5,0 4,7 4,2 4,6 4,6 4,6 4,2

30,0 5,8 5,1 4,5 4,1 5,2 4,9 4,7 4,1 4,6 4,6 4,5 4,1

32,0 5,6 5,0 4,4 4,1 4,9 4,9 4,6 4,1 4,6 4,6 4,5 4,1

34,0 4,9 4,8 4,3 4,1 4,3 4,3 4,5 4,1 4,1 4,1 4,5 4,1

36,0 4,3 4,3 4,2 4,0 3,7 3,7 4,2 4,1 3,5 3,5 4,0 4,0

38,0 3,7 3,7 4,1 4,0 3,2 3,2 3,7 4,0 3,0 3,0 3,5 3,9

40,0 3,1 3,1 3,5 3,8 2,7 2,7 3,2 3,6 2,6 2,6 3,0 3,4

42,0 2,7 2,7 3,0 2,2 2,2 2,7 3,1 2,1 2,1 2,6 3,0

44,0 2,3 2,3 2,5 1,8 1,8 2,2 2,6 1,7 1,7 2,2 2,5

46,0 1,9 1,9 2,1 1,4 1,4 1,8 2,1 1,3 1,3 1,7 2,1

48,0 1,5 1,5 1,7 1,1 1,1 1,4 1,7 1,0 1,0 1,4 1,7

50,0 1,2 1,2 1,1 1,3 1,0 1,3

52,0 0,9 0,9 1,0 0,9
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Grove
GMK 5150

12,8 - 58,0 m 7,6 m17,8 m 10,2 t360°

12,8 37,1 54,8 58,0

m 0° 0°-
15°

15°-
30°

30°-
50° 0° 0°-

15°
15°-
30°

30°-
50° 0° 0°-

15°
15°-
30°

30°-
50° 0° 0°-

15°
15°-
30°

30°-
50°

3,0

4,0 8,5

5,0 8,5

6,0 8,5

7,0 8,5

8,0 8,0 7,5 7,8

9,0 8,4 7,2 7,7

10,0 8,1 7,0 7,6

11,0 7,9 6,7 7,6

12,0 7,3 6,5 5,8 7,5 5,5

13,0 7,1 6,3 5,6 7,4 6,6 5,5 4,8

14,0 6,8 6,1 5,4 7,3 6,5 5,5 4,8

15,0 6,6 5,9 5,2 4,6 7,2 6,4 5,5 4,8

16,0 6,4 5,7 5,1 4,5 7,1 6,3 5,6 5,5 4,8

18,0 5,9 5,3 4,8 4,3 6,9 6,1 5,4 5,5 5,2 4,8 4,8

20,0 5,5 4,9 4,5 4,2 6,8 5,9 5,3 4,4 5,4 5,2 4,8 4,8

22,0 5,0 4,6 4,3 4,1 5,9 5,8 5,1 4,3 4,8 4,8 4,9 4,7 4,7

24,0 4,7 4,4 4,1 4,1 4,9 4,8 4,9 4,3 3,9 3,9 4,8 3,8 3,8 4,7

26,0 4,4 4,2 4,1 4,1 4,1 4,8 4,2 3,2 3,2 3,9 4,2 3,1 3,1 3,9 4,2

28,0 4,1 4,1 3,4 3,4 4,1 4,2 2,5 2,5 3,2 3,9 2,5 2,5 3,2 3,8

30,0 2,7 2,7 3,3 3,9 2,0 2,0 2,6 3,2 1,9 1,9 2,6 3,2

32,0 2,1 2,1 2,7 3,1 1,5 1,5 2,1 2,6 1,4 1,4 2,0 2,6

34,0 1,6 1,6 2,1 2,5 1,0 1,0 1,6 2,1 1,0 1,0 1,6 2,1

36,0 1,1 1,1 1,6 1,9 1,1 1,6 1,1 1,6

38,0 1,1 1,4 1,2 1,2

40,0 1,0

42,0

44,0

46,0

48,0

50,0
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Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (deport hydraulique) 
Plumín (angulable hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы 
(гидравлическое изменение вылета)

12,8 - 60,0 m 360°11,2 m 7,6 m

EN 13000

44,5 t

m 12,8 37,1 54,8 60,0 m
m 11,2 11,2 11,2 11,2 m

0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50°
3,0 16,9 3,0
4,0 16,9 4,0
5,0 16,9 16,4 5,0
6,0 16,9 15,5 6,0
7,0 16,9 14,7 11,9 16,8 7,0
8,0 16,9 13,8 11,4 16,5 8,0
9,0 15,9 13,0 10,9 9,2 16,3 9,0
10,0 14,7 12,3 10,4 9,0 16,0 13,7 8,8 10,0
11,0 13,6 11,6 10,1 8,8 15,7 13,4 11,5 8,8 11,0
12,0 12,7 11,1 9,7 8,6 15,5 13,2 11,3 8,8 6,7 12,0
13,0 11,9 10,6 9,4 8,3 15,2 12,9 11,0 8,8 6,7 13,0
14,0 11,2 10,1 9,1 8,2 14,9 12,7 10,8 9,0 8,8 8,8 6,7 14,0
15,0 10,6 9,7 8,9 8,2 14,6 12,5 10,6 8,9 8,8 8,8 6,7 6,7 15,0
16,0 10,0 9,2 8,7 8,1 14,4 12,2 10,4 8,8 8,8 8,8 8,6 6,7 6,7 16,0
18,0 9,0 8,5 8,1 13,6 11,8 10,0 8,6 8,8 8,8 8,6 7,9 6,7 6,7 6,7 18,0
20,0 8,1 7,8 7,8 12,7 11,2 9,7 8,5 8,8 8,8 8,6 7,9 6,7 6,7 6,7 6,7 20,0
22,0 11,8 10,5 9,4 8,2 8,8 8,7 8,2 7,9 6,7 6,7 6,7 6,7 22,0
24,0 11,0 9,9 9,1 8,2 8,6 8,1 7,8 7,8 6,7 6,7 6,7 6,7 24,0
26,0 10,3 9,3 8,8 8,1 7,9 7,7 7,4 7,4 6,7 6,6 6,6 6,6 26,0
28,0 9,7 8,9 8,2 8,0 7,5 7,3 7,1 7,1 6,3 6,2 6,2 6,2 28,0
30,0 9,1 8,3 7,9 7,8 7,0 6,9 6,7 6,7 5,9 5,8 5,8 5,8 30,0
32,0 8,6 7,9 7,6 7,6 6,6 6,5 6,4 6,4 5,6 5,5 5,5 5,5 32,0
34,0 7,8 7,6 7,3 7,3 6,2 6,1 6,1 6,1 5,2 5,1 5,1 5,1 34,0
36,0 7,0 7,0 7,1 5,8 5,8 5,8 5,8 4,9 4,8 4,8 4,8 36,0
38,0 6,2 6,2 6,4 5,5 5,5 5,5 5,5 4,6 4,5 4,5 4,5 38,0
40,0 5,6 5,6 5,7 5,2 5,1 5,1 5,2 4,3 4,2 4,2 4,3 40,0
42,0 5,0 5,0 5,1 4,8 4,8 4,9 4,9 4,0 4,0 4,0 4,0 42,0
44,0 4,5 4,5 4,2 4,2 4,4 4,6 3,8 3,8 3,8 3,8 44,0
46,0 3,7 3,7 3,9 4,1 3,6 3,6 3,6 3,6 46,0
48,0 3,3 3,3 3,4 3,2 3,2 3,4 3,4 48,0
50,0 2,8 2,8 3,0 2,8 2,8 2,9 3,1 50,0
52,0 2,5 2,5 2,6 2,4 2,4 2,5 52,0
54,0 2,1 2,1 2,2 2,0 2,0 2,2 54,0
56,0 1,8 1,8 1,9 1,7 1,7 1,8 56,0
58,0 1,5 1,5 1,6 1,4 1,4 1,5 58,0
60,0 1,2 1,2 1,1 1,1 1,2 60,0
62,0 1,0 1,0 0,9 0,9 0,9 62,0

Load charts • Traglasten • Capacités de levage
Capacidades • Tabelle di portata • Таблицы грузоподъемности

Grove
GMK 5150
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m 12,8 37,1 54,8 60,0 m
m 17,8 17,8 17,8 17,8 m

0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50°
4,0 8,5 4,0
5,0 8,5 5,0
6,0 8,5 6,0
7,0 8,5 7,0
8,0 8,4 7,5 7,8 8,0
9,0 8,1 7,2 7,7 9,0
10,0 7,9 7,0 7,6 10,0
11,0 7,6 6,7 7,6 11,0
12,0 7,3 6,5 5,8 7,5 5,5 12,0
13,0 7,1 6,3 5,6 7,4 6,6 5,5 4,6 13,0
14,0 6,8 6,1 5,4 7,3 6,5 5,5 4,6 14,0
15,0 6,6 5,9 5,2 4,6 7,2 6,4 5,5 4,6 15,0
16,0 6,4 5,7 5,1 4,5 7,1 6,3 5,6 5,5 4,6 16,0
18,0 5,9 5,3 4,8 4,3 6,9 6,1 5,4 5,5 5,2 4,6 4,6 18,0
20,0 5,5 4,9 4,5 4,2 6,9 5,9 5,3 4,4 5,4 5,2 4,6 4,6 20,0
22,0 5,0 4,6 4,3 4,1 6,6 5,8 5,1 4,3 5,4 5,1 4,9 4,6 4,6 22,0
24,0 4,7 4,4 4,1 4,1 6,4 5,6 4,9 4,3 5,3 5,1 4,8 4,6 4,6 4,6 24,0
26,0 4,4 4,2 4,1 6,2 5,5 4,8 4,2 5,3 5,0 4,8 4,2 4,6 4,6 4,6 4,2 26,0
28,0 4,1 4,1 6,0 5,3 4,6 4,2 5,2 5,0 4,7 4,2 4,6 4,6 4,6 4,2 28,0
30,0 5,8 5,1 4,5 4,1 5,2 4,9 4,7 4,1 4,6 4,6 4,5 4,1 30,0
32,0 5,6 5,0 4,4 4,1 5,2 4,9 4,6 4,1 4,6 4,6 4,5 4,1 32,0
34,0 5,5 4,8 4,3 4,1 5,1 4,8 4,5 4,1 4,6 4,5 4,5 4,1 34,0
36,0 5,3 4,6 4,2 4,0 5,0 4,7 4,4 4,1 4,4 4,4 4,4 4,0 36,0
38,0 5,1 4,5 4,2 4,0 4,9 4,6 4,3 4,0 4,1 4,1 4,1 4,0 38,0
40,0 4,9 4,4 4,1 4,0 4,7 4,5 4,3 4,0 3,9 3,9 3,9 3,9 40,0
42,0 4,7 4,3 4,1 4,4 4,3 4,2 4,0 3,7 3,7 3,7 3,7 42,0
44,0 4,5 4,2 4,1 4,2 4,1 4,1 4,0 3,4 3,4 3,4 3,5 44,0
46,0 4,4 4,1 4,0 4,0 4,0 3,9 3,9 3,2 3,2 3,2 3,3 46,0
48,0 4,1 4,1 4,0 3,7 3,7 3,8 3,8 3,0 3,0 3,1 3,1 48,0
50,0 3,7 3,7 3,3 3,3 3,6 3,6 2,9 2,9 2,9 2,9 50,0
52,0 3,3 3,3 2,9 2,9 3,2 3,4 2,7 2,7 2,7 2,8 52,0
54,0 2,5 2,5 2,8 3,0 2,4 2,4 2,6 2,6 54,0
56,0 2,2 2,2 2,4 2,1 2,1 2,3 2,5 56,0
58,0 1,9 1,9 2,1 1,8 1,8 2,0 2,2 58,0
60,0 1,6 1,6 1,8 1,5 1,5 1,7 60,0
62,0 1,3 1,3 1,5 1,2 1,2 1,4 62,0
64,0 1,1 1,1 1,2 1,0 1,0 1,1 64,0
66,0 0,8 0,8 0,9 66,0

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (deport hydraulique) 
Plumín (angulable hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы 
(гидравлическое изменение вылета)

12,8 - 60,0 m 360°17,8 m 7,6 m

EN 13000

44,5 t

Load charts • Traglasten • Capacités de levage
Capacidades • Tabelle di portata • Таблицы грузоподъемности

Grove
GMK 5150
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m 12,8 37,1 54,8 60,0 m
m 25,8 25,8 25,8 25,8 m

0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50° 0° 0°-15° 15°-30° 30°-50°
5,0 6,1 5,0
6,0 6,0 6,0
7,0 5,9 7,0
8,0 5,8 8,0
9,0 5,6 5,1 9,0
10,0 5,5 5,1 10,0
11,0 5,4 5,0 5,0 11,0
12,0 5,3 4,9 5,0 12,0
13,0 5,2 4,8 5,0 3,6 13,0
14,0 5,1 4,6 4,9 3,6 3,1 14,0
15,0 5,0 4,4 4,9 3,6 3,1 15,0
16,0 4,9 4,3 4,8 3,6 3,1 16,0
18,0 4,5 4,0 3,5 4,7 4,3 3,5 3,1 18,0
20,0 4,2 3,7 3,3 4,6 4,2 3,5 3,1 20,0
22,0 3,9 3,5 3,2 2,8 4,6 4,0 3,4 3,5 3,3 3,1 3,1 22,0
24,0 3,6 3,3 3,0 2,7 4,5 3,9 3,3 3,4 3,3 3,1 3,1 24,0
26,0 3,4 3,1 2,9 2,6 4,4 3,7 3,2 2,8 3,4 3,3 3,1 3,1 26,0
28,0 3,2 2,9 2,7 2,5 4,2 3,6 3,1 2,7 3,4 3,3 3,1 3,1 3,1 28,0
30,0 3,0 2,8 2,6 2,5 4,1 3,5 3,0 2,7 3,4 3,2 3,0 3,1 3,0 3,0 30,0
32,0 2,8 2,7 2,5 2,5 3,9 3,4 3,0 2,6 3,3 3,2 3,0 2,6 3,1 3,0 2,9 32,0
34,0 2,6 2,5 2,5 3,8 3,2 2,9 2,6 3,3 3,2 2,9 2,6 3,1 3,0 2,9 2,6 34,0
36,0 2,5 2,4 3,6 3,1 2,8 2,6 3,3 3,2 2,8 2,6 3,1 3,0 2,8 2,6 36,0
38,0 2,3 3,5 3,1 2,8 2,5 3,3 3,1 2,8 2,5 3,1 3,0 2,8 2,5 38,0
40,0 3,3 3,0 2,7 2,5 3,3 3,0 2,7 2,5 3,1 3,0 2,7 2,5 40,0
42,0 3,2 2,9 2,6 2,5 3,2 3,0 2,7 2,5 3,0 2,9 2,7 2,5 42,0
44,0 3,1 2,8 2,6 2,5 3,2 2,9 2,7 2,5 3,0 2,9 2,6 2,5 44,0
46,0 3,0 2,7 2,6 2,5 3,2 2,9 2,6 2,5 2,8 2,8 2,6 2,5 46,0
48,0 2,9 2,7 2,5 2,5 3,1 2,8 2,6 2,5 2,7 2,7 2,6 2,5 48,0
50,0 2,8 2,6 2,5 3,1 2,8 2,6 2,5 2,5 2,5 2,5 2,5 50,0
52,0 2,8 2,6 2,5 2,9 2,7 2,5 2,5 2,3 2,3 2,4 2,4 52,0
54,0 2,7 2,6 2,5 2,7 0,3 2,5 2,5 2,2 2,2 2,3 2,3 54,0
56,0 2,6 2,5 2,5 2,3 2,3 2,5 2,5 2,1 2,1 2,1 2,2 56,0
58,0 2,6 2,4 2,0 2,0 2,4 2,5 1,9 1,9 2,0 2,1 58,0
60,0 2,3 2,3 1,7 1,7 2,1 2,3 1,6 1,6 1,9 2,0 60,0
62,0 1,5 1,5 1,8 2,0 1,3 1,3 1,7 1,8 62,0
64,0 1,2 1,2 1,5 1,1 1,1 1,4 1,6 64,0
66,0 1,0 1,0 1,2 0,8 0,8 1,1 1,3 66,0
68,0 1,0 0,9 68,0

12,8 - 60,0 m 360°25,8 m 7,6 m

EN 13000

44,5 t

Swingaway with jib extension (hydraulic luffing) • Klappspitze mit Spitzenverlängerung (hydraulisch wippbar)
fléchette avec insert en tête de flèche (relevage hydraulique) • Plumín articulado con extensión de pluma 
(angulable hidráulicamente) • Prolunga tralicciata con estensione jib (brandeggio idraulico)
Удлинитель гуська (с гидравлическим изменением вылета)

Capacidades • Tabelle di portata • Таблицы грузоподъемности

Grove
GMK 5150
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72
00

62
55

53
10

38
30

23
40

 R
89

89
 R

a8
21

6

 C

Rearsection

5595 3065

8660

 R
10487

 R
a9100

Cabin

5305 3355

8660

Lu�ng Jib

Boom

R11405 Ra10100

R11955
 Ra10650

 B

R5200

 Ra3860

 R3900

Dimensions • Abmessungen • Encombrement 
Dimensiones • Dimensioni • Размеры

A A
126 mm*

B C D E F a b b1

14.00 R25 3940 3810 2550 2320 1750 435 262 14 21 17

16.00 R25 3990 3860 2750 2280 1863 485 292 16 23 19

20.5 R25 3990 3860 2880 2320 1863 485 292 16 23 19

*  lowered, abgesenkt, surbaissée, abbassato, rebaja, сниженный

12 915

13 424

13 208

A

3606

16503240

1879

2450

90

1650

3745

 11 085

 11 185

7340

EF

D
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12
08 92

5
22

3

3860

2530

RR Y X W V U T S

Z

Counterweight • Gegengewicht • Contrepoids • Contrapesos • Contrappesi • Противовес

Dimensions • Abmessungen • Encombrement
Dimensiones • Dimensioni • Размеры

Z
0,8 t

Y
2,7 t

X
1,0 t

W
2,1 t

V
7,1 t

U
1,5 t

T
2,2 t

S
4,0 t

R
2,4 t

0,8 t x

4,5 t x x x

5,7 t x x x

6,7 t x x x x

8,5 t x x x x

11,6 t x x x x

13,1 t x x x x x

14,9 t x x x x x

17,4 t x x x x x x x

19,9 t x x x x x x x

21,4 t x x x x x x x x

24,0 t x x x x x x x 2 x

26,2 t x x x x x x x x 2 x
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82°

11,3 m

19,6 m

60,0 m

56,1 m

52,9 m

45,8 m

42,6 m

39,1 m

35,7 m

31,8 m

27,8 m

23,7 m

15,5 m

01020304050
0

10

20

30

40

50

60

100,0*

47,5

31,0

37,5

76,0

30,0

21,5

48,0

75,5

24,5

15,9

37,5

63,0
37,5

19,4

11,1

48,0

30,0

16,0

10,8

7,9

4,6

37,5
29,5

16,6

9,7

6,9

31,0

23,5

13,2

8,7

6,5

5,0

24,5
19,8

12,5

7,4

5,2

3,7

4,6

49,5 m

20,0
18,3

12,2

7,4

4,5

3,4

2,9

17,4
15,4

10,5

7,3

4,9

3,3

2,5

13,8
13,5

10,2

6,5

5,0

3,5

2,6

2,0

11,6
11,6

9,8

7,1

4,8

3,2

2,3

1,1

9,9

9,9

7,8

5,2

3,7

2,4

1,5

0,9

8,1

1,1

8,0

7,3

5,6

3,9

2,4

1,4

11,3 - 60,00 m 7,2 m 360°

Hook block • Hakenflasche • Crochet-moufle • Gancho • Ganci • Крюковой блок
(t)

H
(mm)

100 D 3100

80 E/D 3000 

50 E/D  2900

22 E/D 2800 

9 H/B 2350

Working range • Arbeitsbereiche • Diagramme de levage
Gama de trabajo • Area di lavoro • Грузовысотные характеристики

Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела
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11,3 - 60,0 m 26,2 t7,2 m 360°

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 100,0* 3,0
3,0 76,0 76,0 75,5 3,0
4,0 64,0 64,0 63,5 62,5 4,0
5,0 55,0 55,0 55,0 54,5 48,0 37,5 5,0
6,0 47,5 48,0 48,0 47,5 45,5 37,5 31,0 6,0
7,0 42,0 43,0 42,5 42,0 42,0 36,0 31,0 24,5 7,0
8,0 37,5 38,0 37,5 37,5 38,0 33,5 30,0 24,5 20,0 8,0
9,0 31,0 34,0 33,5 33,0 33,5 31,5 28,5 24,0 20,0 17,4 9,0
10,0 30,0 29,5 29,5 30,0 29,5 27,0 22,5 20,0 17,4 13,8 10,3 10,0
11,0 27,0 26,5 27,0 26,5 26,5 25,5 21,5 19,3 17,3 13,8 11,6 9,9 11,0
12,0 24,0 24,5 24,5 23,5 23,5 23,5 19,8 18,3 16,8 13,8 11,6 9,9 8,6 8,1 12,0
13,0 21,5 22,0 22,0 21,5 21,0 21,0 18,6 17,3 16,2 13,8 11,6 9,9 8,6 8,1 13,0
14,0 19,6 19,4 20,0 18,9 19,0 17,5 16,3 15,4 13,5 11,6 9,9 8,6 8,1 14,0
15,0 17,3 17,2 17,9 17,6 17,3 16,4 15,4 14,7 12,9 11,6 9,9 8,6 8,1 15,0
16,0 15,9 16,2 16,0 16,6 15,8 14,9 14,5 14,0 12,4 11,5 9,9 8,6 8,0 16,0
18,0 13,3 13,0 13,7 13,2 12,5 12,2 12,3 11,3 10,6 9,9 8,5 7,9 18,0
20,0 11,1 10,8 11,5 11,2 10,6 10,3 10,5 10,2 9,8 9,3 8,3 7,7 20,0
22,0 9,1 9,7 10,1 8,8 8,8 9,0 8,7 8,8 8,7 8,0 7,3 22,0
24,0 7,9 8,8 8,7 7,4 7,4 7,9 7,5 7,7 7,8 7,5 6,6 24,0
26,0 7,8 7,5 6,3 6,2 7,3 6,5 7,1 6,8 6,8 6,1 26,0
28,0 6,9 6,5 5,6 5,3 6,4 5,9 6,3 5,9 6,0 5,6 28,0
30,0 4,6 5,7 5,2 4,5 5,6 5,5 5,5 5,2 5,3 5,1 30,0
32,0 5,0 4,8 3,9 4,9 5,0 4,8 4,5 4,6 4,5 32,0
34,0 4,6 3,6 4,3 4,4 4,2 4,2 3,9 3,9 34,0
36,0 3,9 3,4 3,7 3,9 3,6 3,7 3,4 3,3 36,0
38,0 3,7 3,1 3,3 3,5 3,2 3,2 2,9 2,9 38,0
40,0 2,9 2,9 3,3 2,9 2,8 2,5 2,4 40,0
42,0 2,5 2,9 2,6 2,4 2,1 2,1 42,0
44,0 2,6 2,3 2,0 1,8 1,7 44,0
46,0 2,0 2,0 1,7 1,5 1,4 46,0
48,0 1,7 1,5 1,2 1,1 48,0
50,0 1,1 1,2 0,9 50,0
52,0 0,9 52,0

EN 13000

Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела

* Over rear with special equipment • Nach hinten mit Sonderausrüstung • En arrière avec équipement supplémentaire • Por la parte trasera con equipo adicional
  Sul posteriore con equipaggiamento ausiliario • Над задней частью со специальным оборудованием
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Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела

11,3 - 60,0 m 21,4 t7,2 m 360°

EN 13000

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 75,5 76,0 75,5 3,0
4,0 63,5 64,0 63,5 62,5 4,0
5,0 54,5 54,5 54,5 54,5 48,0 37,5 5,0
6,0 47,5 48,0 47,5 47,5 45,5 37,5 31,0 6,0
7,0 42,0 42,5 42,0 42,0 42,0 36,0 31,0 24,5 7,0
8,0 36,5 37,0 37,0 36,5 37,0 33,5 30,0 24,5 20,0 8,0
9,0 31,0 32,5 32,0 32,5 31,0 30,5 28,5 24,0 20,0 17,4 9,0
10,0 29,0 28,5 28,5 27,0 26,5 26,0 22,5 20,0 17,4 13,8 10,3 10,0
11,0 25,5 26,0 25,0 24,5 23,0 23,0 21,5 19,3 17,3 13,8 11,6 9,9 11,0
12,0 22,0 22,5 22,0 22,0 21,0 20,5 19,4 18,3 16,8 13,8 11,6 9,9 8,6 8,1 12,0
13,0 19,4 19,4 19,4 19,5 19,6 18,3 17,4 16,8 16,2 13,8 11,6 9,9 8,6 8,1 13,0
14,0 17,7 17,8 17,5 17,7 16,5 15,6 15,1 15,2 13,5 11,6 9,9 8,6 8,1 14,0
15,0 15,7 15,8 15,6 16,1 14,9 14,1 13,7 13,8 12,9 11,6 9,9 8,6 8,1 15,0
16,0 14,0 14,1 13,9 14,6 13,6 12,8 12,4 12,5 12,1 11,5 9,9 8,6 8,0 16,0
18,0 12,0 11,2 11,9 12,2 10,6 10,3 10,5 10,2 10,2 9,9 8,5 7,9 18,0
20,0 10,2 9,2 10,2 10,3 8,9 8,6 9,3 8,8 9,2 8,8 8,3 7,7 20,0
22,0 8,4 9,0 8,7 7,4 7,3 8,5 7,9 8,0 7,5 7,5 7,3 22,0
24,0 7,8 7,7 7,4 6,5 6,1 7,3 7,1 6,9 6,4 6,5 6,3 24,0
26,0 6,6 6,3 6,0 5,1 6,2 6,4 6,0 5,9 5,6 5,4 26,0
28,0 5,8 5,4 5,6 4,6 5,3 5,5 5,2 5,2 4,8 4,7 28,0
30,0 4,6 4,7 5,2 4,3 4,6 4,8 4,5 4,5 4,2 4,0 30,0
32,0 4,1 4,7 3,9 4,0 4,4 4,1 3,9 3,6 3,5 32,0
34,0 4,1 3,6 3,4 3,9 3,6 3,3 3,1 3,0 34,0
36,0 3,4 3,4 2,9 3,4 3,1 2,8 2,6 2,5 36,0
38,0 3,0 3,1 2,5 2,9 2,7 2,4 2,2 2,1 38,0
40,0 2,7 2,1 2,6 2,3 2,0 1,8 1,7 40,0
42,0 1,8 2,2 1,9 1,7 1,4 1,3 42,0
44,0 1,9 1,6 1,4 1,1 1,0 44,0
46,0 1,3 1,4 1,1 46,0
48,0 1,1 48,0

11,3 - 60,0 m 14,9 t7,2 m 360°

Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела

EN 13000

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 75,5 75,5 75,0 3,0
4,0 63,0 63,5 63,5 62,5 4,0
5,0 54,0 54,5 54,5 54,0 48,0 37,5 5,0
6,0 47,0 48,0 47,5 47,0 45,5 37,5 31,0 6,0
7,0 40,5 41,0 40,5 39,0 37,0 36,0 31,0 24,5 7,0
8,0 34,5 35,5 34,0 33,0 32,0 29,5 29,0 24,5 20,0 8,0
9,0 28,5 30,0 29,5 27,5 27,0 26,0 25,0 23,5 20,0 17,4 9,0
10,0 25,5 25,0 24,0 23,5 23,0 21,5 20,5 19,5 17,4 13,8 10,3 10,0
11,0 21,5 21,5 21,5 20,5 20,5 18,9 17,8 17,1 17,1 13,8 11,6 9,9 11,0
12,0 18,3 19,1 19,0 17,8 18,0 16,6 15,7 15,1 15,1 13,8 11,6 9,9 8,6 8,1 12,0
13,0 15,7 16,5 16,6 15,8 16,0 15,4 13,9 13,4 13,5 13,0 11,6 9,9 8,6 8,1 13,0
14,0 14,4 15,1 14,1 14,4 14,5 12,4 12,0 12,1 11,7 11,6 9,9 8,6 8,1 14,0
15,0 13,0 13,6 12,5 12,9 13,1 11,1 10,8 11,5 11,2 11,1 9,9 8,6 8,1 15,0
16,0 11,8 12,1 11,1 12,2 11,9 10,0 9,7 10,9 10,7 10,2 9,6 8,6 8,0 16,0
18,0 9,8 9,9 10,3 9,9 8,7 7,9 9,1 9,1 8,5 8,4 8,0 7,8 18,0
20,0 8,1 8,6 8,5 8,2 7,9 6,8 7,7 7,7 7,5 7,1 6,7 6,5 20,0
22,0 7,2 7,1 6,8 7,2 6,2 6,5 6,7 6,5 6,0 5,6 5,5 22,0
24,0 6,1 6,3 5,7 6,3 5,6 5,6 6,0 5,6 5,1 4,8 4,6 24,0
26,0 5,6 4,8 5,4 5,1 4,7 5,2 4,8 4,4 4,0 3,9 26,0
28,0 4,8 4,3 4,6 4,6 3,9 4,4 4,1 3,7 3,3 3,2 28,0
30,0 4,0 4,0 4,0 3,9 3,3 3,8 3,5 3,1 2,8 2,7 30,0
32,0 3,6 3,4 3,4 2,7 3,2 2,9 2,6 2,3 2,2 32,0
34,0 3,0 2,9 2,3 2,7 2,5 2,2 1,9 1,7 34,0
36,0 2,4 2,5 1,9 2,3 2,0 1,8 1,5 1,4 36,0
38,0 2,0 2,1 1,5 1,9 1,7 1,4 1,1 1,0 38,0
40,0 1,8 1,1 1,6 1,3 1,0 40,0
42,0 1,3 42,0
44,0 1,0 44,0
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11,3 - 60,0 m

11,3 - 60,0 m

6,7 t

5,7 t

7,2 m

7,2 m

360°

360°

Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела

EN 13000

EN 13000

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 75,0 75,0 74,5 3,0
4,0 63,0 63,0 63,0 62,5 4,0
5,0 54,0 54,0 54,0 50,0 46,5 37,5 5,0
6,0 44,0 45,5 41,0 38,5 36,5 33,5 31,0 6,0
7,0 34,5 35,0 32,5 31,5 29,0 28,5 26,0 24,0 7,0
8,0 26,0 28,0 27,5 25,5 24,0 23,5 21,5 20,0 19,1 8,0
9,0 20,5 22,5 22,5 21,5 19,8 19,8 19,2 16,9 16,2 16,1 9,0
10,0 18,5 19,1 19,3 16,8 17,0 16,9 14,5 13,8 14,5 13,2 10,3 10,0
11,0 15,8 16,7 16,6 14,6 15,9 14,8 13,3 12,0 13,2 12,7 11,4 9,9 11,0
12,0 13,3 14,4 14,6 13,6 14,0 13,0 12,5 11,0 11,6 11,6 10,8 9,9 8,6 8,1 12,0
13,0 11,2 12,4 12,7 12,8 12,4 11,5 11,6 10,3 10,3 10,7 10,0 9,1 8,6 8,1 13,0
14,0 10,7 11,1 11,7 11,1 10,3 10,8 9,7 9,2 9,7 9,0 8,4 7,9 7,7 14,0
15,0 9,3 10,0 10,3 9,9 9,2 9,8 9,2 8,2 8,7 8,1 7,5 7,1 6,9 15,0
16,0 8,2 9,1 9,1 9,2 8,2 8,8 8,4 7,4 7,9 7,3 6,8 6,3 6,1 16,0
18,0 7,2 7,3 7,7 6,9 7,3 6,9 6,0 6,5 6,0 5,5 5,1 4,9 18,0
20,0 5,8 6,1 6,3 6,2 6,1 5,8 4,9 5,4 4,9 4,4 4,1 3,9 20,0
22,0 5,0 5,2 5,1 5,0 4,8 4,0 4,5 4,0 3,6 3,2 3,1 22,0
24,0 4,1 4,3 4,2 4,1 4,1 3,2 3,7 3,3 2,9 2,5 2,4 24,0
26,0 3,6 3,5 3,4 3,3 2,6 3,1 2,7 2,3 1,9 1,8 26,0
28,0 3,0 2,9 2,8 2,7 2,1 2,6 2,1 1,8 1,4 1,3 28,0
30,0 2,3 2,4 2,3 2,2 1,6 2,1 1,7 1,3 1,0 0,9 30,0
32,0 2,0 1,9 1,8 1,1 1,6 1,3 0,9 32,0
34,0 1,5 1,4 1,2 0,9 34,0
36,0 1,0 1,0 0,9 36,0

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 74,5 75,0 74,5 3,0
4,0 62,5 63,0 63,0 62,5 4,0
5,0 54,0 54,0 54,0 48,0 44,5 37,5 5,0
6,0 43,5 44,5 41,0 37,0 35,5 32,0 31,0 6,0
7,0 33,0 33,5 31,5 30,5 28,0 27,5 25,0 23,0 7,0
8,0 25,0 27,0 26,5 24,5 23,0 22,5 20,5 19,2 18,3 8,0
9,0 19,5 21,5 21,5 21,5 19,0 19,0 18,9 16,1 15,4 15,3 9,0
10,0 18,1 18,3 18,5 16,1 17,0 16,2 14,0 13,2 14,4 12,8 10,3 10,0
11,0 15,0 16,2 15,9 14,6 15,2 14,1 13,3 11,4 12,6 12,5 11,2 9,9 11,0
12,0 12,7 13,8 13,9 13,6 13,4 12,4 12,3 11,0 11,1 11,0 10,3 9,6 8,6 8,1 12,0
13,0 10,8 11,8 12,2 12,5 11,8 11,0 11,5 10,3 9,8 10,3 9,6 8,9 8,4 8,1 13,0
14,0 10,2 10,6 11,2 10,6 9,8 10,3 9,7 8,7 9,2 8,6 8,0 7,5 7,3 14,0
15,0 9,0 9,7 9,8 9,7 8,7 9,3 8,8 7,8 8,3 7,7 7,1 6,7 6,5 15,0
16,0 7,8 8,6 8,7 9,0 7,8 8,4 8,0 7,0 7,5 6,9 6,4 5,9 5,7 16,0
18,0 6,9 7,0 7,3 6,9 6,9 6,6 5,7 6,2 5,6 5,1 4,7 4,6 18,0
20,0 5,5 5,7 6,0 5,9 5,8 5,4 4,6 5,1 4,6 4,1 3,7 3,6 20,0
22,0 4,7 4,9 4,8 4,7 4,5 3,7 4,2 3,7 3,3 2,9 2,8 22,0
24,0 3,8 4,0 4,0 3,9 3,8 3,0 3,5 3,0 2,6 2,3 2,1 24,0
26,0 3,3 3,3 3,2 3,1 2,4 2,9 2,4 2,0 1,7 1,6 26,0
28,0 2,8 2,7 2,6 2,5 1,8 2,3 1,9 1,5 1,2 1,1 28,0
30,0 2,1 2,2 2,1 2,0 1,4 1,9 1,5 1,1 30,0
32,0 1,8 1,7 1,6 0,9 1,4 1,1 32,0
34,0 1,3 1,2 1,0 34,0
36,0 0,9 36,0
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11,3 - 60,0 m

11,3 - 60,0 m

4,5 t

0,8 t

7,2 m

7,2 m

360°

360°

Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica
Braccio telescopico • Телескопическая стрела

EN 13000

EN 13000

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 74,5 75,0 74,0 3,0
4,0 62,5 63,0 63,0 62,5 4,0
5,0 53,5 54,0 52,0 47,5 42,0 37,5 5,0
6,0 42,5 42,0 38,5 35,0 33,5 32,0 29,5 6,0
7,0 31,0 32,5 30,0 29,0 26,5 26,0 23,5 22,0 7,0
8,0 23,5 25,5 25,0 23,5 21,5 21,5 20,5 18,0 17,2 8,0
9,0 18,3 20,5 20,5 20,5 17,9 18,2 17,8 15,2 14,5 14,8 9,0
10,0 17,0 18,0 17,4 15,6 16,5 15,3 14,0 12,3 13,5 12,8 10,3 10,0
11,0 14,1 15,3 15,0 14,6 14,4 13,3 13,1 11,4 11,8 11,7 10,9 9,9 11,0
12,0 11,9 13,0 13,1 13,3 12,6 11,7 12,2 11,0 10,4 10,8 10,1 9,1 8,6 8,1 12,0
13,0 10,1 11,1 11,5 11,8 11,1 10,3 10,9 10,2 9,2 9,7 9,0 8,3 7,8 7,6 13,0
14,0 9,6 10,3 10,5 10,3 9,1 9,7 9,2 8,1 8,6 8,0 7,4 6,9 6,7 14,0
15,0 8,4 9,2 9,2 9,4 8,3 8,7 8,2 7,3 7,7 7,2 6,6 6,1 5,9 15,0
16,0 7,3 8,1 8,2 8,5 7,8 7,9 7,4 6,5 7,0 6,4 5,9 5,4 5,3 16,0
18,0 6,4 6,6 6,9 6,7 6,5 6,1 5,2 5,7 5,2 4,7 4,3 4,1 18,0
20,0 5,1 5,3 5,6 5,5 5,3 5,0 4,2 4,7 4,2 3,7 3,3 3,2 20,0
22,0 4,3 4,5 4,5 4,4 4,1 3,3 3,8 3,4 2,9 2,6 2,4 22,0
24,0 3,5 3,7 3,7 3,5 3,4 2,6 3,1 2,7 2,3 1,9 1,8 24,0
26,0 3,0 3,0 2,9 2,8 2,0 2,5 2,1 1,7 1,4 1,3 26,0
28,0 2,4 2,4 2,3 2,3 1,5 2,0 1,6 1,2 0,9 28,0
30,0 1,9 2,0 1,8 1,8 1,1 1,6 1,2 30,0
32,0 1,6 1,4 1,4 1,2 32,0
34,0 1,1 1,0 34,0

m 11,3 15,5 19,6 23,7 27,8 31,8 35,7 39,1 42,6 45,8 49,5 52,9 56,1 58,0 60,0 m
3,0 74,5 74,5 74,0 3,0
4,0 62,5 62,5 62,5 57,5 4,0
5,0 51,0 51,0 45,5 40,0 37,5 33,5 5,0
6,0 36,5 36,0 33,0 31,0 28,0 27,5 24,5 6,0
7,0 25,5 27,0 26,0 25,5 22,0 21,5 21,5 18,0 7,0
8,0 19,1 21,5 21,0 20,5 18,1 19,1 17,6 16,0 13,9 8,0
9,0 14,6 17,2 17,7 17,1 16,8 16,0 14,8 14,9 11,8 12,9 9,0
10,0 13,9 14,9 14,4 14,6 13,7 12,6 13,1 11,7 11,0 11,3 10,3 10,0
11,0 11,4 12,6 12,8 12,6 12,3 10,9 11,4 10,7 9,5 10,0 9,3 8,5 11,0
12,0 9,4 10,7 11,3 10,9 10,9 10,1 10,0 9,4 8,3 8,8 8,1 7,4 6,9 6,7 12,0
13,0 7,9 9,1 9,9 9,7 9,6 9,2 8,8 8,3 7,3 7,8 7,1 6,5 6,0 5,8 13,0
14,0 7,7 8,5 8,6 8,6 8,2 7,8 7,4 6,4 6,9 6,3 5,7 5,2 5,0 14,0
15,0 6,6 7,4 7,7 7,6 7,3 7,0 6,5 5,6 6,1 5,5 5,0 4,6 4,4 15,0
16,0 5,7 6,5 6,7 6,8 6,5 6,2 5,8 4,9 5,4 4,9 4,4 4,0 3,8 16,0
18,0 5,0 5,2 5,5 5,3 5,0 4,7 3,8 4,3 3,8 3,4 3,0 2,8 18,0
20,0 3,9 4,1 4,3 4,3 4,0 3,8 2,9 3,4 3,0 2,5 2,1 2,0 20,0
22,0 3,2 3,4 3,4 3,3 3,0 2,2 2,7 2,3 1,8 1,5 1,3 22,0
24,0 2,5 2,7 2,7 2,6 2,4 1,6 2,1 1,7 1,3 0,9 24,0
26,0 2,1 2,1 2,0 1,8 1,1 1,6 1,2 26,0
28,0 1,7 1,6 1,5 1,4 1,1 28,0
30,0 1,1 1,2 1,0 1,0 30,0
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Bärförmågetabeller enligt  EN 13000 (ISO 4305) Arbetsområden 
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Grove
GMK 4100Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín 

(angulable hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое 
изменение вылета)

11,3 - 60,0 m 11,1 m 7,2 m 360° 26,2 t

EN 13000

m 11,3 35,7 56,1 60,0 m
m 11,1 11,1 11,1 11,1 m

0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45°
3,0 14,2 3,0
4,0 13,5 4,0
5,0 12,6 8,2 5,0
6,0 11,1 7,6 10,2 6,0
7,0 9,9 6,9 10,1 7,0
8,0 9,0 6,5 4,9 9,9 8,0
9,0 8,2 6,1 4,8 9,8 9,0
10,0 7,5 5,8 4,6 9,6 7,4 10,0
11,0 6,8 5,5 4,5 9,5 7,0 4,4 11,0
12,0 6,3 5,2 4,3 9,3 6,7 4,4 3,4 12,0
13,0 5,9 5,0 4,2 9,2 6,5 4,7 4,4 3,4 13,0
14,0 5,5 4,8 4,2 9,0 6,3 4,6 4,4 3,4 14,0
15,0 5,2 4,6 4,1 8,9 6,2 4,6 4,4 4,4 3,4 15,0
16,0 4,8 4,4 4,1 8,7 6,0 4,5 4,4 4,4 3,4 3,4 16,0
18,0 4,3 4,1 8,2 5,7 4,4 4,4 4,4 3,4 3,4 18,0
20,0 3,9 3,8 7,5 5,4 4,3 4,4 4,4 3,7 3,4 3,4 3,2 20,0
22,0 6,8 5,2 4,2 4,4 4,4 3,7 3,4 3,4 3,2 22,0
24,0 6,4 5,0 4,2 4,4 4,4 3,7 3,4 3,4 3,2 24,0
26,0 5,9 4,8 4,1 4,4 4,4 3,7 3,4 3,4 3,2 26,0
28,0 5,6 4,6 4,1 4,4 4,4 3,7 3,4 3,4 3,2 28,0
30,0 4,9 4,5 4,0 4,1 4,1 3,7 3,4 3,4 3,2 30,0
32,0 4,2 4,2 4,0 3,5 3,5 3,7 3,3 3,3 3,2 32,0
34,0 3,5 3,5 3,8 2,9 2,9 3,3 2,8 2,8 3,2 34,0
36,0 3,0 3,0 3,2 2,5 2,5 2,8 2,3 2,3 2,7 36,0
38,0 2,5 2,5 2,0 2,0 2,3 1,9 1,9 2,2 38,0
40,0 2,1 2,1 1,6 1,6 1,9 1,5 1,5 1,8 40,0
42,0 1,7 1,7 1,3 1,3 1,6 1,2 1,2 1,4 42,0
44,0 1,4 0,9 0,9 1,2 0,8 0,8 1,1 44,0
46,0 0,8 0,8 46,0
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GMK 4100Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín 

(angulable hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое 
изменение вылета)

11,3 - 60,0 m 17,6 m 7,2 m 360° 26,2 t

EN 13000

m 11,3 35,7 56,1 60,0 m
m 17,6 17,6 17,6 17,6 m

0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45°
3,0 7,1 3,0
4,0 7,1 4,0
5,0 7,1 5,0
6,0 7,0 6,0
7,0 6,8 7,0
8,0 6,5 5,8 8,0
9,0 6,0 4,4 5,7 9,0
10,0 5,5 4,1 5,6 10,0
11,0 5,1 3,9 5,6 11,0
12,0 4,7 3,7 5,5 12,0
13,0 4,4 3,5 5,4 3,1 13,0
14,0 4,1 3,3 2,7 5,4 4,0 3,1 2,7 14,0
15,0 3,9 3,2 2,6 5,3 3,9 3,1 2,7 15,0
16,0 3,7 3,1 2,5 5,2 3,8 3,1 2,7 16,0
18,0 3,3 2,8 2,4 5,1 3,6 3,1 2,7 18,0
20,0 3,0 2,6 2,3 4,9 3,4 2,6 3,1 3,1 2,7 20,0
22,0 2,7 2,4 2,3 4,5 3,3 2,5 3,1 3,1 2,7 2,7 22,0
24,0 2,5 2,3 4,2 3,1 2,4 3,1 3,1 2,7 2,7 24,0
26,0 2,3 2,2 3,9 3,0 2,4 3,1 3,1 2,4 2,7 2,7 26,0
28,0 3,7 2,9 2,3 3,1 3,0 2,4 2,7 2,7 2,4 28,0
30,0 3,5 2,7 2,3 3,1 2,9 2,4 2,7 2,7 2,4 30,0
32,0 3,3 2,7 2,3 3,1 2,8 2,3 2,7 2,7 2,3 32,0
34,0 3,1 2,6 2,3 3,1 2,8 2,3 2,7 2,7 2,3 34,0
36,0 3,0 2,5 2,2 3,0 2,7 2,3 2,7 2,7 2,3 36,0
38,0 2,8 2,4 2,2 2,6 2,6 2,3 2,5 2,5 2,3 38,0
40,0 2,7 2,4 2,2 2,2 2,2 2,2 2,1 2,1 2,2 40,0
42,0 2,4 2,3 2,2 1,9 1,9 2,2 1,7 1,7 2,2 42,0
44,0 2,1 2,1 1,5 1,5 2,0 1,4 1,4 1,9 44,0
46,0 1,8 1,8 1,2 1,2 1,6 1,1 1,1 1,5 46,0
48,0 1,5 1,5 0,9 0,9 1,3 0,9 0,9 1,2 48,0
50,0 1,2 0,7 0,7 1,0 1,0 50,0
52,0 0,7 0,7 52,0
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GMK 4100

11,3 - 60 m 7,6 m11,1 m 14,9 t360°

11,3 35,7 56,1 60,0

m 0° 0°-
20°

20°-
45°

0° 0°-
20°

20°-
45°

0° 0°-
20°

20°-
45°

0° 0°-
20°

20°-
45°

3,0 14,2

4,0 13,5

5,0 12,6

6,0 11,1 7,6

7,0 9,9 6,9 10,1

8,0 9,0 6,5 9,9

9,0 8,2 6,1 4,8 9,8

10,0 7,5 5,8 4,6 9,6

11,0 6,8 5,5 4,5 9,5 7,0

12,0 6,3 5,2 4,3 9,3 6,7

13,0 5,9 5,0 4,2 9,2 6,5 4,4 3,4

14,0 5,5 4,8 4,2 9,0 6,3 4,6 4,4 3,4

15,0 5,2 4,6 4,1 8,9 6,2 4,6 4,4 3,4

16,0 4,8 4,4 4,1 8,7 6,0 4,5 4,4 3,4

18,0 4,3 4,1 8,2 5,7 4,4 4,4 4,4 3,4 3,4

20,0 3,9 6,8 5,4 4,3 4,4 4,4 3,7 3,4 3,4

22,0 5,6 5,2 4,2 4,4 4,4 3,7 3,4 3,4 3,2

24,0 4,7 4,7 4,2 3,6 3,6 3,7 3,4 3,4 3,2

26,0 3,9 3,9 4,1 2,9 2,9 3,4 2,7 2,7 3,2

28,0 3,2 3,2 3,6 2,2 2,2 2,7 2,1 2,1 2,6

30,0 2,6 2,6 2,9 1,7 1,7 2,2 1,6 1,6 2,0

32,0 2,0 2,0 2,3 1,2 1,2 1,6 1,1 1,1 1,5

34,0 1,5 1,5 1,8 0,8 0,8 1,2 0,7 0,7 1,1

36,0 1,0 1,0 1,3 0,8 0,7
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GMK 4100

11,3 - 60 m 7,6 m17,6 m 14,9 t360°

11,3 35,7 52,9

m 0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45°

3,0

4,0 7,1

5,0 7,1

6,0 7,0

7,0 6,8

8,0 6,5

9,0 6,0 4,4 5,7

10,0 5,5 4,1 5,6

11,0 5,1 3,9 5,6

12,0 4,7 3,7 5,5

13,0 4,4 3,5 5,4

14,0 4,1 3,3 2,7 5,4 3,7

15,0 3,9 3,2 2,6 5,3 3,9 3,7

16,0 3,7 3,1 2,5 5,2 3,8 3,7

18,0 3,3 2,8 2,4 5,1 3,6 3,7

20,0 3,0 2,6 2,3 4,9 3,4 2,6 3,7

22,0 2,7 2,4 2,3 4,5 3,3 2,5 3,7 3,4

24,0 2,5 2,3 4,2 3,1 2,4 3,7 3,3

26,0 2,3 2,2 3,9 3,0 2,4 3,4 3,2 2,4

28,0 3,7 2,9 2,3 2,8 2,8 2,4

30,0 3,3 2,7 2,3 2,2 2,2 2,4

32,0 2,8 2,7 2,3 1,7 1,7 2,3

34,0 2,3 2,3 2,3 1,3 1,3 2,0

36,0 1,9 1,9 2,2 1,0 1,0 1,6

38,0 1,5 1,5 1,9 1,2

40,0 1,1 1,1 1,5 0,8

42,0 0,8 0,8 1,1
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11,3 - 60 m 7,6 m11,1 m 6,7 t360°

11,3 35,7 45,1

m 0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45°

3,0 14,2

4,0 13,5

5,0 12,6

6,0 11,1 7,6

7,0 9,9 6,9 10,1

8,0 9,0 6,5 9,9

9,0 8,2 6,1 4,8 9,8

10,0 7,5 5,8 4,6 9,6 5,8

11,0 6,8 5,5 4,5 9,5 7,0 5,8

12,0 6,3 5,2 4,3 9,3 6,7 5,8

13,0 5,9 5,0 4,2 9,2 6,5 5,8

14,0 5,5 4,8 4,2 8,3 6,3 4,6 5,8 5,7

15,0 5,2 4,6 4,1 7,3 6,2 4,6 5,8 5,7

16,0 4,8 4,4 4,1 6,5 6,0 4,5 5,8 5,7

18,0 4,3 4,1 5,1 5,1 4,4 5,4 5,4 4,4

20,0 3,9 4,0 4,0 4,3 4,3 4,3 4,3

22,0 3,1 3,1 3,7 3,5 3,5 4,0

24,0 2,4 2,4 2,9 2,7 2,7 3,2

26,0 1,7 1,7 2,2 2,1 2,1 2,6

28,0 1,2 1,2 1,6 1,6 1,6 2,0

30,0 0,7 0,7 1,1 1,2 1,2 1,5

32,0 0,8 0,8 1,1

34,0 0,7
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11,3 - 60 m 7,6 m17,6 m 6,7 t360°

11,3 35,7 37,5

m 0° 0°-20° 20°-45° 0° 0°-20° 20°-45° 0° 0°-20° 20°-45°

3,0

4,0 7,1

5,0 7,1

6,0 7,0

7,0 6,8

8,0 6,5

9,0 6,0 4,4 5,7

10,0 5,5 4,1 5,6 4,5

11,0 5,1 3,9 5,6 4,5

12,0 4,7 3,7 5,5 4,5

13,0 4,4 3,5 5,4 4,5

14,0 4,1 3,3 2,7 5,4 4,4

15,0 3,9 3,2 2,6 5,3 3,9 4,4

16,0 3,7 3,1 2,5 5,2 3,8 4,4 3,7

18,0 3,3 2,8 2,4 5,1 3,6 4,3 3,5

20,0 3,0 2,6 2,3 4,7 3,4 2,6 4,2 3,3

22,0 2,7 2,4 2,3 3,8 3,3 2,5 4,2 3,2 2,5

24,0 2,5 2,3 3,1 3,1 2,4 4,0 3,0 2,4

26,0 2,3 2,2 2,5 2,5 2,4 3,4 2,9 2,4

28,0 1,9 1,9 2,3 2,9 2,8 2,3

30,0 1,5 1,5 2,1 2,4 2,4 2,3

32,0 1,1 1,1 1,6 2,0 2,0 2,3

34,0 0,7 0,7 1,2 1,6 1,6 2,1

36,0 0,8 1,3 1,3 1,7

38,0 1,0 1,0 1,4

40,0 0,7 0,7 1,0

42,0 0,7
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Liebherr
LTM 1060-3.1
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LTM 1060-3.1 9

m
10,3 m 13,8 m 17,3 m 20,7 m 24,2 m 27,7 m 31,2 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m

T

EN
T

10,3 – 48 m
12,8 t

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

360°

*
2,1 60 2,1
2,4 58,8 2,4
2,5 58,2 2,5
3 54,6 42,3 41,5 40,4 34,1 29,6 22,7 3
3,5 49,9 42,3 42,2 40,7 34,4 30 23,2 3,5
4 44,5 40,5 40,2 38,1 34,8 30,2 23,6 18,6 4
4,5 39,8 37,2 36,9 34,9 33,3 29,9 24 18,9 14,6 4,5
5 36,4 34,2 34,3 32,9 31,1 29,6 24,1 19,1 14,8 5
6 31,6 28,7 29,1 29,3 28,2 26,6 23,7 19,2 15 11,7 6
7 26,5 24,1 24,6 24,8 24,8 23,9 22,9 18,7 15,1 12 9,5 7,2 7
8 20,9 21,1 21,3 20,9 19,7 17,7 14,8 12,1 9,6 7,4 6,1 8
9 17,8 18,3 18,5 18 17 15,9 14,2 11,9 9,7 7,4 6,2 9

10 15,2 15,8 15,9 15,7 14,9 14,3 13,3 11,5 9,5 7,4 6,3 10
11 13,3 13,7 13,7 13,6 13,1 12,6 12,2 11 9,2 7,3 6,3 11
12 11,9 12 11,9 11,7 11,6 11,1 10,4 8,8 7,1 6,2 12
13 10,6 10,6 10,5 10,5 10,5 10,2 9,7 8,5 6,9 6,1 13
14 9,4 9,5 9,4 9,7 9,4 9,3 8,7 8,2 6,7 5,9 14
15 8,5 8,9 8,7 8,5 8,4 8 7,8 6,5 5,8 15
16 7,7 8,1 7,9 7,7 7,6 7,6 7,2 6,3 5,7 16
17 7 7,3 7,2 7 7,1 7 6,6 6,1 5,5 17
18 6,8 6,7 6,6 6,6 6,5 6,4 6,2 5,9 5,4 18
19 6,2 6 6,2 6 5,9 5,8 5,5 5,2 19
20 5,7 5,7 5,7 5,5 5,5 5,4 5 4,9 20
21 5,3 5,4 5,2 5,2 5,1 5 4,6 4,5 21
22 5 4,9 4,9 4,7 4,6 4,2 4,2 22
23 4,7 4,5 4,5 4,4 4,2 3,9 3,9 23
24 4,3 4,2 4,2 4 3,9 3,6 3,6 24
25 4,1 3,9 3,9 3,7 3,6 3,3 3,3 25
26 3,7 3,7 3,5 3,3 3,1 3 26
27 3,5 3,4 3,2 3,1 2,8 2,8 27
28 3,3 3,2 3 2,9 2,6 2,6 28
29 3 2,8 2,7 2,4 2,4 29
30 2,8 2,6 2,5 2,3 2,2 30
31 2,6 2,4 2,3 2,1 2,1 31
32 2,5 2,3 2,1 1,9 1,9 32
33 2,1 2 1,7 1,8 33
34 2 1,8 1,6 1,6 34
35 1,8 1,7 1,5 1,5 35
36 1,6 1,3 1,3 36
37 1,4 1,2 1,2 37
38 1,3 1,1 1,1 38
39 1,2 1 1 39
40 0,9 0,9 40

* nach hinten · over rear · sur arrière · sul posteriore · hacia atrás · стрела повернута назад t_250_00101_00_000 /  t_250_00501_00_000

Liebherr
LTM 1060-3.1
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T

EN
T

10,3 – 48 m
5,5 t

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

360°

m
10,3 m 13,8 m 17,3 m 20,7 m 24,2 m 27,7 m 31,2 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m

3 42,3 41,5 40,4 34,1 29,6 22,7 3
3,5 42,2 42,2 40,7 34,4 30 23,2 3,5
4 39,6 39,3 38,1 34,8 30,2 23,6 18,6 4
4,5 35,7 35,7 34,1 32,6 29,9 24 18,9 14,6 4,5
5 32 32,5 31,1 29,6 27,6 24,1 19,1 14,8 5
6 25,7 26,2 24,7 23,7 22,4 20,7 18,9 15 11,7 6
7 19,8 20,5 20,5 19,5 18,4 17,2 16,2 14,8 12 9,5 7,2 7
8 16,5 17 16,3 15,3 14,4 14 13,3 12 9,6 7,4 6,1 8
9 13,4 13,9 13,8 13 12,9 12,1 11,4 10,7 9,7 7,4 6,2 9

10 11,2 11,6 11,8 11,6 11,2 10,4 10,2 9,7 9,1 7,4 6,3 10
11 9,4 9,9 10 10,3 9,8 9,5 9,1 8,6 8 7,3 6,3 11
12 8,5 8,9 8,9 8,6 8,5 8,1 7,7 7,4 6,9 6,2 12
13 7,4 7,8 7,8 7,9 7,6 7,4 7 6,6 6,1 5,9 13
14 6,5 6,9 6,9 7 6,8 6,7 6,3 5,9 5,5 5,4 14
15 6,2 6,1 6,3 6,2 6 5,6 5,4 4,9 4,8 15
16 5,5 5,5 5,6 5,5 5,5 5,1 4,8 4,4 4,3 16
17 5 5 5,1 5 5 4,6 4,4 4 3,9 17
18 4,5 4,5 4,6 4,5 4,5 4,2 4 3,6 3,5 18
19 4,1 4,2 4,1 4 3,8 3,6 3,2 3,1 19
20 3,7 3,8 3,7 3,6 3,4 3,3 2,9 2,8 20
21 3,4 3,5 3,4 3,3 3,1 3 2,6 2,5 21
22 3,2 3,1 3 2,8 2,7 2,4 2,3 22
23 3 2,8 2,8 2,6 2,4 2,1 2,1 23
24 2,7 2,6 2,6 2,4 2,2 1,9 1,8 24
25 2,5 2,4 2,3 2,1 2 1,7 1,6 25
26 2,2 2,1 1,9 1,8 1,5 1,5 26
27 2 1,9 1,8 1,6 1,4 1,3 27
28 1,8 1,8 1,6 1,5 1,2 1,2 28
29 1,6 1,4 1,3 1,1 1 29
30 1,5 1,3 1,2 0,9 0,9 30
31 1,3 1,1 1 0,8 31
32 1,2 1 0,9 32
33 0,9 33
34 0,8 34

t_250_00511_00_000

Liebherr
LTM 1060-3.1
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T

EN
T

10,3 – 48 m
4,3 t

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

360°

m
10,3 m 13,8 m 17,3 m 20,7 m 24,2 m 27,7 m 31,2 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m

3 42,3 41,5 40,4 34,1 29,6 22,7 3
3,5 42,1 42,2 40,7 34,4 30 23,2 3,5
4 39,5 39,1 38 34,8 30,2 23,6 18,6 4
4,5 35,2 35,2 33,3 31,1 28,9 24 18,9 14,6 4,5
5 31,5 32 30,5 28 26,7 24,1 19,1 14,8 5
6 24,9 24,8 23,4 22,7 21,2 19,6 18,4 15 11,7 6
7 18,7 19,4 19,4 18,5 17,3 16,2 15,3 14,3 12 9,5 7,2 7
8 15,6 16 15,3 14,3 13,9 13,2 12,5 11,5 9,6 7,4 6,1 8
9 12,7 13,2 12,9 12,4 12,1 11,3 10,9 10,4 9,5 7,4 6,2 9

10 10,4 10,9 11 11,1 10,4 10,2 9,6 9,1 8,5 7,4 6,3 10
11 8,8 9,2 9,7 9,7 9,1 9 8,5 8,2 7,7 7,2 6,3 11
12 7,9 8,4 8,4 8,4 7,9 7,7 7,3 6,9 6,4 6,1 12
13 6,9 7,3 7,3 7,4 7,1 6,9 6,5 6,1 5,6 5,5 13
14 6 6,4 6,4 6,6 6,4 6,2 5,8 5,5 5 4,9 14
15 5,7 5,7 5,9 5,7 5,6 5,2 4,9 4,5 4,4 15
16 5,1 5,1 5,2 5,1 5 4,7 4,4 4 3,9 16
17 4,6 4,6 4,7 4,6 4,5 4,2 4 3,6 3,5 17
18 4,2 4,1 4,2 4,1 4 3,8 3,6 3,2 3,1 18
19 3,8 3,8 3,7 3,7 3,4 3,3 2,9 2,8 19
20 3,4 3,5 3,4 3,3 3,1 2,9 2,6 2,5 20
21 3,1 3,2 3,1 3 2,8 2,6 2,3 2,2 21
22 3 2,8 2,8 2,5 2,4 2,1 2 22
23 2,7 2,6 2,5 2,3 2,2 1,9 1,8 23
24 2,5 2,3 2,3 2,1 1,9 1,6 1,6 24
25 2,3 2,1 2,1 1,9 1,8 1,5 1,4 25
26 1,9 1,9 1,7 1,6 1,3 1,2 26
27 1,8 1,7 1,5 1,4 1,1 1,1 27
28 1,6 1,6 1,4 1,2 1 0,9 28
29 1,4 1,2 1,1 0,8 29
30 1,3 1,1 1 30
31 1,1 1 0,8 31
32 1 0,8 32

t_250_00513_00_000

m

10,3 m 13,8 m

m

12,8 t 5,5 t 4,9 t 12,8 t 5,5 t 4,9 t
0° 360° 0° 360° 0° 0° 360° 0° 360° 0°

EN
T

10,3 – 13,8 m
12,8 t
5,5 t
4,9 t

360°/0°

T
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

14.00 R 25

3 15,3 9,7 9,2 14,9 9,8 9,4 3
3,5 12,9 7,8 7,4 12,9 8,1 7,7 3,5
4 10,9 6,5 6,2 11,1 6,9 6,6 4
4,5 9,4 5,5 4,8 5,2 9,7 5,9 5,6 4,5
5 8,1 4,2 4,7 4 4,3 8,4 5,2 4,9 5
6 6,3 3,2 3,4 3 3,1 6,6 3 3,8 3,2 3,6 6
7 5 2,4 2,5 2,2 2,3 5,4 2,7 2,9 2,5 2,8 7
8 4,3 2,1 2,3 1,9 2,1 8
9 3,6 1,6 1,8 1,4 1,6 9

10 3 1,2 1,3 1 1,1 10
11 2,6 0,9 1 11

0° = nach hinten · over rear · en arrière · sul posteriore · hacia atrás · ñòðåëà ïîâåðíóòà íàçàä t_250_01201_00_000 / 01411_00_000 / 01211_00_000 / 01412_00_000 / 01212_00_000

m m

Liebherr
LTM 1060-3.1
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LTM 1060-3.118

83º

T 10,3 m

T 34,6 m

T 31,2 m

T 27,7 m

T 24,2 m

T 20,7 m

T 17,3 m

T 13,8 m

T 38,1 m

T 41,6 m

T 45,1 m

T 48 m

0
S2704.02

2

4

6

8

10

12

14
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20

22

24

26

28

30

32

34

36

38

40

42

44

46

48

50

52

54 m

10 1614120           2          4          6          8 222018 282624 343230 403836 44 m42

T 10,3 m

13,8T 13,8 m

17,3T 17,3 m

20,7T 20,7 m

24,2T 24,2 m

27,7T 27,7 m

31,2T 31,2 m

34,6T 34,6 m

38,1T 38,1 m

41,6T 41,6 m

45,1T 45,1 m

  T 48 m  

60

26,5

41,5

13,3

15,2

40,4

29,3

11,9

9,4

34,1

29,6

28,2

26,6

15,9

15,7

9,5

8,1

7,7

6,7

6,8

5,3

22,7
23,7

14,9

9,7

6,6

5

4,1

18,6

14,6

11,7

17,7

14,8

11,5

11,6

11,1

7,7

7,6

8,7

6,4

4,9

5,7

3,7

3,3

4,9

3,7

3,2

2,8

2,5

4,2

4,2

4,3

4

3,5

3

2,6

2,3

2

1,8

9,5

7,2

6,1

9,5

7,4

6,3

8,2

6,7

5,9

6,2

5,9

5,4

4,6

4,2

4,2

3

2,9

2,5

2,3

2,2

2,1

1,9

1,9

1,8

1,6

1,6

1,6

1,3

1,3

1,3

1,1

1,1

0,9

0,9

1,2

T
Hubhöhen/Lifting heights
Hauteurs de levage/Altezze di sollevamento
Alturas de elevación/Âûñîòà ïîäúåìà

Liebherr
LTM 1060-3.1
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TK

K EN
T

10,3 – 48 m
9,5 m

360°

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

12,8 t

m

10,3 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m
9,5 m 9,5 m 9,5 m 9,5 m 9,5 m 9,5 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 7,9 3
3,5 7,7 6,7 3,5
4 7,4 6,7 4
4,5 7,1 6,7 4,5
5 6,8 6,7 5
6 6,3 6,5 5,2 7,6 6
7 5,8 6,1 5,2 7,6 6,3 7
8 5,2 5,7 5,2 7,5 6,4 5,3 8
9 4,7 5,3 5,1 7,4 6,5 6,3 5,3 9

10 4,2 4,9 4,9 7,2 6,4 6,3 5,8 5,3 10
12 3,3 4 4,2 7 6,1 5,2 6,1 5,6 4,3 5,3 5 3,9 4 3,4 12
14 2,7 3,3 3,4 6,7 5,8 5,1 6 5,4 4,9 5,2 4,8 4,5 3,9 3,9 3,4 3,4 14
16 2 2,5 2,4 6,4 5,5 4,9 5,8 5,2 4,7 5 4,7 4,3 3,8 3,8 3,6 3,4 3,4 3,3 16
18 5,8 5,3 4,7 5,5 5 4,5 4,8 4,5 4,2 3,7 3,6 3,5 3,3 3,3 3,2 18
20 5,2 5 4,6 4,7 4,8 4,3 4,5 4,2 4,1 3,6 3,5 3,3 3,2 3,2 3,1 20
22 4,4 4,7 4,3 4,3 4,3 4,1 4 4 3,9 3,4 3,4 3,2 3,1 3 3 22
24 3,8 4 4 3,8 3,8 4 3,6 3,7 3,7 3,3 3,2 3,1 2,9 2,9 2,9 24
26 3,4 3,5 3,6 3,4 3,5 3,6 3,3 3,2 3,4 3 3,1 3 2,8 2,8 2,8 26
28 3,1 3,1 3,2 3 3,1 3,1 2,9 3 3 2,6 2,8 2,9 2,5 2,7 2,7 28
30 2,8 2,8 2,9 2,6 2,8 2,8 2,5 2,7 2,8 2,2 2,4 2,6 2,2 2,4 2,5 30
32 2,5 2,6 2,7 2,3 2,4 2,5 2,1 2,3 2,4 1,9 2,1 2,2 1,8 2 2,2 32
34 2,2 2,3 2 2,1 2,2 1,8 2 2,1 1,6 1,8 1,9 1,6 1,7 1,9 34
36 1,9 2 1,7 1,8 1,5 1,7 1,8 1,3 1,5 1,6 1,3 1,5 1,6 36
38 1,7 1,7 1,4 1,5 1,3 1,4 1,1 1,2 1,3 1,1 1,2 1,3 38
40 1,4 1,2 1,3 1,1 1,2 0,9 1 1,1 0,9 1 1,1 40
42 1,1 1,1 0,9 1 0,8 0,8 0,8 42
44 0,9 0,7 0,8 44

t_250_11001_00_000 / 12001_00_000 / 13001_00_000

K EN
T

10,3 – 48 m
16 m

360°
12,8 t

m

10,3 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m
16 m 16 m 16 m 16 m 16 m 16 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 4,1 3
3,5 4,1 3,5
4 4 4
4,5 4 4,5
5 3,9 5
6 3,7 6
7 3,6 3,9 3,9 7
8 3,4 3,7 3,9 3,5 3 8
9 3,2 3,5 3,8 3,4 3 2,6 9

10 3,1 3,4 3,8 3,4 3 2,6 2,3 10
12 2,8 3,1 2,4 3,7 3,1 3,3 3 2,6 2,3 12
14 2,6 2,8 2,3 3,5 3 3,2 2,8 2,9 2,7 2,6 2,3 14
16 2,3 2,6 2,3 3,4 2,9 2,4 3,2 2,8 2,9 2,6 2,5 2,4 2,2 16
18 2 2,5 2,2 3,3 2,8 2,4 3,1 2,7 2,3 2,8 2,5 2,5 2,3 2,2 2,2 18
20 1,7 2,1 2,1 3,2 2,7 2,3 3 2,6 2,3 2,7 2,5 2,2 2,5 2,3 2,1 2,2 2,2 20
22 1,4 1,7 2 3 2,6 2,3 2,9 2,5 2,2 2,7 2,4 2,2 2,4 2,2 2,1 2,2 2,1 2 22
24 2,9 2,5 2,2 2,8 2,4 2,2 2,6 2,3 2,2 2,4 2,2 2,1 2,1 2,1 2 24
26 2,8 2,4 2,2 2,7 2,4 2,2 2,5 2,3 2,1 2,3 2,2 2,1 2,1 2,1 2 26
28 2,6 2,4 2,2 2,6 2,3 2,1 2,5 2,2 2,1 2,3 2,1 2,1 2,1 2 2 28
30 2,5 2,3 2,2 2,4 2,3 2,1 2,3 2,2 2,1 2,2 2,1 2 2,1 2 2 30
32 2,3 2,2 2,2 2,3 2,2 2,1 2,2 2,2 2,1 2 2,1 2 1,9 2 1,9 32
34 2,1 2,2 2,1 2,1 2,1 2,1 1,9 2 2,1 1,7 2 2 1,6 1,9 1,9 34
36 2 2 2,1 1,8 1,9 2 1,7 1,9 1,9 1,4 1,7 1,9 1,3 1,6 1,8 36
38 1,8 1,9 1,9 1,6 1,8 1,9 1,4 1,6 1,8 1,2 1,4 1,6 1,1 1,4 1,6 38
40 1,5 1,7 1,4 1,5 1,6 1,2 1,4 1,5 1 1,2 1,4 0,9 1,2 1,3 40
42 1,4 1,5 1,2 1,3 1 1,2 1,3 0,8 1 1,1 0,7 1 1,1 42
44 1,2 1,3 1 1,1 0,8 1 1,1 0,8 0,9 0,8 0,9 44
46 1 0,8 0,9 0,8 0,7 0,7 46
48 0,9 0,7 0,8 48

t_250_21001_00_000 / 22001_00_000 / 23001_00_000

Liebherr
LTM 1060-3.1
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LTM 1060-3.120

TK
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T

10,3 – 48 m
9,5 m

360°

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

5,5 t

m

10,3 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m
9,5 m 9,5 m 9,5 m 9,5 m 9,5 m 9,5 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 7,9 3
3,5 7,7 6,7 3,5
4 7,4 6,7 4
4,5 7,1 6,7 4,5
5 6,8 6,7 5
6 6,3 6,5 5,2 7,6 6
7 5,8 6,1 5,2 7,6 6,3 7
8 5,2 5,7 5,2 7,5 6,4 5,3 8
9 4,7 5,3 5,1 7,4 6,5 6,3 5,3 9

10 4,2 4,9 4,9 7,2 6,4 6,3 5,8 5,3 10
12 3,3 4 4,2 6,7 6,1 5,2 6,1 5,6 4,3 5,3 5 3,9 4 3,4 12
14 2,7 3,3 3,4 5,8 5,7 5,1 5,5 5,4 4,9 5 4,8 4,5 3,9 3,9 3,4 3,4 14
16 2 2,5 2,4 4,8 5 4,9 4,6 4,9 4,7 4,3 4,5 4,3 3,8 3,8 3,6 3,4 3,4 3,3 16
18 4,3 4,3 4,4 4 4 4,3 3,7 3,8 4,1 3,3 3,6 3,5 3,2 3,3 3,2 18
20 3,6 3,7 3,9 3,3 3,6 3,6 3 3,4 3,4 2,7 3,1 3,3 2,6 3 3,1 20
22 3,1 3,3 3,3 2,8 3 3,2 2,5 2,8 3,1 2,2 2,5 2,8 2,1 2,4 2,7 22
24 2,6 2,8 3 2,3 2,5 2,8 2,1 2,4 2,6 1,8 2,1 2,3 1,7 2 2,2 24
26 2,2 2,4 2,5 1,9 2,1 2,3 1,7 2 2,1 1,4 1,7 1,9 1,3 1,6 1,8 26
28 1,8 2 2,1 1,6 1,8 2 1,4 1,6 1,8 1,1 1,3 1,5 1 1,3 1,4 28
30 1,5 1,6 1,8 1,3 1,5 1,6 1,1 1,3 1,4 0,8 1 1,2 0,7 1 1,1 30
32 1,2 1,3 1,4 1 1,2 1,3 0,8 1 1,2 0,8 0,9 0,7 0,8 32
34 1 1,1 0,8 0,9 1 0,8 0,9 34
36 0,8 0,9 0,7 36

t_250_11011_00_000 / 12011_00_000 / 13011_00_000

K EN
T

10,3 – 48 m
16 m

360°
5,5 t

m

10,3 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m

m
16 m 16 m 16 m 16 m 16 m 16 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
3 4,1 3
3,5 4,1 3,5
4 4 4
4,5 4 4,5
5 3,9 5
6 3,7 6
7 3,6 3,9 3,9 7
8 3,4 3,7 3,9 3,5 3 8
9 3,2 3,5 3,8 3,4 3 2,6 9

10 3,1 3,4 3,8 3,4 3 2,6 2,3 10
12 2,8 3,1 2,4 3,7 3,1 3,3 3 2,6 2,3 12
14 2,6 2,8 2,3 3,5 3 3,2 2,8 2,9 2,7 2,6 2,3 14
16 2,3 2,6 2,3 3,4 2,9 2,4 3,2 2,8 2,9 2,6 2,5 2,4 2,2 16
18 2 2,5 2,2 3,3 2,8 2,4 3 2,7 2,3 2,8 2,5 2,5 2,3 2,2 2,2 18
20 1,7 2,1 2,1 3 2,7 2,3 2,8 2,6 2,3 2,6 2,5 2,2 2,5 2,3 2,1 2,2 2,2 20
22 1,4 1,7 2 2,8 2,6 2,3 2,6 2,5 2,2 2,5 2,4 2,2 2,2 2,2 2,1 2,1 2,1 2 22
24 2,6 2,5 2,2 2,4 2,4 2,2 2,1 2,3 2,2 1,8 2,2 2,1 1,7 2,1 2 24
26 2,3 2,3 2,2 2 2,3 2,2 1,8 2,1 2,1 1,5 1,9 2,1 1,4 1,8 2 26
28 2 2,2 2,2 1,7 2 2,1 1,4 1,8 2,1 1,1 1,5 1,9 1,1 1,5 1,8 28
30 1,7 1,9 2,1 1,4 1,7 1,9 1,2 1,5 1,8 0,9 1,2 1,5 0,8 1,2 1,5 30
32 1,4 1,6 1,8 1,2 1,4 1,6 0,9 1,2 1,5 1 1,2 0,9 1,2 32
34 1,1 1,3 1,5 0,9 1,2 1,4 0,7 1 1,2 0,7 1 0,9 34
36 0,9 1,1 1,2 0,7 1 1,1 0,8 1 0,7 36
38 0,8 0,9 1 0,7 0,9 0,7 38
40 0,7 40

t_250_21011_00_000 / 22011_00_000 / 23011_00_000

Liebherr
LTM 1060-3.1
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LTM 1060-3.1 21

83º

T 10,3 m

T 34,6 m

T 38,1 m

T 41,6 m

T 45,1 m

T 48 m

K 9,5 m

K 16 m

0
S2705.02
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66 m

6 8 010 2 4 21 41 61 81 02 22 42 62 82 03 23 43 63 83 04 24 44 64 48 m

 K 9,5 m 

 K 16 m 

20º 40º

3,4
3,4

3,2

2,9

2,2

1,6

1,1

0,9

2,3

2,2

2,2

2,1

2,1

1,9

1,3

0,9

0,7

TK
Hubhöhen/Lifting heights
Hauteurs de levage/Altezze di sollevamento
Alturas de elevación/Âûñîòà ïîäúåìà Liebherr

LTM 1060-3.1
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LTM 1060-3.122

TK

m

10,3 m 13,8 m 17,3 m 20,7 m 24,2 m 27,7 m 31,2 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m
m2,5 m

K
EN

T

10,3 – 48 m 2,5 m

12,8 t

360°

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

3 17,7 17,7 17,7 3
3,5 17,7 17,7 17,7 17,7 3,5
4 17,7 17,7 17,7 17,7 17,7 4
4,5 17,7 17,7 17,7 17,7 17,7 4,5
5 17,7 17,7 17,7 17,7 17,7 17,7 5
6 17,6 17,7 17,7 17,7 17,7 17,5 16,3 6
7 15,6 17,7 17,7 17,7 17,7 16,8 16,1 12,9 7
8 13,3 17,7 17,7 17,7 17,7 15,8 15,5 12,9 10,1 8
9 11,5 16,2 17,6 17,4 16,9 15 14,8 12,6 9,8 8,1 9

10 10 14,5 15,8 15,7 14,9 14,2 13,8 12 9,5 7,9 6,5 10
12 11,5 11,9 11,8 12,1 11,7 11,2 10,5 8,7 7,6 6,2 5,5 12
14 9,5 9,7 9,6 9,4 9,1 8,6 8 7,1 6 5,3 14
16 7,9 7,9 7,8 7,6 7,4 7,5 7,1 6,6 5,6 5 16
18 6,6 6,4 6,5 6,5 6,3 6,1 6 5,3 4,8 18
20 5,6 5,6 5,6 5,4 5,5 5,4 5,1 4,9 4,4 20
22 4,9 4,8 4,9 4,7 4,7 4,6 4,3 4,1 22
24 4,3 4,2 4,2 4,1 4,1 3,9 3,7 3,6 24
26 3,8 3,7 3,6 3,5 3,4 3,1 3,1 26
28 3,2 3,2 3 2,9 2,6 2,6 28
30 2,8 2,8 2,6 2,4 2,2 2,2 30
32 2,4 2,2 2,1 1,9 1,9 32
34 2,1 1,9 1,8 1,6 1,6 34
36 1,7 1,5 1,3 1,3 36
38 1,4 1,3 1 1 38
40 1,1 0,8 0,8 40

t_250_30001_00_000

m

10,3 m 13,8 m 17,3 m 20,7 m 24,2 m 27,7 m 31,2 m 34,6 m 38,1 m 41,6 m 45,1 m 48 m
m2,5 m

K
EN

T

10,3 – 48 m 2,5 m

5,5 t

360°

3 17,7 17,7 17,7 3
3,5 17,7 17,7 17,7 17,7 3,5
4 17,7 17,7 17,7 17,7 17,7 4
4,5 17,7 17,7 17,7 17,7 17,7 4,5
5 17,7 17,7 17,7 17,7 17,7 17,7 5
6 17,6 17,7 17,7 17,7 17,7 17,5 16,3 6
7 15,6 17,7 17,7 17,6 17,2 16,7 15,6 12,9 7
8 13,3 16,9 16,5 15,5 15 14,2 13,4 12,4 10,1 8
9 11,5 13,8 13,9 13,5 13 12,1 11,4 10,6 9,8 8,1 9

10 10 11,6 11,7 11,9 11,2 10,4 9,9 9,7 9,1 7,9 6,5 10
12 8,6 8,8 8,8 8,6 8,4 8 7,7 7,5 7 6,2 5,5 12
14 6,8 6,8 7 6,9 6,7 6,4 6,2 5,9 5,4 5,2 14
16 5,4 5,7 5,6 5,7 5,6 5,4 5,1 4,8 4,3 4,2 16
18 4,6 4,6 4,7 4,6 4,5 4,2 3,9 3,5 3,4 18
20 3,8 3,8 3,9 3,8 3,7 3,5 3,2 2,9 2,8 20
22 3,2 3,3 3,2 3,1 2,9 2,6 2,3 2,2 22
24 2,7 2,7 2,6 2,5 2,4 2,2 1,9 1,8 24
26 2,3 2,2 2,1 2 1,8 1,5 1,4 26
28 1,8 1,7 1,6 1,4 1,1 1,1 28
30 1,5 1,4 1,3 1,1 0,8 0,8 30
32 1,2 1 0,9 32
34 0,9 0,8 34

t_250_30011_00_000

Liebherr
LTM 1060-3.1
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Liebherr
LTM 1055
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Liebherr
LTM 1055

LTM 1055-3.2 9

T

m

10,2 m 13,6 m 17 m 20,5 m 23,9 m 27,3 m 30,7 m 34,2 m 37,6 m 40 m
m*

EN
T

10,2 – 40 m
12 t

Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

360°

2,5 55 2,5
2,7 53,4 2,7

 3 50,7 42,3 42,3 42,2 38,2 30,6 22,8  3
 3,5 47 42,3 42,2 42,1 37,8 30,9 23,2  3,5 
 4 43,6 40,9 40,9 39,1 37 31 23,6 18,8  4
 4,5 40,3 37,5 37,5 36,1 34 30,7 23,8 19,1 14,7  4,5 
 5 36,9 34,5 34,5 33,5 31,6 30,2 23,6 19,1 14,9  5
 6 31,7 28,9 29,1 29,2 28,7 27,3 22 18,4 15 11,8 10,1  6
 7 26 24,2 24,5 24,6 24,9 23,4 20,2 17,1 14,4 11,7 10,1  7
 8 21 21,2 21 19,7 18,4 16 13,8 11,3 9,9  8
 9 17,5 17,9 17,8 17 16,1 14,9 13 10,8 9,7  9

 10 14,8 15,2 15,1 14,8 14,4 13,6 12,3 10,3 9,3  10
 12 11,4 11,4 11,6 11,5 10,9 10,6 9,4 8,4  12
 14 9,1 9,1 9,3 9,1 9 8,7 8,5 7,7  14
 16 7,7 7,6 7,4 7,5 7,5 7,3 7  16
 18 6,4 6,5 6,3 6,3 6 6,1  18
 20 5,4 5,5 5,4 5,3 5,1 5,1  20
 22 4,7 4,6 4,5 4,3 4,2  22
 24 4,1 3,9 3,9 3,6 3,6  24
 26 3,4 3,3 3,1 3,1  26
 28 3 2,9 2,7 2,7  28
 30 2,5 2,3 2,3  30
 32 2 2  32
 34 1,7 1,7  34
 36 1,4  36

* 0° = nach hinten · over rear · en arrière · sul poseriore · hacia atrás · при выдвинутой назад стреле t_204_01001_00_000 /  t_204_01004_00_000

m m

T
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

m
10,2 m 13,6 m 17 m 20,5 m 23,9 m 27,3 m 30,7 m 34,2 m 37,6 m 40 m

m

EN
T

10,2 – 40 m
7 t360°

 3 42,3 42,3 42,2 38,2 30,6 22,8  3
 3,5 42,3 42,1 42,1 37,8 30,9 23,2  3,5 
 4 40,3 40,3 39,1 37 31 23,6 18,8  4
 4,5 36,6 36,6 36,1 34 30,7 23,8 19,1 14,7  4,5 
 5 32,9 33,2 32,5 31,6 29,3 23,6 19,1 14,9  5
 6 26,8 27,1 26 24,9 23,1 21,6 18,4 15 11,8 10,1  6
 7 21,1 21,9 21,5 20,4 19 18,2 16,9 14,4 11,7 10,1  7
 8 17,4 17,7 17 16,1 15,8 14,4 13,7 11,3 9,9  8
 9 14,2 14,6 14,5 14,3 13,6 12,9 12,1 10,8 9,7  9

 10 12 12,3 12,3 12,6 11,8 11,2 10,7 10,3 9,3  10
 12 9,5 9,5 9,5 9,4 9,1 8,7 8,2 8  12
 14 7,1 7,4 7,3 7,5 7,3 7 6,6 6,5  14
 16 6 6 6 5,9 5,8 5,4 5,3  16
 18 4,9 4,9 4,8 4,7 4,4 4,3  18
 20 4,1 4,1 4 3,8 3,6 3,6  20
 22 3,5 3,4 3,2 3 3  22
 24 3 2,8 2,7 2,5 2,5  24
 26 2,4 2,3 2,1 2,1  26
 28 2 1,9 1,7 1,7  28
 30 1,6 1,4 1,4  30
 32 1,1 1,1  32
 34 0,9 0,9  34

t_204_01006_00_000

m m
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Liebherr
LTM 1055

LTM 1055-3.211

T
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

m
10,2 m 13,6 m 17 m 20,5 m 23,9 m 27,3 m 30,7 m 34,2 m 37,6 m 40 m

m

EN
T

10,2 – 40 m
5,5 t360°

 3 42,3 42,3 42,2 38,2 30,6 22,8  3
 3,5 42,3 42,1 42,1 37,8 30,9 23,2  3,5 
 4 40,1 40 39,1 37 31 23,6 18,8  4
 4,5 36 36,1 35,1 32,8 30,7 23,8 19,1 14,7  4,5 
 5 32,4 32,7 30,9 29,7 27,4 23,6 19,1 14,9  5
 6 26 26,1 24,9 23,3 21,6 20,1 18,4 15 11,8 10,1  6
 7 19,7 20,5 20,1 19 17,7 17,3 15,8 14,4 11,7 10,1  7
 8 16,2 16,6 15,9 15,6 14,7 13,9 13 11,3 9,9  8
 9 13,3 13,6 13,5 13,4 12,5 11,9 11,4 10,7 9,7  9

 10 11,1 11,5 11,8 11,6 10,8 10,6 10,2 9,5 9,3  10
 12 8,5 8,8 8,7 8,8 8,3 8 7,4 7,3  12
 14 6,5 6,8 6,8 6,8 6,7 6,4 5,9 5,8  14
 16 5,4 5,5 5,5 5,3 5,2 4,8 4,7  16
 18 4,5 4,5 4,3 4,2 3,9 3,9  18
 20 3,7 3,7 3,6 3,4 3,2 3,1  20
 22 3,1 3 2,9 2,6 2,6  22
 24 2,6 2,5 2,4 2,2 2,1  24
 26 2,1 2 1,8 1,8  26
 28 1,7 1,6 1,4 1,4  28
 30 1,3 1,1 1,1  30
 32 0,9 0,9  32

t_204_01009_00_000

m m

T
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

m

10,2 m 13,6 m

m

0° 360° 0° 360°
12 t 7 t 5,5 t 5,5 t 12 t 7 t 5,5 t 5,5 t

EN
T

10,2 – 13,6 m
12 / 7 / 5,5 t0°/360°

3 14 10,5 9,5 12,9 9,7 8,8 3
3,5 12,2 9 8,1 11,4 8,6 7,7 3,5
4 10,3 7,6 6,8 10,2 7,5 6,8 4
4,5 9 6,5 5,8 8,9 6,6 6 4,5
5 7,7 5,6 5,1 7,7 5,8 5,2 5
6 6 4,3 3,7 3,6 6,2 4,5 3,9 6
7 4,9 3,4 2,8 2,7 5,1 3,5 3,1 2,8 7
8 4,1 2,9 2,5 2,4 8
9 3,4 2,4 2 1,9 9

10 3 1,9 1,4 1,3 10
0° = nach hinten · over rear · sur arrière · sul posteriore · hacia atrás · при выдвинутой назад стреле t_204_01113_01_000 / 01115_01_000 / 01118_01_000 / 01136_01_001

t_204_13801_01_000 / 13803_01_000 / 13806_01_000 / 13906_01_001
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Liebherr
LTM 1055

T 37,6 m

T 34,2 m

T 30,7 m

T 27,3 m

T 23,9 m

T 20,5 m

T 17 m

T 13,6 m

T 10,2 m

83º

T 40 m

S2405.01
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42

44

46 m

T 10,2 m

T 13,6 m

  T 17 m  

T 20,5 m

T 23,9 m

T 27,3 m

T 30,7 m

T 34,2 m

T 37,6 m

  T 40 m  

55

42,3

42,2

38,2

30,6

22,8

18,8

14,7

11,8

10,1

29,1

21,2

21

19,7

18,4

16

13,8

11,6
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10,9

10,6

9,4

8,4

7,6

5,4

5,5

4,7

4,1

3

2,5

2

2,3

1,7

1,4

1,7

3,4

3,3

2,7

3,1

3,9

3,6

4,5

5,4

5,1

5,1

6,4

6,5

7,5

7,5

7,3

7

11,4

9,1

7,7

9,1

14,8

43,6

26
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Liebherr
LTM 1055

LTM 1055-3.214

TK
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

K EN
T

10,2 – 40 m
9,5 m

360°
12 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
9,5 m 9,5 m 9,5 m 9,5 m 9,5 m 9,5 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  8  3  
 3,5 7,7 7,2  3,5 
 4  7,4 7  4  
 4,5 7,1 6,8  4,5 
 5 6,8 6,6  5
 6 6,3 6,2 5,7 8,4 7,4  6
 7 5,8 5,9 5,4 8,4 7,3 6,1  7
 8 4,9 5,6 5,1 8,1 7  7,3 6,1 5,6 5,5  8
 9 4  5,3 4,9 7,9 6,8 7,2 6,3 6,1 5,6 5,5  9

 10 3,9 5  4,7 7,6 6,6 5,6 7  6,2 6  5,6 5,5 5,4  10
 12 2,8 4,5 4,2 7  6,2 5,4 6,8 5,9 5,2 5,9 5,4 5,3 5,1 5,3 5  12
 14 2  4  4  6,5 5,9 5,2 6,5 5,6 5  5,5 5,2 4,8 5,1 4,9 4,6 5  4,9  14
 16 1,4 3,6 6  5,6 5  6,2 5,4 4,8 5,2 5  4,6 4,8 4,6 4,3 4,7 4,6 4,3  16
 18 5,4 5,4 4,8 5,8 5,2 4,7 4,9 4,6 4,3 4,5 4,2 4,1 4,3 4,2 4  18
 20 4,1 5,1 4,6 5  5  4,5 4,6 4,2 4,1 4,1 3,9 3,9 4,1 3,9 3,8  20
 22 4  4,7 4,3 4,3 4,5 4,2 4,2 4  3,9 3,8 3,7 3,7 3,8 3,7 3,6  22
 24 3,6 4  4,1 3,8 3,9 4  3,7 3,8 3,7 3,6 3,5 3,5 3,6 3,5 3,5  24
 26 3,1 3,5 3,6 3,4 3,5 3,5 3,2 3,4 3,5 3,2 3,3 3,3 3,1 3,3 3,3  26
 28 2,6 3,2 3,2 3  3,1 3,2 2,7 2,9 3  2,7 2,9 3  2,7 2,9 3  28
 30 2,2 2,8 2,6 2,7 2,8 2,3 2,5 2,6 2,3 2,5 2,6 2,3 2,5 2,6  30
 32 1,9 2,5 2,2 2,3 2  2,1 2,2 2  2,1 2,2 2  2,1 2,2  32
 34 1,6 2,1 1,9 2  1,7 1,8 1,9 1,7 1,8 1,9 1,7 1,8 1,9  34
 36 1,3 1,7 1,7 1,4 1,5 1,4 1,6 1,4 1,5  36
 38 1,4 1,5 1,2 1,3 1,2 1,3 1,2 1,3  38
 40 1,2 1  1,1 1  1,1 1  1,1  40
 42 0,8 0,8 0,9 0,8 0,9  42
 44 0,7 0,7 0,6  44

t_204_01031_00_000 / 01040_00_000 / 01049_00_000

K EN
T

10,2 – 40 m
16 m

360°
12 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
16 m 16 m 16 m 16 m 16 m 16 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  4,3  3  
 3,5 4,2  3,5 
 4  4,1  4  
 4,5 4  4,5 
 5 4  5
 6 3,8 4,1  6
 7 3,6 3,3 4,3 3,8  7
 8 3,5 3,2 4,2 3,8 3,4  8
 9 3,3 3  4,1 3,7 3,3 3,1 3,1  9

 10 3,1 2,9 4  3,7 3,3 3,1 3,1  10
 12 2,8 2,7 2,5 3,9 3,2 3,6 3,2 3  3  12
 14 2,5 2,5 2,3 3,7 3,1 3,5 3  3,2 2,8 3  3  14
 16 2,2 2,4 2,2 3,5 2,9 2,5 3,3 2,8 3,1 2,7 2,9 2,6 2,9 2,6  16
 18 2  2,3 2,2 3,3 2,8 2,4 3,2 2,7 2,4 3  2,6 2,3 2,9 2,6 2,8 2,5  18
 20 1,8 2,2 2,2 3,1 2,7 2,4 3,1 2,6 2,3 2,9 2,5 2,3 2,8 2,5 2,2 2,8 2,5 2,2  20
 22 1,7 2,1 2,2 3  2,6 2,3 3  2,6 2,3 2,8 2,5 2,2 2,7 2,4 2,2 2,7 2,4 2,2  22
 24 2,9 2,5 2,3 2,9 2,5 2,2 2,7 2,4 2,2 2,6 2,4 2,2 2,6 2,4 2,2  24
 26 2,7 2,4 2,2 2,7 2,4 2,2 2,6 2,4 2,2 2,6 2,3 2,1 2,6 2,3 2,1  26
 28 2,5 2,4 2,2 2,6 2,4 2,2 2,6 2,3 2,1 2,5 2,3 2,1 2,5 2,3 2,1  28
 30 2,4 2,3 2,2 2,4 2,3 2,2 2,4 2,3 2,1 2,4 2,2 2,1 2,4 2,2 2,1  30
 32 2,2 2,3 2,2 2,3 2,2 2,1 2,1 2,2 2,1 2,1 2,2 2,1 2,1 2,2 2,1  32
 34 2,1 2,2 2,2 2,1 2,2 2,1 1,8 2,1 2,1 1,8 2,1 2,1 1,8 2  2,1  34
 36 1,9 2,1 2,1 1,8 2  2,1 1,6 1,8 1,9 1,6 1,8 1,9 1,5 1,8 1,9  36
 38 1,7 1,8 1,9 1,6 1,7 1,8 1,4 1,5 1,7 1,3 1,5 1,7 1,3 1,5 1,7  38
 40 1,5 1,6 1,4 1,5 1,6 1,1 1,3 1,4 1,1 1,3 1,4 1,1 1,3 1,4  40
 42 1,3 1,4 1,2 1,3 1,3 1  1,1 1,2 1  1,1 1,2 0,9 1,1 1,2  42
 44 1,2 1  1,1 0,8 0,9 1  0,8 0,9 1  0,8 0,9 1  44
 46 0,9 0,9 0,6 0,7 0,6 0,8 0,8 0,6 0,7 0,8  46

t_204_11031_00_000 / 11040_00_000 / 11049_00_000
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Liebherr
LTM 1055

LTM 1055-3.2 15

TK
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

K EN
T

10,2 – 40 m
9,5 m

360°
7 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
9,5 m 9,5 m 9,5 m 9,5 m 9,5 m 9,5 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  8  3  
 3,5 7,7 7,2  3,5 
 4  7,4 7  4  
 4,5 7,1 6,8  4,5 
 5 6,8 6,6  5
 6 6,3 6,2 5,7 8,4 7,4  6
 7 5,8 5,9 5,4 8,4 7,3 6,1  7
 8 4,9 5,6 5,1 8,1 7  7,3 6,1 5,6 5,5  8
 9 4  5,3 4,9 7,9 6,8 7,2 6,3 6,1 5,6 5,5  9

 10 3,9 5  4,7 7,6 6,6 5,6 7  6,2 6  5,6 5,5 5,4  10
 12 2,8 4,5 4,2 7  6,2 5,4 6,8 5,9 5,2 5,9 5,4 5,3 5,1 5,3 5  12
 14 2  4  4  6,5 5,9 5,2 6,2 5,6 5  5,5 5,2 4,8 5,1 4,9 4,6 5  4,9  14
 16 1,4 3,6 5,5 5,5 5  5,3 5,3 4,8 5  5  4,6 4,8 4,6 4,3 4,7 4,6 4,3  16
 18 4,9 4,9 4,8 4,6 4,7 4,7 4,2 4,5 4,3 4,2 4,2 4,1 4,1 4,2 4  18
 20 4,1 4,2 4,4 3,9 4,1 4,2 3,5 3,8 4  3,5 3,8 3,9 3,4 3,7 3,8  20
 22 3,5 3,7 3,8 3,3 3,5 3,7 2,9 3,2 3,4 2,9 3,2 3,4 2,9 3,1 3,4  22
 24 2,9 3,1 3,2 2,8 3  3,1 2,5 2,7 2,9 2,4 2,7 2,9 2,4 2,6 2,8  24
 26 2,5 2,7 2,8 2,3 2,5 2,6 2,1 2,3 2,4 2  2,3 2,4 2  2,2 2,4  26
 28 2,1 2,2 2,3 2  2,1 2,2 1,7 1,9 2  1,7 1,9 2  1,7 1,9 2  28
 30 1,8 1,9 1,6 1,8 1,9 1,4 1,6 1,7 1,4 1,6 1,7 1,4 1,5 1,7  30
 32 1,5 1,6 1,4 1,5 1,1 1,3 1,4 1,1 1,3 1,4 1,1 1,3 1,4  32
 34 1,3 1,3 1,1 1,2 0,9 1  1,1 0,9 1  1,1 0,9 1  1,1  34
 36 1,1 0,9 1  0,7 0,8 0,7 0,8 0,7 0,8  36
 38 0,7 0,8 0,6  38

t_204_01033_00_000 / 01042_00_000 / 01051_00_000

K EN
T

10,2 – 40 m
16 m

360°
7 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
16 m 16 m 16 m 16 m 16 m 16 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  4,3  3  
 3,5 4,2  3,5 
 4  4,1  4  
 4,5 4  4,5 
 5 4  5
 6 3,8 4,1  6
 7 3,6 3,3 4,3 3,8  7
 8 3,5 3,2 4,2 3,8 3,4  8
 9 3,3 3  4,1 3,7 3,3 3,1 3,1  9

 10 3,1 2,9 4  3,7 3,3 3,1 3,1  10
 12 2,8 2,7 2,5 3,9 3,2 3,6 3,2 3  3  12
 14 2,5 2,5 2,3 3,7 3,1 3,5 3  3,2 2,8 3  3  14
 16 2,2 2,4 2,2 3,5 2,9 2,5 3,3 2,8 3,1 2,7 2,9 2,6 2,9 2,6  16
 18 2  2,3 2,2 3,3 2,8 2,4 3,2 2,7 2,4 3  2,6 2,3 2,9 2,6 2,8 2,5  18
 20 1,8 2,2 2,2 3,1 2,7 2,4 3,1 2,6 2,3 2,9 2,5 2,3 2,8 2,5 2,2 2,8 2,5 2,2  20
 22 1,7 2,1 2,2 3  2,6 2,3 2,9 2,6 2,3 2,8 2,5 2,2 2,7 2,4 2,2 2,7 2,4 2,2  22
 24 2,8 2,5 2,3 2,8 2,5 2,2 2,5 2,4 2,2 2,5 2,4 2,2 2,4 2,4 2,2  24
 26 2,6 2,4 2,2 2,5 2,4 2,2 2,2 2,4 2,2 2,1 2,3 2,1 2,1 2,3 2,1  26
 28 2,3 2,3 2,2 2,1 2,3 2,2 1,8 2,2 2,1 1,8 2,1 2,1 1,7 2,1 2,1  28
 30 1,9 2,2 2,2 1,8 2,1 2,1 1,5 1,8 2,1 1,5 1,8 2  1,4 1,8 2  30
 32 1,7 1,9 2  1,5 1,7 1,9 1,3 1,5 1,8 1,2 1,5 1,7 1,2 1,5 1,7  32
 34 1,4 1,6 1,7 1,3 1,5 1,6 1  1,3 1,5 1  1,3 1,5 1  1,2 1,4  34
 36 1,2 1,3 1,4 1  1,2 1,3 0,8 1  1,2 0,8 1  1,2 0,8 1  1,2  36
 38 1  1,1 1,2 0,9 1  1,1 0,6 0,8 1  0,6 0,8 1  0,6 0,8 0,9  38
 40 0,8 0,9 0,7 0,8 0,9 0,6 0,7 0,6 0,8 0,6 0,7  40
 42 0,7 0,8 0,6 0,7  42

t_204_11033_00_000 / 11042_00_000 / 11051_00_000
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LTM 1055-3.216

TK
Traglasten/Lifting capacities
Forces de levage/Portate
Tablas de carga/Ãðóçîïîäúåìíîñòü

K EN
T

10,2 – 40 m
9,5 m

360°
5,5 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
9,5 m 9,5 m 9,5 m 9,5 m 9,5 m 9,5 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  8  3  
 3,5 7,7 7,2  3,5 
 4  7,4 7  4  
 4,5 7,1 6,8  4,5 
 5 6,8 6,6  5
 6 6,3 6,2 5,7 8,4 7,4  6
 7 5,8 5,9 5,4 8,4 7,3 6,1  7
 8 4,9 5,6 5,1 8,1 7  7,3 6,1 5,6 5,5  8
 9 4  5,3 4,9 7,9 6,8 7,2 6,3 6,1 5,6 5,5  9

 10 3,9 5  4,7 7,6 6,6 5,6 7  6,2 6  5,6 5,5 5,4  10
 12 2,8 4,5 4,2 7  6,2 5,4 6,7 5,9 5,2 5,9 5,4 5,3 5,1 5,3 5  12
 14 2  4  4  6,1 5,9 5,2 5,7 5,6 5  5,5 5,2 4,8 5,1 4,9 4,6 5  4,9  14
 16 1,4 3,6 5,2 5,3 5  4,9 5,1 4,8 4,5 4,9 4,6 4,5 4,6 4,3 4,4 4,6 4,3  16
 18 4,4 4,6 4,7 4,1 4,4 4,6 3,7 4,1 4,3 3,7 4  4,1 3,6 4  4  18
 20 3,7 3,9 4,1 3,4 3,7 4  3,1 3,4 3,7 3,1 3,4 3,6 3  3,3 3,6  20
 22 3,1 3,3 3,5 2,9 3,1 3,3 2,6 2,8 3  2,5 2,8 3  2,5 2,7 3  22
 24 2,6 2,8 2,9 2,4 2,6 2,8 2,1 2,3 2,5 2,1 2,3 2,5 2  2,3 2,5  24
 26 2,2 2,3 2,5 2  2,2 2,3 1,7 1,9 2,1 1,7 1,9 2,1 1,7 1,9 2,1  26
 28 1,8 2  2  1,7 1,8 1,9 1,4 1,6 1,7 1,4 1,6 1,7 1,3 1,5 1,7  28
 30 1,5 1,6 1,4 1,5 1,6 1,1 1,3 1,4 1,1 1,3 1,4 1,1 1,2 1,4  30
 32 1,3 1,4 1,1 1,2 0,9 1  1,1 0,9 1  1,1 0,8 1  1,1  32
 34 1  1,1 0,9 1  0,7 0,8 0,9 0,7 0,8 0,9 0,6 0,8 0,9  34
 36 0,9 0,7 0,8  36

t_204_01036_00_000 / 01045_00_000 / 01054_00_000

K EN
T

10,2 – 40 m
16 m

360°
5,5 t

m

10,2 m 30,7 m 34,2 m 37,6 m 39,4 m 40 m

m
16 m 16 m 16 m 16 m 16 m 16 m

0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40° 0° 20° 40°
 3  4,3  3  
 3,5 4,2  3,5 
 4  4,1  4  
 4,5 4  4,5 
 5 4  5
 6 3,8 4,1  6
 7 3,6 3,3 4,3 3,8  7
 8 3,5 3,2 4,2 3,8 3,4  8
 9 3,3 3  4,1 3,7 3,3 3,1 3,1  9

 10 3,1 2,9 4  3,7 3,3 3,1 3,1  10
 12 2,8 2,7 2,5 3,9 3,2 3,6 3,2 3  3  12
 14 2,5 2,5 2,3 3,7 3,1 3,5 3  3,2 2,8 3  3  14
 16 2,2 2,4 2,2 3,5 2,9 2,5 3,3 2,8 3,1 2,7 2,9 2,6 2,9 2,6  16
 18 2  2,3 2,2 3,3 2,8 2,4 3,2 2,7 2,4 3  2,6 2,3 2,9 2,6 2,8 2,5  18
 20 1,8 2,2 2,2 3,1 2,7 2,4 3  2,6 2,3 2,9 2,5 2,3 2,8 2,5 2,2 2,8 2,5 2,2  20
 22 1,7 2,1 2,2 2,9 2,6 2,3 2,9 2,6 2,3 2,6 2,5 2,2 2,6 2,4 2,2 2,5 2,4 2,2  22
 24 2,7 2,5 2,3 2,5 2,5 2,2 2,2 2,4 2,2 2,2 2,4 2,2 2,1 2,4 2,2  24
 26 2,4 2,4 2,2 2,1 2,4 2,2 1,8 2,2 2,2 1,8 2,2 2,1 1,7 2,1 2,1  26
 28 2  2,2 2,2 1,8 2,1 2,2 1,5 1,9 2,1 1,5 1,8 2,1 1,4 1,8 2,1  28
 30 1,7 1,9 2,1 1,5 1,8 2  1,2 1,5 1,8 1,2 1,5 1,8 1,2 1,5 1,7  30
 32 1,4 1,6 1,8 1,3 1,5 1,7 1  1,3 1,5 1  1,2 1,5 0,9 1,2 1,4  32
 34 1,2 1,4 1,5 1  1,2 1,4 0,8 1  1,2 0,8 1  1,2 0,7 1  1,2  34
 36 1  1,1 1,2 0,8 1  1,1 0,6 0,8 1  0,8 1  0,8 0,9  36
 38 0,8 0,9 1  0,7 0,8 0,9 0,6 0,8 0,6 0,8 0,7  38
 40 0,6 0,7 0,6 0,7  40

t_204_11036_00_000 / 11045_00_000 / 11054_00_000
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T 37,6 m

T 34,2 m

T 30,7 m

T 10,2 m

83º

40º20º

T 40 m

K 9,5 m

K 16 m

S2404.02

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 44 46 48 m
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32
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40
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62 m

    m 61 K        m 61 K    

    m 5,9 K        m 5,9 K    
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1,4
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1,1

0,6

0,6
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Dimensions • Abmessungen • Encombrement 
Dimensiones • Dimensioni • Размеры

Ra =  Radius all wheels steered 
Radius allradgelenkt 
Rayon toutes les roues directrices 
Radio de giro con todas las ruedas giradas 
Raggio di curva con tutte le ruote sterzate 
Радиус поворота при управлении всеми колесами

Ra = Radius all wheels steered
Radius allradgelenkt
Rayon toutes les roues directrices
Radio de giro con todas las ruedas giradas
Raggio di curva con tutte le ruote sterzate
Радиус поворота при управлении всеми колесами

36
65

36
12

20
°

1965 1475 1250 2790 1650 1135

8685

6825

410

6825

4235 2590

R3
32

0

25
50

44
00

62
00

4015

R 11835

Ra 8860

R 10530Ra 7485
R 11300Ra 8400

2810

R 51
00

Ra 2
72

0

R 7985

Ra 6320

R 
32

00

85

29°

3320

10895

9600
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GMK3055 13

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Working range • Arbeitsbereiche • Diagramme de levage • Gama de trabajo • Area di lavoro • Грузовысотные характеристики

9,6 - 43,0 m 6,2 m 360°

10

20

30

40

50

70

60

[m]

01020304050

R[m]

0°

40°

2,4

2,3

2,1

1,6

0,9

0,7

0,7

1,6 4,1
3,9

3,1

2,1

1,1

0,7
0,8

7,6
7,2

5,8

4,4

3,0

2,1

1,5

1,2

1,0

0,7

1,8

2,1

2,9

3,5

5,0

7,2

9,6
11,3

19,0

10,8

7,7

4,9

3,3

3,1

2,2

4,5

6,6

10,4    

17,8    
32,5

39,5

19,3   

11,8   

9,0   

20,5   

31,5   

55,0

3,2

+ 15,0 m
+ 8,7 m

43,0 m
36,6 m

29,6 m
  

23,2 m
9,6 m

16,4 m

1,4

Hook block • Hakenflasche • Crochet-moufle • Gancho • Ganci • Крюковой блок
(t)

H
(mm)

63E/D 3300

40E/D 3200 

16E  3100

5 H/B 2700 

8,7 / 15 m
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

 Telescopic boom • Teleskopausleger • Flèche principale • Pluma telescópica • Braccio telescopico • Телескопическая стрела

9,6 - 43,0 m 11,6 t6,2 m 360°

m 9,6 13,0 16,4 19,8 23,2 26,8 29,6 34,0 36,6 39,7 43,0
2,5 55,0** - - - - - - - - - -
3,0 50,0*/45,0 42,5 39,5 38,0 32,5 23,5 - - - - -
4,0 37,0 36,0 34,5 33,0 29,5 21,5 19,0 - - - -
5,0 31,5 31,0 30,0 28,5 26,0 19,4 17,5 14,4 11,3 - -
6,0 26,5 26,5 26,0 25,5 23,5 17,9 16,1 14,2 11,3 9,0 -
7,0 20,5 22,5 22,0 22,0 21,0 16,3 14,7 13,2 11,3 9,0 7,6
8,0 - 19,2 19,3 18,1 17,8 15,2 13,3 12,2 10,9 9,0 7,6
9,0 - 15,8 15,9 15,7 15,2 14,1 11,9 11,3 10,3 9,0 7,6

10,0 - 13,5 13,8 13,8 13,2 13,0 10,8 10,3 9,6 8,6 7,6
11,0 - - 11,8 11,8 11,5 11,6 9,7 9,3 8,9 8,1 7,5
12,0 - - 10,2 10,2 10,4 10,3 9,1 8,6 8,4 7,7 7,2
13,0 - - 9,0 8,9 9,3 9,0 8,4 8,0 7,8 7,3 6,8
14,0 - - - 8,1 8,3 8,0 7,7 7,4 7,2 6,9 6,5
15,0 - - - 7,5 7,4 7,1 6,8 6,8 6,6 6,5 6,2
16,0 - - - 6,8 6,6 6,4 6,1 6,1 6,1 6,1 5,8
18,0 - - - - 5,4 5,2 4,9 4,9 5,0 5,1 5,2
20,0 - - - - 4,5 4,2 4,0 4,0 4,1 4,2 4,4
22,0 - - - - - 3,5 3,3 3,2 3,5 3,8 3,6
24,0 - - - - - 2,3 3,1 2,6 3,2 3,3 3,0
26,0 - - - - - - 2,2 2,2 2,9 2,8 2,5
28,0 - - - - - - - 1,7 2,4 2,3 2,1
30,0 - - - - - - - 1,4 2,1 2,0 1,8
32,0 - - - - - - - - 1,8 1,7 1,5
34,0 - - - - - - - - - 1,4 1,2
36,0 - - - - - - - - - 0,8 1,0
38,0 - - - - - - - - - - 0,7

EN 13000

GMK3055 15

9,6 - 43,0 m 8,6 t6,2 m 360°

m 9,6 13,0 16,4 19,8 23,2 26,8 29,6 34,0 36,6 39,7 43,0
2,5 55,0** - - - - - - - - - -
3,0 50,0*/44,5 42,5 39,5 38,0 32,5 23,5 - - - - -
4,0 37,0 36,0 34,5 33,0 29,5 21,5 19,0 - - - -
5,0 31,0 31,0 30,0 28,5 26,0 19,4 17,5 14,4 11,3 - -
6,0 25,5 25,5 25,0 23,5 23,0 17,9 16,1 14,2 11,3 9,0 -
7,0 20,5 21,5 20,5 19,0 18,6 16,3 14,7 13,2 11,3 9,0 7,6
8,0 - 17,0 17,0 16,6 15,5 15,2 13,3 12,2 10,9 9,0 7,6
9,0 - 14,1 14,4 14,1 13,2 13,1 11,9 11,3 10,3 9,0 7,6

10,0 - 11,7 12,0 12,0 11,9 11,4 10,6 10,2 9,6 8,6 7,6
11,0 - - 10,2 10,2 10,6 10,0 9,3 9,0 8,8 8,1 7,5
12,0 - - 8,8 9,1 9,2 8,8 8,2 7,9 7,8 7,7 7,2
13,0 - - 7,7 8,2 8,0 7,8 7,3 7,0 6,9 7,0 6,8
14,0 - - - 7,2 7,1 6,8 6,5 6,3 6,2 6,3 6,3
15,0 - - - 6,4 6,3 6,0 5,8 5,6 5,5 5,9 5,7
16,0 - - - 5,8 5,6 5,4 5,1 5,0 5,2 5,6 5,1
18,0 - - - - 4,5 4,3 4,1 4,0 4,5 4,6 4,2
20,0 - - - - 3,7 3,4 3,7 3,2 3,9 3,8 3,5
22,0 - - - - - 2,8 3,3 2,5 3,2 3,1 2,9
24,0 - - - - - 1,6 2,9 2,0 2,7 2,6 2,4
26,0 - - - - - - 1,5 1,5 2,3 2,2 1,9
28,0 - - - - - - - 1,2 1,9 1,8 1,6
30,0 - - - - - - - 0,9 1,6 1,5 1,2
32,0 - - - - - - - - 1,3 1,2 1,0
34,0 - - - - - - - - - 1,0 0,7

EN 13000

** Over rear with additional equipment. Nach hinten mit Zusatzeinrichtung. En arrierre avec équipement  supplémentaires. Por la parte trasera con equipo adicional. Sul posteriore con equipaggiamento ausiliario. над задней 
частью с специальным оборудованием.
I* 0ver rear, nach hinten, en arrière, por la parte trasera, sul posteriore, Над задней частью

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности
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9,6 - 43,0 m 6,6 t6,2 m 360°

m 9,6 13,0 16,4 19,8 23,2 26,8 29,6 34,0 36,6 39,7 43,0
2,5 55,0** - - - - - - - - - -
3,0 50,0*/44,5 42,5 39,5 38,0 32,5 23,5 - - - - -
4,0 37,0 36,0 34,5 33,0 29,5 21,5 19,0 - - - -
5,0 30,0 30,5 29,5 28,0 26,0 19,4 17,5 14,4 11,3 - -
6,0 24,5 24,5 23,5 21,5 20,5 17,9 16,1 14,2 11,3 9,0 -
7,0 19,2 19,7 18,5 18,1 16,8 16,3 14,7 13,2 11,3 9,0 7,6
8,0 - 15,7 15,9 15,0 14,1 13,8 12,8 12,2 10,9 9,0 7,6
9,0 - 12,7 13,0 12,7 12,7 11,8 11,0 10,5 10,3 9,0 7,6

10,0 - 10,5 10,8 10,8 11,0 10,2 9,5 9,1 8,9 8,6 7,6
11,0 - - 9,2 9,7 9,6 8,9 8,2 7,9 7,7 7,7 7,5
12,0 - - 7,9 8,4 8,3 7,8 7,2 6,9 6,9 7,1 6,9
13,0 - - 7,2 7,3 7,2 6,9 6,3 6,1 6,4 6,6 6,1
14,0 - - - 6,4 6,3 6,0 5,6 5,4 6,0 5,9 5,4
15,0 - - - 5,7 5,5 5,3 5,2 4,8 5,5 5,3 4,9
16,0 - - - 5,0 4,9 4,6 4,8 4,2 5,1 4,8 4,4
18,0 - - - - 3,9 3,6 4,1 3,4 4,1 4,0 3,6
20,0 - - - - 3,1 2,9 3,6 2,6 3,4 3,3 2,9
22,0 - - - - - 2,3 3,0 2,0 2,7 2,6 2,4
24,0 - - - - - 1,2 2,5 1,5 2,3 2,2 1,9
26,0 - - - - - - 1,1 1,1 1,8 1,7 1,5
28,0 - - - - - - - 0,8 1,5 1,4 1,2
30,0 - - - - - - - - 1,2 1,1 0,9
32,0 - - - - - - - - 1,0 0,9 0,6
34,0 - - - - - - - - - 0,7 -

EN 13000

** Over rear with additional equipment. Nach hinten mit Zusatzeinrichtung. En arrierre avec équipement  supplémentaires. Por la parte trasera con equipo adicional. Sul posteriore con equipaggiamento ausiliario. над задней 
частью с специальным оборудованием.
I* 0ver rear, nach hinten, en arrière, por la parte trasera, sul posteriore, Над задней частью
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Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

39,7 - 43,0 m 8,7/15 m 6,2 m 360° 11,6 t

EN 13000

m 39,7 43,0
m 8,7 8,7

0° 20° 40° * 0° - 20° * 20° - 40° 0° 20° 40° * 0° - 20° * 20° - 40°
9,0 4,8 - - - - - - - - -

10,0 4,8 - - - - 4,1 - - - -
11,0 4,8 - - - - 4,1 - - - -
12,0 4,8 4,2 - 2,5 - 4,1 - - - -
13,0 4,7 4,1 - 2,5 - 4,1 3,8 - 2,5 -
14,0 4,7 4,0 3,3 2,4 1,9 4,1 3,8 - 2,4 -
15,0 4,6 3,9 3,3 2,3 1,9 4,1 3,8 3,2 2,4 1,9
16,0 4,5 3,8 3,2 2,2 1,8 3,9 3,7 3,2 2,3 1,9
18,0 4,1 3,7 3,2 2,1 1,8 3,6 3,4 3,1 2,2 1,8
20,0 3,8 3,5 3,1 2,0 1,7 3,3 3,2 3,1 2,1 1,8
22,0 3,4 3,3 3,0 1,9 1,7 3,1 3,0 2,9 2,0 1,7
24,0 2,9 2,9 3,0 1,8 1,7 2,9 2,8 2,7 1,9 1,7
26,0 2,6 2,5 2,6 1,8 1,6 2,5 2,5 2,6 1,8 1,7
28,0 2,3 2,3 2,3 1,7 1,6 2,1 2,1 2,3 1,8 1,6
30,0 2,0 2,0 2,1 1,6 1,6 1,7 1,7 1,9 1,7 1,6
32,0 1,6 1,6 1,8 1,6 1,6 1,4 1,4 1,5 1,4 1,5
34,0 1,4 1,4 1,5 1,4 1,5 1,1 1,1 1,3 1,1 1,3
36,0 1,1 1,1 1,2 1,1 1,2 0,9 0,9 1,0 0,9 1,0
38,0 0,9 0,9 1,0 0,9 1,0 0,7 0,7 0,8 0,7 0,8
40,0 0,7 0,7 0,8 0,7 0,8 - - - - -
42,0 - - 0,6 - 0,6 - - - - -

m 39,7 43,0
m 15 15

0° 20° 40° * 0° - 20° * 20° - 40° 0° 20° 40° * 0° - 20° * 20° - 40°
9,0 2,7 - - - - - - - - -

10,0 2,7 - - - - 2,4 - - - -
11,0 2,7 - - - - 2,4 - - - -
12,0 2,7 - - - - 2,4 - - - -
13,0 2,7 - - - - 2,4 - - - -
14,0 2,7 - - - - 2,4 - - - -
15,0 2,6 2,2 - 1,3 - 2,4 - - - -
16,0 2,6 2,1 - 1,2 - 2,4 2,1 - 1,3 -
18,0 2,6 2,1 - 1,2 - 2,4 2,1 - 1,2 -
20,0 2,5 2,0 1,6 1,1 0,9 2,3 2,0 1,6 1,1 0,9
22,0 2,3 1,9 1,6 1,0 0,8 2,3 1,9 1,6 1,1 0,8
24,0 2,2 1,8 1,6 1,0 0,8 2,2 1,8 1,6 1,0 0,8
26,0 2,1 1,8 1,5 0,9 0,8 2,1 1,8 1,5 0,9 0,8
28,0 2,0 1,7 1,5 0,9 0,8 2,0 1,7 1,5 0,9 0,8
30,0 1,9 1,7 1,5 0,8 0,7 1,9 1,7 1,5 0,9 0,8
32,0 1,7 1,6 1,5 0,8 0,7 1,6 1,6 1,5 0,8 0,7
34,0 1,6 1,5 1,5 0,8 0,7 1,3 1,3 1,5 0,8 0,7
36,0 1,3 1,3 1,4 0,7 0,7 1,1 1,1 1,3 0,8 0,7
38,0 1,1 1,1 1,3 0,7 0,7 0,9 0,9 1,1 0,7 0,7
40,0 0,9 0,9 1,1 0,7 0,7 0,7 0,7 0,9 0,7 0,7
42,0 0,7 0,7 0,9 0,7 0,7 - - 0,7 - 0,7
44,0 0,6 0,6 0,7 0,6 0,6 - - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Swingaway (hydraulic luffing) • Klappspitze (hydraulisch wippbar) • Extension treillis (déport hydraulique) • Plumín (angulable 
hidráulicamente) • Falcone (brandeggio idraulico) • Складной удлинитель стрелы (гидравлическое изменение вылета)

Load charts • Traglasten • Capacités de levage
Capacidades • Capacità • Таблицы грузоподъемности

39,7 - 43,0 m 8,7/15 m 6,2 m 360° 7,6 t

EN 13000

m 39,7 43,0
m 8,7 8,7

0° 20° 40° * 0° - 20° * 20° - 40° 0° 20° 40° * 0° - 20° * 20° - 40°
9,0 4,8 - - - - - - - - -

10,0 4,8 - - - - 4,1 - - - -
11,0 4,8 - - - - 4,1 - - - -
12,0 4,8 4,2 - 2,5 - 4,1 - - - -
13,0 4,7 4,1 - 2,5 - 4,1 3,8 - 2,5 -
14,0 4,7 4,0 3,3 2,4 1,9 4,1 3,8 - 2,4 -
15,0 4,6 3,9 3,3 2,3 1,9 4,1 3,8 3,2 2,4 1,9
16,0 4,4 3,8 3,2 2,2 1,8 3,9 3,7 3,2 2,3 1,9
18,0 3,6 3,6 3,2 2,1 1,8 3,6 3,4 3,1 2,2 1,8
20,0 3,2 3,1 3,1 2,0 1,7 3,0 3,0 3,1 2,1 1,8
22,0 2,8 2,8 2,8 1,9 1,7 2,4 2,4 2,7 2,0 1,7
24,0 2,3 2,3 2,5 1,8 1,7 2,0 2,0 2,2 1,9 1,7
26,0 1,9 1,9 2,1 1,8 1,6 1,6 1,6 1,8 1,6 1,7
28,0 1,6 1,6 1,7 1,6 1,6 1,3 1,3 1,4 1,3 1,4
30,0 1,3 1,3 1,4 1,3 1,4 1,0 1,0 1,1 1,0 1,1
32,0 1,0 1,0 1,1 1,0 1,1 0,7 0,7 0,9 0,7 0,9
34,0 0,8 0,8 0,9 0,8 0,9 - - 0,6 - 0,6
36,0 - - 0,6 - 0,6 - - - - -

m 39,7 43,0
m 15 15

0° 20° 40° * 5° - 20° * 20° - 40° 0° 20° 40° * 5° - 20° * 20° - 40°
9,0 2,7 - - - - - - - - -

10,0 2,7 - - - - 2,4 - - - -
11,0 2,7 - - - - 2,4 - - - -
12,0 2,7 - - - - 2,4 - - - -
13,0 2,7 - - - - 2,4 - - - -
14,0 2,7 - - - - 2,4 - - - -
15,0 2,6 2,2 - 1,3 - 2,4 - - - -
16,0 2,6 2,2 - 1,2 - 2,4 2,1 - 1,3 -
18,0 2,6 2,1 - 1,2 - 2,4 2,1 - 1,2 -
20,0 2,5 2,0 1,6 1,1 0,9 2,3 2,0 1,6 1,1 0,9
22,0 2,3 1,9 1,6 1,0 0,8 2,3 1,9 1,6 1,1 0,8
24,0 2,2 1,8 1,6 1,0 0,8 2,1 1,8 1,6 1,0 0,8
26,0 2,0 1,8 1,5 0,9 0,8 1,8 1,8 1,5 0,9 0,8
28,0 1,7 1,7 1,5 0,9 0,8 1,4 1,4 1,5 0,9 0,8
30,0 1,5 1,5 1,5 0,8 0,7 1,1 1,1 1,5 0,9 0,8
32,0 1,2 1,2 1,4 0,8 0,7 0,9 0,9 1,2 0,8 0,7
34,0 1,0 1,0 1,2 0,8 0,7 0,7 0,7 0,9 0,7 0,7
36,0 0,8 0,8 0,9 0,7 0,7 - - 0,7 - 0,7
38,0 - - 0,7 - 0,7 - - - - -

*Luffing under load • Unter Teillast wippbar • Inclinaison sous charge • Angulacion con carga • Brandeggio sotto carico • Изменение вылета под нагрузкой
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Encombrement
Dimensiones

Ra = Radius all wheels steered
Radius allradgelenkt
Rayon toutes les roues directrices
Radio de giro con todas las ruedas giradas

9820 - 38100

34
80

11
35

20
°

2430 1440 1200 1600 2640 1185

8400 360
6625

6625

4058 2567

62
00
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00
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00
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77

50
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20°
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11020

Dimensiones

GMK 30502

Ra = Radius all wheels steered
Radius allradgelenkt
Rayon toutes les roues directrices
Radio de giro con todas las ruedas giradas

9820 - 38100

34
80

11
35

20
°

2430 1440 1200 1600 2640 1185

8400 360
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Working range
Arbeitsbereiche
Portée flèche
Gama de trabajo

9,8 – 38,1 m 9/15 m 360˚

2,0

2,0
2,0

2,0

1,9

1,3

0,7

0,8

1,5 3,2
3,2

3,1

3,0

2,3

1,5

0,8

0,6

2,9 

7,2
7,2

6,9

4,8

3,1

2,1

1,3

1,0

0,7

2,2

2,6

3,1

4,4

5,8

8,5
10,8

11,0

16,0

30,5

16,7

9,7

7,5

50,0*

31,0

21,0

16,0

11,9

6,7

5,1

4,2

Hook block • Unterflasche • Crochet-moufle • Gancho H
(t) (mm)

50E/D 2940

28E 2860

12E 2760

5 H/B 2100

GMK 30503

10

20

30

40

50

60

[m]

01020304050

R[m]

5°

40°

+ 15,0 m
+ 9,0 m

38,1 m
31,0 m

24,0 m
     

16,9 m
9,8 m
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10 GMK 3050

T1 0 50/0 100/0 100/0 100/0 100/0 100/0 100 100
T2 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100
T3 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100
T4 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100

DIN/ISO

Lifting capacities for telescopic boom
Traglasten am Teleskopausleger
Forces de levage à la flèche télescopique
Capacidades de elevación con pluma telescópico

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/45,0 30,5 30,5 16,0 16,0 15,0
4,0 36,5 27,5 30,0 16,0 16,0 15,0 11,0 8,5
5,0 31,0 23,5 26,0 16,0 16,0 15,0 11,0 8,5 7,2
6,0 25,5 20,5 23,5 16,0 16,0 15,0 11,0 8,5 7,2
7,0 21,0 18,6 20,5 16,0 16,0 15,0 11,0 8,5 7,2
8,0 16,6 16,7 16,0 15,2 13,8 10,8 8,5 7,2
9,0 15,2 15,7 13,9 13,8 12,5 10,2 8,4 7,2

10,0 12,7 13,2 11,9 11,9 11,6 9,6 8,4 7,2
11,0 11,2 10,6 10,3 10,2 9,1 8,4 7,2
12,0 9,7 9,9 8,9 9,0 8,5 8,3 7,1
13,0 8,5 8,7 7,7 8,0 8,0 7,8 7,0
14,0 7,5 7,7 6,7 7,1 7,1 7,1 6,9
15,0 6,9 6,1 6,7 6,3 6,4 6,4
16,0 6,1 5,8 6,3 5,8 5,8 5,8
18,0 5,1 5,2 5,2 4,7 4,8
20,0 4,2 4,3 4,4 3,7 3,9
22,0 3,6 3,7 3,0 3,1
24,0 3,0 3,1 2,4 2,6
26,0 2,6 2,0 2,1
28,0 2,2 1,5 1,7
30,0 1,2 1,3
32,0 1,0
34,0 0,7

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/49,5 30,5 30,5 17,6 17,6 16,5
4,0 40,0 30,0 30,5 17,6 17,6 16,5 12,1 9,4
5,0 34,5 26,0 29,0 17,6 17,6 16,5 12,1 9,4 7,9
6,0 28,0 22,5 25,5 17,6 17,6 16,5 12,1 9,4 7,9
7,0 23,0 20,5 22,5 17,6 17,6 16,5 12,1 9,3 7,9
8,0 18,2 18,3 17,6 16,7 15,2 11,9 9,3 7,9
9,0 16,4 16,9 15,3 15,2 13,8 11,2 9,3 7,9

10,0 13,7 14,2 12,9 13,0 12,7 10,6 9,2 7,9
11,0 12,1 11,6 11,3 11,3 10,0 9,2 7,9
12,0 10,5 10,8 9,7 9,9 9,3 9,1 7,8
13,0 9,2 9,5 8,5 8,7 8,7 8,6 7,7
14,0 8,1 8,4 7,4 7,9 7,8 7,9 7,6
15,0 7,5 6,7 7,3 7,0 7,1 7,0
16,0 6,7 6,4 7,0 6,4 6,4 6,4
18,0 5,6 5,8 5,7 5,1 5,2
20,0 4,6 4,8 4,8 4,1 4,3
22,0 3,9 4,0 3,3 3,5
24,0 3,3 3,4 2,7 2,8
26,0 2,8 2,1 2,3
28,0 2,4 1,7 1,8
30,0 1,3 1,4
32,0 1,1
34,0 0,8

85%

T1 T2 T3 T4 %

* over rear, nach hinten, en arrière, por la parte trasera.
Lifting capacities > 44 t require additional equipment. Traglasten > 44 t erfordern Zusatzeinrichtung. Capacités de levage > 44 t demandent équipement supplémentaires. Capacidades de elevación > 44 Tm requiere equipo adicional.

10,5 t9,8 – 38,1 m 360°

10 GMK 3050

T1 0 50/0 100/0 100/0 100/0 100/0 100/0 100 100
T2 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100
T3 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100
T4 0 0/17 0/33 17/50 33/67 50/83 67/100 83 100

DIN/ISO

Lifting capacities for telescopic boom
Traglasten am Teleskopausleger
Forces de levage à la flèche télescopique
Capacidades de elevación con pluma telescópico

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/45,0 30,5 30,5 16,0 16,0 15,0
4,0 36,5 27,5 30,0 16,0 16,0 15,0 11,0 8,5
5,0 31,0 23,5 26,0 16,0 16,0 15,0 11,0 8,5 7,2
6,0 25,5 20,5 23,5 16,0 16,0 15,0 11,0 8,5 7,2
7,0 21,0 18,6 20,5 16,0 16,0 15,0 11,0 8,5 7,2
8,0 16,6 16,7 16,0 15,2 13,8 10,8 8,5 7,2
9,0 15,2 15,7 13,9 13,8 12,5 10,2 8,4 7,2

10,0 12,7 13,2 11,9 11,9 11,6 9,6 8,4 7,2
11,0 11,2 10,6 10,3 10,2 9,1 8,4 7,2
12,0 9,7 9,9 8,9 9,0 8,5 8,3 7,1
13,0 8,5 8,7 7,7 8,0 8,0 7,8 7,0
14,0 7,5 7,7 6,7 7,1 7,1 7,1 6,9
15,0 6,9 6,1 6,7 6,3 6,4 6,4
16,0 6,1 5,8 6,3 5,8 5,8 5,8
18,0 5,1 5,2 5,2 4,7 4,8
20,0 4,2 4,3 4,4 3,7 3,9
22,0 3,6 3,7 3,0 3,1
24,0 3,0 3,1 2,4 2,6
26,0 2,6 2,0 2,1
28,0 2,2 1,5 1,7
30,0 1,2 1,3
32,0 1,0
34,0 0,7

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/49,5 30,5 30,5 17,6 17,6 16,5
4,0 40,0 30,0 30,5 17,6 17,6 16,5 12,1 9,4
5,0 34,5 26,0 29,0 17,6 17,6 16,5 12,1 9,4 7,9
6,0 28,0 22,5 25,5 17,6 17,6 16,5 12,1 9,4 7,9
7,0 23,0 20,5 22,5 17,6 17,6 16,5 12,1 9,3 7,9
8,0 18,2 18,3 17,6 16,7 15,2 11,9 9,3 7,9
9,0 16,4 16,9 15,3 15,2 13,8 11,2 9,3 7,9

10,0 13,7 14,2 12,9 13,0 12,7 10,6 9,2 7,9
11,0 12,1 11,6 11,3 11,3 10,0 9,2 7,9
12,0 10,5 10,8 9,7 9,9 9,3 9,1 7,8
13,0 9,2 9,5 8,5 8,7 8,7 8,6 7,7
14,0 8,1 8,4 7,4 7,9 7,8 7,9 7,6
15,0 7,5 6,7 7,3 7,0 7,1 7,0
16,0 6,7 6,4 7,0 6,4 6,4 6,4
18,0 5,6 5,8 5,7 5,1 5,2
20,0 4,6 4,8 4,8 4,1 4,3
22,0 3,9 4,0 3,3 3,5
24,0 3,3 3,4 2,7 2,8
26,0 2,8 2,1 2,3
28,0 2,4 1,7 1,8
30,0 1,3 1,4
32,0 1,1
34,0 0,8

85%

T1 T2 T3 T4 %

* over rear, nach hinten, en arrière, por la parte trasera.
Lifting capacities > 44 t require additional equipment. Traglasten > 44 t erfordern Zusatzeinrichtung. Capacités de levage > 44 t demandent équipement supplémentaires. Capacidades de elevación > 44 Tm requiere equipo adicional.

10,5 t9,8 – 38,1 m 360°

DIN/ISO

Lifting capacities for telescopic boom
Traglasten am Teleskopausleger
Forces de levage à la flèche télescopique
Capacidades de elevación con pluma telescópico

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/45,0 30,5 30,5 16,0 16,0 15,0
4,0 36,5 27,5 30,0 16,0 16,0 15,0 11,0 8,5
5,0 30,0 23,5 26,0 16,0 16,0 15,0 11,0 8,5 7,2
6,0 24,5 20,5 22,0 16,0 16,0 15,0 11,0 8,5 7,2
7,0 19,4 18,6 17,2 16,0 16,0 15,0 11,0 8,5 7,2
8,0 16,0 16,0 13,9 13,7 13,4 10,8 8,5 7,2
9,0 13,0 13,5 12,2 11,6 11,4 10,2 8,4 7,2

10,0 10,7 11,2 11,3 9,9 9,8 9,6 8,4 7,2
11,0 9,5 9,8 8,5 8,6 8,4 8,3 7,2
12,0 8,2 8,4 7,3 8,1 7,3 7,3 7,1
13,0 7,1 7,3 6,8 7,6 6,9 6,4 6,4
14,0 6,1 6,4 6,4 6,7 6,5 5,7 5,7
15,0 5,6 5,8 5,9 6,0 5,1 5,1
16,0 5,0 5,1 5,3 5,4 4,5 4,5
18,0 4,1 4,2 4,3 3,6 3,6
20,0 3,3 3,4 3,5 2,8 2,9
22,0 2,8 2,8 2,2 2,3
24,0 2,2 2,3 1,7 1,8
26,0 1,9 1,3 1,4
28,0 1,5 0,9 1,0
30,0 0,6 0,7

m 9,8 13,4 16,9 20,4 24,0 27,5 31,0 34,6 38,1

3,0 50,0*/49,5 30,5 30,5 17,6 17,6 16,5
4,0 40,0 30,0 30,5 17,6 17,6 16,5 12,1 9,4
5,0 33,0 26,0 29,0 17,6 17,6 16,5 12,1 9,4 7,9
6,0 26,5 22,5 24,0 17,6 17,6 16,5 12,1 9,4 7,9
7,0 21,0 20,5 18,9 17,6 17,6 16,5 12,1 9,3 7,9
8,0 17,2 17,6 15,3 15,1 14,8 11,9 9,3 7,9
9,0 14,0 14,5 13,4 12,7 12,5 11,2 9,3 7,9

10,0 11,6 12,1 12,4 10,9 10,8 10,6 9,2 7,9
11,0 10,3 10,6 9,3 9,5 9,2 9,1 7,9
12,0 8,9 9,1 8,0 8,9 8,1 8,0 7,8

85%

7 t9,8 – 38,1 m 360°
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GMK 3050 13

DIN/ISO

Lifting capacities for telescopic swingaway
Traglasten Teleskopklappspitze
Forces de levage à l’extension télescopique
Capacidades de elevación para plumín telescópico

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 3,8
7,0 3,8
8,0 3,8 3,2
9,0 3,8 2,3 3,2

10,0 3,8 3,7 2,3 3,2 2,0
11,0 3,8 3,6 3,0 2,3 3,2 3,2 2,0
12,0 3,7 3,5 3,0 2,3 2,3 3,2 3,2 2,0
13,0 3,7 3,5 2,9 2,3 2,2 3,2 3,2 2,9 2,0
14,0 3,6 3,4 2,9 2,3 2,2 3,2 3,2 2,9 2,0 2,0
15,0 3,5 3,3 2,9 2,3 2,1 3,1 3,1 2,8 2,0 2,0
16,0 3,4 3,2 2,8 2,2 2,0 1,6 3,1 3,1 2,8 2,0 2,0
18,0 3,2 3,1 2,7 2,2 1,9 1,5 3,0 3,0 2,7 2,0 1,9 1,5
20,0 3,1 2,9 2,7 2,1 1,8 1,5 3,0 3,0 2,7 2,0 1,8 1,5
22,0 2,9 2,8 2,6 2,0 1,7 1,5 2,9 2,9 2,6 2,0 1,8 1,5
24,0 2,6 2,6 2,5 1,9 1,7 1,4 2,3 2,5 2,6 2,0 1,7 1,4
26,0 2,4 2,4 2,4 1,9 1,6 1,4 1,9 2,0 2,2 1,9 1,6 1,4
28,0 2,0 2,1 2,2 1,8 1,5 1,4 1,5 1,6 1,8 1,9 1,6 1,4
30,0 1,7 1,7 1,8 1,6 1,5 1,3 1,1 1,2 1,3 1,6 1,5 1,4
32,0 1,3 1,4 1,6 1,4 1,3 0,8 0,9 1,0 1,3 1,5 1,3
34,0 1,1 1,1 1,5 1,4 1,3 0,6 0,6 1,0 1,2 1,3
36,0 0,8 1,2 1,3 1,3 0,7 0,9 1,1
38,0 1,0 1,1 0,7 0,8
40,0 0,8 0,9
42,0 0,6

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 4,1
7,0 4,1
8,0 4,1 3,5
9,0 4,1 2,5 3,5

10,0 4,1 4,1 2,5 3,5 2,2
11,0 4,1 4,0 3,3 2,5 3,5 3,5 2,2
12,0 4,1 3,9 3,3 2,5 2,5 3,5 3,5 2,2
13,0 4,0 3,8 3,2 2,5 2,5 3,5 3,5 3,2 2,2
14,0 3,9 3,7 3,2 2,5 2,4 3,5 3,5 3,2 2,2 2,2
15,0 3,8 3,6 3,1 2,5 2,3 3,4 3,4 3,1 2,2 2,2
16,0 3,8 3,6 3,1 2,5 2,2 1,8 3,4 3,4 3,1 2,2 2,1
18,0 3,6 3,4 3,0 2,4 2,1 1,7 3,3 3,3 3,0 2,2 2,1 1,7
20,0 3,4 3,2 3,0 2,3 2,0 1,6 3,3 3,3 3,0 2,2 2,0 1,7
22,0 3,1 3,0 2,9 2,2 1,9 1,6 3,2 3,2 2,9 2,2 1,9 1,6
24,0 2,9 2,9 2,8 2,1 1,8 1,6 2,6 2,8 2,9 2,2 1,9 1,6
26,0 2,7 2,7 2,7 2,0 1,8 1,5 2,1 2,3 2,4 2,1 1,8 1,5
28,0 2,2 2,3 2,4 1,9 1,7 1,5 1,6 1,8 1,9 2,0 1,7 1,5
30,0 1,8 1,9 1,9 1,8 1,6 1,5 1,2 1,4 1,5 1,7 1,7 1,5
32,0 1,5 1,5 1,7 1,6 1,5 0,9 1,0 1,1 1,4 1,6 1,5
34,0 1,2 1,2 1,6 1,5 1,5 0,6 0,7 1,1 1,3 1,5
36,0 0,9 1,4 1,5 1,5 0,8 1,0 1,2
38,0 1,1 1,2 0,7 0,9
40,0 0,9 1,0
42,0 0,7

85%

T1 0/100 100
T2 100/67 100
T3 100/67 100
T4 100/67 100

T1 T2 T3 T4 %

* 5° - 20° and 20° - 40° as per operating manual, 5° - 20° und 20° - 40° siehe Betriebsbuch, 5° - 20° et 20° - 40° selon instructions de service, 5° - 20° y 20° - 40° segun el manual de operación.

*

*

10,5 t31,0 – 38,1 m 9/15 m 360°

GMK 3050 13

DIN/ISO

Lifting capacities for telescopic swingaway
Traglasten Teleskopklappspitze
Forces de levage à l’extension télescopique
Capacidades de elevación para plumín telescópico

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 3,8
7,0 3,8
8,0 3,8 3,2
9,0 3,8 2,3 3,2

10,0 3,8 3,7 2,3 3,2 2,0
11,0 3,8 3,6 3,0 2,3 3,2 3,2 2,0
12,0 3,7 3,5 3,0 2,3 2,3 3,2 3,2 2,0
13,0 3,7 3,5 2,9 2,3 2,2 3,2 3,2 2,9 2,0
14,0 3,6 3,4 2,9 2,3 2,2 3,2 3,2 2,9 2,0 2,0
15,0 3,5 3,3 2,9 2,3 2,1 3,1 3,1 2,8 2,0 2,0
16,0 3,4 3,2 2,8 2,2 2,0 1,6 3,1 3,1 2,8 2,0 2,0
18,0 3,2 3,1 2,7 2,2 1,9 1,5 3,0 3,0 2,7 2,0 1,9 1,5
20,0 3,1 2,9 2,7 2,1 1,8 1,5 3,0 3,0 2,7 2,0 1,8 1,5
22,0 2,9 2,8 2,6 2,0 1,7 1,5 2,9 2,9 2,6 2,0 1,8 1,5
24,0 2,6 2,6 2,5 1,9 1,7 1,4 2,3 2,5 2,6 2,0 1,7 1,4
26,0 2,4 2,4 2,4 1,9 1,6 1,4 1,9 2,0 2,2 1,9 1,6 1,4
28,0 2,0 2,1 2,2 1,8 1,5 1,4 1,5 1,6 1,8 1,9 1,6 1,4
30,0 1,7 1,7 1,8 1,6 1,5 1,3 1,1 1,2 1,3 1,6 1,5 1,4
32,0 1,3 1,4 1,6 1,4 1,3 0,8 0,9 1,0 1,3 1,5 1,3
34,0 1,1 1,1 1,5 1,4 1,3 0,6 0,6 1,0 1,2 1,3
36,0 0,8 1,2 1,3 1,3 0,7 0,9 1,1
38,0 1,0 1,1 0,7 0,8
40,0 0,8 0,9
42,0 0,6

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 4,1
7,0 4,1
8,0 4,1 3,5
9,0 4,1 2,5 3,5

10,0 4,1 4,1 2,5 3,5 2,2
11,0 4,1 4,0 3,3 2,5 3,5 3,5 2,2
12,0 4,1 3,9 3,3 2,5 2,5 3,5 3,5 2,2
13,0 4,0 3,8 3,2 2,5 2,5 3,5 3,5 3,2 2,2
14,0 3,9 3,7 3,2 2,5 2,4 3,5 3,5 3,2 2,2 2,2
15,0 3,8 3,6 3,1 2,5 2,3 3,4 3,4 3,1 2,2 2,2
16,0 3,8 3,6 3,1 2,5 2,2 1,8 3,4 3,4 3,1 2,2 2,1
18,0 3,6 3,4 3,0 2,4 2,1 1,7 3,3 3,3 3,0 2,2 2,1 1,7
20,0 3,4 3,2 3,0 2,3 2,0 1,6 3,3 3,3 3,0 2,2 2,0 1,7
22,0 3,1 3,0 2,9 2,2 1,9 1,6 3,2 3,2 2,9 2,2 1,9 1,6
24,0 2,9 2,9 2,8 2,1 1,8 1,6 2,6 2,8 2,9 2,2 1,9 1,6
26,0 2,7 2,7 2,7 2,0 1,8 1,5 2,1 2,3 2,4 2,1 1,8 1,5
28,0 2,2 2,3 2,4 1,9 1,7 1,5 1,6 1,8 1,9 2,0 1,7 1,5
30,0 1,8 1,9 1,9 1,8 1,6 1,5 1,2 1,4 1,5 1,7 1,7 1,5
32,0 1,5 1,5 1,7 1,6 1,5 0,9 1,0 1,1 1,4 1,6 1,5
34,0 1,2 1,2 1,6 1,5 1,5 0,6 0,7 1,1 1,3 1,5
36,0 0,9 1,4 1,5 1,5 0,8 1,0 1,2
38,0 1,1 1,2 0,7 0,9
40,0 0,9 1,0
42,0 0,7

85%

T1 0/100 100
T2 100/67 100
T3 100/67 100
T4 100/67 100

T1 T2 T3 T4 %

* 5° - 20° and 20° - 40° as per operating manual, 5° - 20° und 20° - 40° siehe Betriebsbuch, 5° - 20° et 20° - 40° selon instructions de service, 5° - 20° y 20° - 40° segun el manual de operación.

*

*

10,5 t31,0 – 38,1 m 9/15 m 360°

DIN/ISO

Lifting capacities for telescopic swingaway
Traglasten Teleskopklappspitze
Forces de levage à l’extension télescopique
Capacidades de elevación para plumín telescópico

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 3,8
7,0 3,8
8,0 3,8 3,2
9,0 3,8 2,3 3,2

10,0 3,8 3,7 2,3 3,2 2,0
11,0 3,8 3,6 3,0 2,3 3,2 3,2 2,0
12,0 3,7 3,5 3,0 2,3 2,3 3,2 3,2 2,0
13,0 3,7 3,5 2,9 2,3 2,2 3,2 3,2 2,9 2,0
14,0 3,6 3,4 2,9 2,3 2,2 3,2 3,2 2,9 2,0 2,0
15,0 3,5 3,3 2,9 2,3 2,1 3,1 3,1 2,8 2,0 2,0
16,0 3,4 3,2 2,8 2,2 2,0 1,6 3,1 3,1 2,8 2,0 2,0
18,0 3,2 3,1 2,7 2,2 1,9 1,5 3,0 3,0 2,7 2,0 1,9 1,5
20,0 3,1 2,9 2,7 2,1 1,8 1,5 2,6 2,8 2,7 2,0 1,8 1,5
22,0 2,8 2,8 2,6 2,0 1,7 1,5 2,0 2,2 2,5 2,0 1,8 1,5
24,0 2,2 2,4 2,5 1,9 1,7 1,4 1,5 1,7 1,9 2,0 1,7 1,4
26,0 1,8 1,9 2,0 1,8 1,6 1,4 1,1 1,3 1,5 1,6 1,6 1,4
28,0 1,4 1,5 1,6 1,7 1,5 1,4 0,8 0,9 1,1 1,2 1,5 1,4
30,0 1,1 1,2 1,2 1,5 1,5 1,3 0,6 0,7 0,9 1,2 1,4
32,0 0,8 0,9 1,2 1,4 1,3 0,7 0,9 1,1
34,0 1,0 1,1 1,2 0,6 0,8
36,0 0,8 0,9 0,9
38,0 0,7

m 31,0 38,1
m 9 15 9 15

5° 20° 40° 5° 20° 40° 5° 20° 40° 5° 20° 40°

6,0 4,1
7,0 4,1
8,0 4,1 3,5
9,0 4,1 2,5 3,5

10,0 4,1 4,1 2,5 3,5 2,2
11,0 4,1 4,0 3,3 2,5 3,5 3,5 2,2

85%

*

*

7 t31,0 – 38,1 m 9/15 m 360°
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12 GMK 3050

DIN/ISO

Lifting capacities for telescopic boom
Traglasten am Teleskopausleger
Forces de levage à la flèche télescopique
Capacidades de elevación con pluma telescópico

m 9,8 – 13,4 13,4 – 16,9 

3,0 11,6 12,1
4,0 8,9 9,4
5,0 7,0 7,5
6,0 5,6 6,1
7,0 4,5 5,0
8,0 3,6 4,1
9,0 2,9 3,4

10,0 2,3 2,8
11,0 2,3
12,0 1,9
13,0 1,5
14,0 1,1

T1 0 - 0 0 - 0
T2 0 - 17 17 - 33
T3 0 - 17 17 - 33
T4 0 - 17 17 - 33

T1 T2 T3 T4 %

10,5 t9,8 – 16,9 m 0°

DIN/ISO
m 9,8 – 13,4 13,4 – 16,9 

3,0 11,1 11,6
4,0 8,5 9,0
5,0 6,7 7,2
6,0 5,3 5,8
7,0 4,2 4,7
8,0 3,4 3,9
9,0 2,7 3,2
10,0 2,1 2,6
11,0 2,1
12,0 1,7
13,0 1,3

7 t9,8 – 16,9 m 0°

12 GMK 3050

DIN/ISO

Lifting capacities for telescopic boom
Traglasten am Teleskopausleger
Forces de levage à la flèche télescopique
Capacidades de elevación con pluma telescópico

m 9,8 – 13,4 13,4 – 16,9 

3,0 11,6 12,1
4,0 8,9 9,4
5,0 7,0 7,5
6,0 5,6 6,1
7,0 4,5 5,0
8,0 3,6 4,1
9,0 2,9 3,4

10,0 2,3 2,8
11,0 2,3
12,0 1,9
13,0 1,5
14,0 1,1

T1 0 - 0 0 - 0
T2 0 - 17 17 - 33
T3 0 - 17 17 - 33
T4 0 - 17 17 - 33

T1 T2 T3 T4 %

10,5 t9,8 – 16,9 m 0°

DIN/ISO
m 9,8 – 13,4 13,4 – 16,9 

3,0 11,1 11,6
4,0 8,5 9,0
5,0 6,7 7,2
6,0 5,3 5,8
7,0 4,2 4,7
8,0 3,4 3,9
9,0 2,7 3,2
10,0 2,1 2,6
11,0 2,1
12,0 1,7
13,0 1,3

7 t9,8 – 16,9 m 0°

12 GMK 3050

DIN/ISO
m 9,8 – 13,4 13,4 – 16,9 

3,0 11,6 12,1
4,0 8,9 9,4
5,0 7,0 7,5
6,0 5,6 6,1
7,0 4,5 5,0
8,0 3,6 4,1
9,0 2,9 3,4

10,0 2,3 2,8
11,0 2,3
12,0 1,9
13,0 1,5
14,0 1,1

T1 0 - 0 0 - 0
T2 0 - 17 17 - 33
T3 0 - 17 17 - 33
T4 0 - 17 17 - 33

T1 T2 T3 T4 %

10,5 t9,8 – 16,9 m 0°

DIN/ISO
m 9,8 – 13,4 13,4 – 16,9 

3,0 11,1 11,6
4,0 8,5 9,0
5,0 6,7 7,2
6,0 5,3 5,8
7,0 4,2 4,7
8,0 3,4 3,9
9,0 2,7 3,2

10,0 2,1 2,6
11,0 2,1
12,0 1,7
13,0 1,3

7 t9,8 – 16,9 m 0°
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-  -7

SPEC. SHEET No. GR-300E-1-00201/EU-01
  

RATED  LIFTING  CAPACITIES
  

I S O   4 3 0 5

  
  
  
  

   Unit: ×1000kg

A
 B C C C C

 3.0 60.6   30.0 74.4   19.2 79.7   12.5
 3.5 57.0   27.2 72.5   19.2 78.5   12.5
 4.0 53.1   23.4 70.9   19.2 77.5   12.5 80.8     8.4
 4.5 49.2   21.3 68.9   18.3 76.3   12.5 80.0     8.4
 5.0 44.7   19.6 67.1   17.0 75.0   12.5 79.1     8.4
 5.5 40.3   18.1 65.1   15.8 74.0   12.5 78.3     8.4
 6.0 34.9   16.6 63.3   14.7 72.8   12.5 77.3     8.4
 6.5 28.7   15.2 61.4   13.6 71.5   11.7 76.6     8.4
 7.0 18.3   14.1 59.4   12.9 70.3   11.0 75.6     8.1
 8.0 54.9   10.9 67.7     9.75 73.7     7.5
 9.0 50.5     9.0 65.0     8.75 71.8     6.8
10.0 45.8     7.05 62.4     7.9 69.8     6.2
11.0 40.3     5.8 59.5     6.6 67.6     5.8
12.0 34.3     4.8 56.5     5.6 65.6     5.4
13.0 27.0     4.05 53.6     4.75 63.5     5.0
14.0 15.7     3.4 50.4     4.15 61.3     4.4
15.0 47.0     3.6 59.0     3.85
16.0 43.4     3.2 56.6     3.45
17.0 39.6     2.75 54.2     3.05
18.0 35.5     2.45 51.8     2.65
19.0 30.7     2.05 49.2     2.4
20.0 25.6     1.8 46.6     2.1
22.0 40.8     1.7
24.0 34.4     1.3
26.0 26.2     1.0
28.0 13.4     0.5

D
   Unit: ×1000kg

A
C B B B B

 0o 7.2 13.4 14.3 3.2 21.9 1.2 28.5 0.5

A :Boom length (m)
B :Load radius (m)
C :Loaded boom angle (o)
D :Minimum boom angle (o) for indicated length (no load)

ON OUTRIGGERS FULLY EXTENDED 6.3m SPREAD    360o   ROTATION
LIFTING CAPACITIES AT ZERO DEGREE BOOM ANGLE 

 0o

ON OUTRIGGERS FULLY EXTENDED 6.3m SPREAD
360o ROTATION

9.7m 16.8m 24.4m 31.0m

9.7m 16.8m 24.4m 31.0m

SPEC. SHEET No. GR-300E-1-00201/EU-01
 
  
  
  

   Unit: ×1000kg

A
 B C C C C

 3.0 60.6   30.0 74.4   19.2 79.7   12.5
 3.5 57.0   27.2 72.5   19.2 78.5   12.5
 4.0 53.1   23.4 70.9   19.2 77.5   12.5 80.8     8.4
 4.5 49.2   21.3 68.9   18.3 76.3   12.5 80.0     8.4
 5.0 44.7   19.6 67.1   17.0 75.0   12.5 79.1     8.4
 5.5 40.3   18.1 65.1   15.8 74.0   12.5 78.3     8.4
 6.0 34.9   16.6 63.3   14.7 72.8   12.5 77.3     8.4
 6.5 28.7   15.2 61.4   13.6 71.5   11.7 76.6     8.4
 7.0 18.3   12.9 59.4   12.6 70.3   11.0 75.6     8.1
 8.0 54.9     9.65 67.7     9.75 73.7     7.5
 9.0 50.5     7.7 65.0     8.75 71.8     6.8
10.0 45.8     6.25 62.1     7.05 69.8     6.2
11.0 40.3     5.15 59.4     5.95 67.6     5.8
12.0 34.3     4.2 56.5     4.95 65.5     5.3
13.0 27.0     3.5 53.4     4.2 63.2     4.5
14.0 15.7     2.9 50.2     3.55 61.1     3.85
15.0 46.9     3.05 58.8     3.35
16.0 43.3     2.6 56.5     2.85
17.0 39.5     2.25 54.0     2.5
18.0 35.2     1.85 51.6     2.2
19.0 30.6     1.6 49.1     1.85
20.0 25.1     1.35 46.4     1.6
22.0 40.4     1.15
24.0 33.6     0.8
26.0 25.6     0.55

D
   Unit: ×1000kg

A
C B B B B

 0o 7.2 12.0 14.3 2.7 21.9 0.9 28.5 0.3

 0o

LIFTING CAPACITIES AT ZERO DEGREE BOOM ANGLE 
ON OUTRIGGERS MID EXTENDED 5.9m SPREAD    360o   ROTATION

9.7m 16.8m 24.4m 31.0m

ON OUTRIGGERS MID EXTENDED 5.9m SPREAD
360o ROTATION

9.7m 16.8m 24.4m 31.0m
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SPEC. SHEET No. GR-300E-1-00201/EU-01
  
  
  
  

   Unit: ×1000kg

A
 B C C C C

 3.0 60.6   13.2 74.2   13.0 79.5   12.5
 3.5 57.0   10.25 72.2     9.8 78.4   10.9
 4.0 53.1     8.0 70.5     7.8 77.2     8.8 79.9     8.0
 4.5 49.2     6.7 68.4     6.45 75.9     7.25 79.0     7.2
 5.0 44.7     5.7 66.8     5.3 74.6     6.2 77.9     6.05
 5.5 40.3     4.7 64.6     4.4 73.3     5.2 77.0     5.45
 6.0 34.9     3.85 62.8     3.65 72.0     4.4 76.1     4.8
 6.5 28.7     3.3 60.9     3.05 70.6     3.8 75.1     4.25
 7.0 18.3     2.7 58.7     2.6 69.5     3.3 74.1     3.65
 8.0 54.6     1.85 66.7     2.4 72.3     2.75
 9.0 50.2     1.2 64.1     1.75 70.3     2.05
10.0 45.1     0.55 61.3     1.35 68.3     1.5
11.0 58.7     0.95 66.2     1.2
12.0 55.9     0.55 64.3     0.9
13.0 62.2     0.5

D
   Unit: ×1000kg

60o

LIFTING CAPACITIES AT ZERO DEGREE BOOM ANGLE 
ON OUTRIGGERS MIN EXTENDED 2.2m SPREAD    360o   ROTATION

 0o  40o 53o

ON OUTRIGGERS MIN EXTENDED 2.2m SPREAD
360o ROTATION

9.7m 16.8m 24.4m 31.0m

-  -9

SPEC. SHEET No. GR-300E-1-00201/EU-01
  
  
  
  

  
  
  
  
  
  
  
  

   Unit: ×1000kg

A
 B C C C C

 3.0 60.6   30.0 74.4   19.2 79.7   12.5
 3.5 57.0   27.2 72.5   19.2 78.5   12.5
 4.0 53.1   23.4 70.9   19.2 77.5   12.5 80.8     8.4
 4.5 49.2   21.3 68.9   18.3 76.3   12.5 80.0     8.4
 5.0 44.7   19.6 67.1   17.0 75.0   12.5 79.1     8.4
 5.5 40.3   15.7 65.1   15.0 74.0   12.5 78.3     8.4
 6.0 34.9   13.2 63.3   12.65 72.8   12.5 77.3     8.4
 6.5 28.7   11.3 61.4   10.85 71.5   11.7 76.6     8.4
 7.0 18.2     9.65 59.4     9.5 70.1   10.4 75.6     8.1
 8.0 54.9     7.3 67.5     8.2 73.7     7.5
 9.0 50.5     5.8 64.8     6.7 71.8     6.8
10.0 45.8     4.7 62.0     5.5 69.5     5.8
11.0 40.3     3.8 59.3     4.65 67.3     4.9
12.0 34.3     3.1 56.3     3.9 65.2     4.25
13.0 27.0     2.55 53.0     3.25 63.0     3.6
14.0 15.7     1.9 49.9     2.75 60.8     3.1
15.0 46.6     2.3 58.5     2.65
16.0 43.0     1.9 56.1     2.25
17.0 39.4     1.6 53.8     1.95
18.0 35.2     1.35 51.3     1.65
19.0 30.5     1.1 48.7     1.4
20.0 24.9     0.75 46.0     1.2
22.0 40.3     0.8

D
   Unit: ×1000kg

A
C B B B

 0o 7.2 9.0 14.3 1.8 21.9 0.5

A :Boom length (m)
B :Load radius (m)
C :Loaded boom angle (o)
D :Minimum boom angle (o) for indicated length (no load)

9.7m 16.8m 24.4m

ON OUTRIGGERS MID EXTENDED 5.0m SPREAD
360o ROTATION

ON OUTRIGGERS MID EXTENDED 5.0m SPREAD    360o   ROTATION
LIFTING CAPACITIES AT ZERO DEGREE BOOM ANGLE 

9.7m 16.8m 24.4m 31.0m

 0o 26o
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SPEC. SHEET No. GR-300E-1-00201/EU-01
  
  
  
  
  

   
  
  
  
  
  
  

R W R W R W R W R W R W
80o    5.9    3.5    8.1    2.4    9.8    1.7 80o    7.7    2.2  11.7    1.2  14.6    0.8
77.5o    7.7    3.5    9.8    2.3  11.4    1.65 77.5o    9.8    2.15  13.5    1.15  16.3    0.78
75o    9.4    3.5  11.4    2.2  12.9    1.6 75o  11.8    2.1  15.3    1.1  17.9    0.75
72.5o  11.2    3.23  13.0    2.1  14.4    1.55 72.5o  13.6    1.93  17.1    1.05  19.4    0.73
70o  12.7    2.95  14.6    2.0  15.8    1.5 70o  15.5    1.75  18.8    1.0  21.0    0.7
67.5o  14.3    2.75  16.1    1.93  17.2    1.45 67.5o  17.2    1.63  20.5    0.95  22.5    0.68
65o  15.8    2.55  17.5    1.85  18.6    1.4 65o  18.9    1.5  22.0    0.9  23.9    0.65
62.5o  17.3    2.35  19.0    1.8  19.9    1.38 62.5o  20.6    1.4  23.6    0.88  25.2    0.65
60o  18.7    2.15  20.4    1.75  21.2    1.35 60o  22.3    1.3  25.1    0.85  26.6    0.65
57.5o  20.0    1.95  21.6    1.65  22.4    1.33 57.5o  23.8    1.23  26.4    0.8  27.8    0.65
55o  21.4    1.75  22.9    1.55  23.6    1.3 55o  25.4    1.15  27.9    0.75  29.0    0.65
52.5o  22.6    1.55  24.0    1.38  24.7    1.23 52.5o  26.8    1.1  29.2    0.73  30.2    0.63
50o  23.9    1.35  25.2    1.2  25.7    1.15 50o  28.3    1.05  30.5    0.7  31.4    0.6
47.5o  25.0    1.18  26.3    1.1  26.7    1.1 47.5o  29.6    0.9  31.7    0.68  32.5    0.6
45o  26.0    1.0  27.3    1.0  27.7    1.0 45o  30.8    0.75  32.8    0.65  33.5    0.6
42.5o  27.1    0.9  28.2    0.9 42.5o  32.0    0.68  33.8    0.6
40o  28.1    0.8  29.1    0.8 40o  33.1    0.6  34.8    0.55
37.5o  29.0    0.7  30.0    0.7 37.5o  34.2    0.53  35.7    0.48
35o  30.0    0.6  30.8    0.6 35o  35.2    0.45  36.5    0.4
32.5o  30.8    0.53  31.5    0.53 32.5o  36.1    0.4
30o  31.6    0.45  32.2    0.45 30o  37.0    0.35
27.5o  32.3    0.4  32.8    0.38
25o  33.0    0.35  33.4    0.3

C  :Boom angle (o)
R  :Load radius (m)
W :Rated lifting capacity (Unit:×1000kg)

45oTilt5oTilt 25oTilt

ON OUTRIGGERS FULLY EXTENDED 6.3m SPREAD
360o  ROTATION

C
31.0m Boom + 7.2m Jib

C
31.0m Boom + 12.8m Jib

5oTilt 25oTilt45oTilt

 SPEC. SHEET No. GR-300E-1-00201/EU-01
   
  
  
  

R W R W R W R W R W R W
80o    5.9    3.5    8.1    2.4    9.8    1.7 80o    7.7    2.2  11.7    1.2  14.6    0.8
77.5o    7.7    3.5    9.8    2.3  11.4    1.65 77.5o    9.8    2.15  13.5    1.15  16.3    0.78
75o    9.4    3.5  11.4    2.2  12.9    1.6 75o  11.8    2.1  15.3    1.1  17.9    0.75
72.5o  11.2    3.23  13.0    2.1  14.4    1.55 72.5o  13.6    1.93  17.1    1.05  19.4    0.73
70o  12.7    2.95  14.6    2.0  15.8    1.5 70o  15.5    1.75  18.8    1.0  21.0    0.7
67.5o  14.3    2.75  16.1    1.93  17.2    1.45 67.5o  17.2    1.63  20.5    0.95  22.5    0.68
65o  15.8    2.55  17.5    1.85  18.6    1.4 65o  18.9    1.5  22.0    0.9  23.9    0.65
62.5o  17.3    2.35  19.0    1.8  19.9    1.38 62.5o  20.6    1.4  23.6    0.88  25.2    0.65
60o  18.7    2.15  20.4    1.75  21.2    1.35 60o  22.3    1.3  25.1    0.85  26.6    0.65
57.5o  20.0    1.88  21.6    1.6  22.4    1.33 57.5o  23.8    1.23  26.4    0.8  27.8    0.65
55o  21.4    1.6  22.9    1.45  23.6    1.3 55o  25.4    1.15  27.9    0.75  29.0    0.65
52.5o  22.6    1.35  24.0    1.25  24.7    1.15 52.5o  26.8    1.0  29.2    0.73  30.2    0.63
50o  23.9    1.1  25.1    1.05  25.7    1.0 50o  28.2    0.85  30.4    0.7  31.3    0.6
47.5o  25.0    0.95  26.1    0.9  26.7    0.88 47.5o  29.5    0.73  31.6    0.63  32.3    0.55
45o  26.0    0.8  27.1    0.75  27.7    0.75 45o  30.7    0.6  32.7    0.55  33.3    0.5
42.5o  27.1    0.68  28.1    0.63 42.5o  31.9    0.48  33.7    0.45
40o  28.1    0.55  29.0    0.5 40o  33.1    0.35  34.7    0.35
37.5o  29.0    0.48  29.8    0.43
35o  30.0    0.4  30.7    0.35

C  :Boom angle (o)
R  :Load radius (m)
W :Rated lifting capacity (Unit:×1000kg)

45oTilt

ON OUTRIGGERS MID EXTENDED 5.9m SPREAD
360o  ROTATION

C
31.0m Boom + 7.2m Jib

C
31.0m Boom + 12.8m Jib

5oTilt 25oTilt 45oTilt 5oTilt 25oTilt
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  SPEC. SHEET No. GR-300E-1-00201/EU-01
  
  
  
  
  

  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  

R W R W R W R W R W R W
80o    5.9    3.5    8.1    2.4    9.8    1.7 80o    7.7  2.2  11.7    1.2  14.6    0.8
77.5o    7.7    3.5    9.8    2.3  11.4    1.65 77.5o    9.8  2.15  13.5    1.15  16.3    0.78
75o    9.4    3.5  11.4    2.2  12.9    1.6 75o  11.8  2.1  15.3    1.1  17.9    0.75
72.5o  11.2    3.23  13.0    2.1  14.4    1.55 72.5o  13.6  1.93  17.1    1.05  19.4    0.73
70o  12.7    2.95  14.6    2.0  15.8    1.5 70o  15.5  1.75  18.8    1.0  21.0    0.7
67.5o  14.3    2.7  16.1    1.93  17.2    1.45 67.5o  17.2  1.63  20.5    0.95  22.5    0.68
65o  15.8    2.45  17.5    1.85  18.6    1.4 65o  18.9  1.5  22.0    0.9  23.9    0.65
62.5o  17.1    2.05  18.9    1.65  19.9    1.38 62.5o  20.6  1.38  23.6    0.88  25.2    0.65
60o  18.6    1.65  20.2    1.45  21.1    1.35 60o  22.2  1.25  25.1    0.85  26.6    0.65
57.5o  19.8    1.38  21.5    1.23  22.3    1.15 57.5o  23.7  1.03  26.5    0.75  27.8    0.65
55o  21.1    1.1  22.7    1.0  23.4    0.95 55o  25.1  0.8  27.7    0.65  29.0    0.65
52.5o  22.4    0.93  23.9    0.83  24.5    0.8 52.5o  26.5  0.65  29.0    0.53  30.2    0.55
50o  23.6    0.75  25.0    0.65  25.5    0.65 50o  27.9  0.5  30.3    0.40  31.2    0.45
47.5o  24.8    0.6  26.1    0.5  26.6    0.5
45o  25.9    0.45  27.1    0.35  27.5    0.35

C  :Boom angle (o)
R  :Load radius (m)
W :Rated lifting capacity (Unit:×1000kg)

25oTilt45oTilt 45oTilt

ON OUTRIGGERS MID EXTENDED 5.0m SPREAD
360o  ROTATION

C
31.0m Boom + 7.2m Jib

C
31.0m Boom + 12.8m Jib

5oTilt 25oTilt 5oTilt

-  -15

SPEC. SHEET No. GR-300E-1-00201/EU-01

R A T E D  L I F T I N G  C A P A C I T I E S
  
  

I S O  4 3 0 5  
  

  
  
  
  
  
  
  
  
  
  
  

          Unit: ×1000kg

A
 B C C C C C C

 3.0 60.6  18.0 60.6  11.0
 3.5 56.8  17.0 57.1    9.0
 4.0 53.0  15.0 53.5    7.3
 4.5 49.2  12.7 68.8  11.0 49.7    5.7 68.5    5.5
 5.0 44.9  10.6 66.9    9.5 45.4    4.9 66.3    4.5
 5.5 39.9    9.0 64.9    8.0 40.8    4.0 64.6    3.7
 6.0 34.6    7.7 63.1    7.0 35.3    3.2 62.5    3.1
 6.5 27.7    6.6 61.1    6.1 28.9    2.75 60.9    2.5
 7.0 17.7    5.7 59.0    5.3 20.5    2.27 58.6    2.1
 8.0 54.6    4.25 67.2    5.0 54.6    1.4 66.9    2.2
 9.0 50.0    3.45 64.3    3.9 49.9    0.85 64.3    1.6
10.0 45.2    2.65 61.6    3.15 61.6    1.1
11.0 40.1    2.1 58.8    2.55 58.7    0.8
12.0 33.8    1.6 55.9    2.1
13.0 26.5    1.2 52.9    1.75
14.0 15.7    0.75 49.7    1.4
15.0 46.7    1.1
16.0 43.1    0.85
17.0 39.4    0.6

D
          Unit: ×1000kg

A
C B B B

 0o 7.2 5.4 14.3 0.7 7.2 2.1

A :Boom length (m)
B :Load radius (m)
C :Loaded boom angle (o)
D :Minimum boom angle (o) for indicated length (no load)

ON RUBBER STATIONARY 
360o Rotation

24.4m16.8m9.7m 16.8m 24.4m 9.7m
Over Front

9.7m 16.8m 9.7m

ON RUBBER STATIONARY 
Over Front 360o Rotation

 44o  56o0o 28o0o

LIFTING CAPACITY AT ZERO DEGREE BOOM ANGLE

SPEC. SHEET No. GR-300E-1-00201/EU-01
  
  
  
  
  
  

         Unit: ×1000kg

A
 B C C C C C C

 3.0 60.6  18.0 60.6  10.0
 3.5 56.8  15.45 57.0    8.0
 4.0 53.0  13.0 53.3    6.5
 4.5 49.0  11.1 68.6    9.7 49.2    5.1 68.6    5.1
 5.0 44.7    9.3 66.6    8.4 44.4    4.3 66.6    4.2
 5.5 39.8    7.95 64.6    7.0 39.6    3.7 64.7    3.5
 6.0 34.7    6.7 62.8    6.0 34.0    3.0 62.7    2.7
 6.5 28.0    5.75 60.8    5.3 27.0    2.5 60.7    2.35
 7.0 18.2    5.0 58.7    4.65 18.1    1.95 58.9    1.85
 8.0 54.4    3.6 67.0    4.3 54.5    1.3 67.0    1.9
 9.0 49.9    2.8 64.3    3.4 50.2    0.75 64.3    1.35
10.0 45.1    2.3 61.7    2.8 61.7    0.9
11.0 39.6    1.8 58.8    2.25 58.8    0.6
12.0 33.3    1.35 56.0    1.8
13.0 26.0    1.0 52.9    1.5
14.0 14.6    0.6 49.7    1.2
15.0 46.4    0.95
16.0 42.9    0.6

D
          Unit: ×1000kg

16.8m 24.4m9.7m 16.8m 24.4m 9.7m

LIFTING CAPACITY AT ZERO DEGREE BOOM ANGLE
ON RUBBER CREEP 

ON RUBBER CREEP 
Over Front 360o Rotation

360o RotationOver Front

0o 31o 0o  44o  56o
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52,0 m

m
0,33

/
0,52

8,25 m

50,2m

m
7,54

45,3m

m
0,85

1600 kg /1800 kg*

30°

15°

EN 14439:2009–C25

1600 kg /1700 kg*

1600 kg /1800 kg*

Liebherr
MK 110
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Liebherr
MK 110

44,0 m
2050 kg / 2300 kg*

52,0 m

m
0,33

3,4 m

m
8,03

m
8,04

m
0,3

5,4 m 2,85m
8,25 m

m
02,8

m
59,5

8,25 m

R = 13,16 m

R = 11,28 m

R = 12,83 m

R = 11,36 m

R = 11,25 m

R = 9,73 m R

=4,00 m*

m
05,2

1,70 m

m
0,23

1600 kg /1800 kg*

3,6 m

3,7 m
4,0 m*

3,2 m

max. 45,0 t
max. 47,0 t*

max. 45,0 t
max. 47,0 t*

m
0,4

3,0 m3,39 m 3,485 m 2,035 m 2,0 m 1,65 m 4,09 m
13,55 m 2,27 m

16,65 m
1,65 m

0,83 m

12° 8,5°

12° m
36,1

12,0 t
13,5 t*

12,0 t
13,5 t*

12,0 t
12,3 t*

12,0 t
12,3 t*

12,0 t
12,3 t*

R
=

5,00m
R

=
6,29

m

m
06,2

R

=3,70m
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Liebherr
MK 110

3

50 43,096,0 m 5 x 16 mm
2

400 V Hz kVA

C.0.08.0100
C.0.08.0112*

R 25 BGL

30

35

40

45

50

m

5

0

10

15

20

25

0-5-10 5 10 15 20 25 30 35 40 45 50 52 m

rgang Erection procedure / Déroulement de montage / Procedimento di montaggio
Procedimiento de montaje / Opstelling van de mobiele torenkraan / Процесс развертывания
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Liebherr
MK 110

m / kg

m / kg

m

30°

m kg15°8,25 m x 8,20 m m

Traglasten MK100
Max. Lastmoment 116mt

Steep angle positions / Flèche en position relevée
Posizione impennata del braccio / Inclinación de pluma / Hoofdgiekstand / Положение стрелы под угломAuslegersteilstellungen

max. 8,0 Bft
(20 m/sec.)

Lifting capacities MK /
/

100 Capacités de levage MK
Capacità di carico MK Capacidad de carga de la MK
Hijstabel MK

100
001001

001KM/001 Грузоподъемность крана
/Max. load moment 116 mt Moment de charge max. 116 mt

Momento di carico max 116 tm / Momento de carga máx. 116 mt
/mt611tnemomtsalelamixaM Макс грузовой момент.

Ausleger horizontal Jib horizontal / Flèche horizontale / Braccio orizzontale
Pluma horizontal / Giek horizontaal / Стрела в горизонтальном положении

14,0 16,0 18,0 20,0 22,0 24,0 26,0 28,0 30,0 32,0 34,0 36,0 38,4 40,0 42,0 44,0 45,3

m / kg

m / kg

m8,25 m x 8,20 m 14,0 18,0 22,0 26,0 28,0 30,0 32,0 34,0 36,0 38,0 40,0 42,0 44,0 46,0 48,0 50,0 52,0
3,4 – 14,0
800052,0max. 8,0 Bft

(20 m/sec.) 3,4 – 14,5
800044,0

8000

8000

5930

6150

4670

4830

3830

3950

3500

3610

3220

3320

2980

3060

2760

2840

2570

2650

2400

2470

2250

2320

2120

2180

1990 1880 1780 1690 1600

2050

52,0 0061

44,0

3,4 – 50,2

3,4 – 42,5 1700

max. 8,0 Bft
(20 m/sec.)

3,4 – 14,0
600052,0

3,4 – 15,0
600044,0

6000

6000

5230

5540

4630

4900

4140

4390

3730

3960

3390

3600

3100

3300

2850

3030

2640

2810

2450

2610

2280

2430

2130

2270

1970 1870 1760 1660 1600

2100

8,25 m x 8,20 m

Außer Betrieb keine Demontage notwendig. / Crane does not need to be disassembled when it is not in operation. / La grue n’a pas besoin d’être
démontée lorsqu’elle est mise au repos. / Smontaggio non necessario, quando la gru è fuori servizio. / No es necesario desmontar la grúa en caso

./.kjilekazdoonegatnomedneegsi,kiurbegniteinneidnI/.allenocrajabartoned Вне работы демонтаж не требуется

Traglasten MK110
Max. Lastmoment 121mt

Lifting capacities MK /
/

110 Capacités de levage MK
Capacità di carico MK Capacidad de carga de la MK
Hijstabel MK

110
011011

011KM/011 Грузоподъемность крана
/Max. load moment 121 mt Moment de charge max. 121 mt

Momento di carico max 121 tm / Momento de carga máx. 121 mt
/mt121tnemomtsalelamixaM Макс грузовой момент.

m / kg

m / kg

m8,25 m x 8,20 m 14,0 18,0 22,0 26,0 28,0 30,0 32,0 34,0 36,0 38,0 40,0 42,0 44,0 46,0 48,0 50,0 52,0
3,4 – 14,7
800052,0max. 8,0 Bft

(20 m/sec.) 3,4 – 15,1
800044,0

8000

8000

6370

6550

5060

5220

4180

4300

3830

3950

3530

3640

3280

3380

3050

3140

2850

2940

2670

2750

2500

2590

2360

2440

2230 2100 1990 1890 1800

2300

Außer Betrieb keine Demontage notwendig. / Crane does not need to be disassembled when it is not in operation. / La grue n’a pas besoin d’être
démontée lorsqu’elle est mise au repos. / Smontaggio non necessario, quando la gru è fuori servizio. / No es necesario desmontar la grúa en caso

./.kjilekazdoonegatnomedneegsi,kiurbegniteinneidnI/.allenocrajabartoned Вне работы демонтаж не требуется

m / kg

m / kg

m

30°

m kg15°8,25 m x 8,20 m m

max. 8,0 Bft
(20 m/sec.)

14,0 16,0 18,0 20,0 22,0 24,0 26,0 28,0 30,0 32,0 34,0 36,0 38,4 40,0 42,0 44,0 45,3

52,0 0071

44,0

3,4 – 50,2

3,4 – 42,5 1700

max. 8,0 Bft
(20 m/sec.)

3,4 – 14,7
600052,0

3,4 – 15,8
600044,0

8,25 m x 8,20 m

6000

6000

5530

5910

4930

5250

4430

4710

4020

4260

3680

3890

3380

3570

3120

3290

2890

3050

2700

2840

2520

2650

2360

2480

2190 2090 1970 1860 1800

2300

Steep angle positions / Flèche en position relevée
Posizione impennata del braccio / Inclinación de pluma / Hoofdgiekstand / Положение стрелы под угломAuslegersteilstellungen

Ausleger horizontal Jib horizontal / Flèche horizontale / Braccio orizzontale
Pluma horizontal / Giek horizontaal / Стрела в горизонтальном положении
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Spierings
SK 597-AT4

 S

50510 1050 15 20 353025 4540
0

5

15

10

20

25

30

Max. outrigger  loading
Outrigger foot
Pressure under foot
Jib can be unfolded through 360°

0,8 N/mm

360 kN
750x600 mm

2

40

35

45

50

55

70
00

6925

R2=2995 R1=3656

R
3=

22
50

24354490

26854240

10
90

1345

Luffing the jib 30° can be controlled from the crane cab

170052

75    0

0-0,9 rpm

Jib hor.: 0-90 m/min

Jib horizontal

Lifting chart: DIN / FEM

Speeds

Jib luffed: 0-75 m/min

:
:
:

range from -15° to 40° C.

- 360° continuous slewing 

- Operating temperture :

- Rated lifting capacity is net capacity

Information for lifting chart

- Max. line pull force :        3500 kg

 - Operation allowed to a wind force

   of 7 on the beaufort scale 

- The crane should be folded in at a wind

force > 9 on the Beaufort scale

(wind speed 21m/sec)

and when not in use for a longer period

(wind speed 14 m/sec)

without hook

8,8
ton

R1=3656

R2=2995

1700 kg
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Lifting chart   Outrigger spread   6,925 m x 7,0 m
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  Height under jib  26,9 / 29,7 m

Load (kg)

Radius (m)

Hookheight (m)

Jib horizontal

Jib 30° luffed
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Lifting chart   Outrigger spread   6,925 m x 5,85 m

Load (kg)

Radius (m)

Hookheight (m)

Load (kg)

Radius (m)

Hookheight (m)

Load (kg)

Radius (m)

Jib 15° luffed

Jib 45° luffed

It’s also possible to work with 44 meter jib with a maximum tip load of 1,900 kg (request for lifting charts).

 S
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75    0

0-0,9 rpm

Jib hor.: 0-90 m/min

Jib horizontal

Lifting chart: DIN / FEM

Speeds

Jib luffed: 0-75 m/min

range from -15° to 40° C.

- 360° continuous slewing 

- Operating temperture :

- Rated lifting capacity is net capacity

Information for lifting chart

- Max. line pull force :        3500 kg

 - Operation allowed to a wind force

   of 7 on the beaufort scale 

- The crane should be folded in at a wind

force > 9 on the Beaufort scale

(wind speed 21m/sec)

and when not in use for a longer period

(wind speed 14 m/sec)

without hook
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Tyres

Overall weight

Max. speed carrier

Min. speed carrier (engine at 1000 rpm)

Suspension

Axle 4 Axle 3

:  445/75 R22,5

Axle 2 Axle 1

:  83 km/h

:  1,6 km/h

:  48.000 kg.

:  247 mm

STEYR VG2001/396

Off road gear

Transfer box:

Road gear i=0,89

i=1,54 Torque: 656 Nm  (1500 rpm)

Power: 103 kW  (1500 rpm)

John Deere:     4045HFG82

Crane diesel engine:

Constant speed

Dry plate clutch

Automatic

+ intarder

Gearbox:

ZF 12AS2531 SO Euro VI

DAF:           MX11-291  

Torque: 1900 Nm  (1000

Power:      291 kW  (170

Carrier diesel engine:

Kessler-axles with disc brakes

Stroke suspension cylinder

Axle 4 :

Axle 2 :

Axle 1 :

Axle 3 :

Steer drive axle (end reduction i=7,29)

Steer axle 

Non steered drive axle (end reduction i=7,29)

Steer drive axle (end reduction i=7,29)

:  Hydro-pneumatic on all axles

2290

2750

4TA-894KS SGNIREIPS

6135

20°

38° 26°

2035

15975

2700 22902135
12 t 12 t

25552710 1550
12 t12 t

SK 597-AT4
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M
ake:

SK
597-A

T4
Type:

597005
Serial num

ber:
2016

Year of construction:

84-00597101
S

pecifications subject to m
odifications

Lifting chart outrigger support base 6,925 m
 x 7,0 m

Lifting chart outrigger support base 6,925 m
 x 5,85 m

Load (kg)

R
adius (m

)

H
ook height (m

)

Load (kg)

R
adius (m

)

H
ook height (m

)

Load (kg)

R
adius (m

)

H
ook height (m

)

Load (kg)

R
adius (m

)

H
ook height (m

)

Jib 15° luffed

Jib 45° luffed

Jib 15° luffed

Jib 45° luffed

C
ounterw

eight crane:  8855 kg.

The crane should be folded in at w
ind force 9 B

f (21 m
/sec) 

M
ax. outrigger force:  360 kN

.

or w
hen not in use for a longer period

O
peration allow

ed up to w
ind force  7 B

f  (14 m
/sec).

M
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ss  H

olland
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T
otaal gew

icht: 36000 kg

66-00487002

Fax  +31 (0)412-645299
w
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w

.spieringscranes.com
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L
Tel.  +31 (0)412-626964
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Volvo L90 & L70
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Z

15°

D
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O
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R1R

15°

D
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A

A

F

X

F

E

D
C

Tires: 20.5 R25 L2

L60F L70F L90F

A 800 mm 830 mm 960 mm

B 1560 mm 1600 mm 1700 mm

C -40 mm -46 mm -8 mm

D 1830 mm 1850 mm 1790 mm

E 3710 mm 3730 mm 3770 mm

F 690 mm 760 mm 740 mm

Operating load* 
  at load rated distance

4350 kg
600 mm

4900 kg
600 mm

5700 kg
600 mm

Operating weight 11 450 kg 12 950 kg 14 500 kg

SPECIFICATIONS
Where applicable, specifications 
and dimensions are according 
to ISO 7131, SAE J732, ISO 
7546, SAE J742, ISO 14397, 
SAE J818. 

Tires: 20.5 R25 L2

Standard boom Long boom

L60F L70F L90F L60F L70F L90F

B 5990 mm 6050 mm 6120 mm 6500 mm 6530 mm 6550 mm

C 3000 mm 3000 mm 3000 mm – – –

D 460 mm 460 mm 460 mm – – –

F 3220 mm 3280 mm 3280 mm – – –

G 2130 mm 2130 mm 2130 mm – – –

J 3580 mm 3580 mm 3650 mm 4100 mm 4050 mm 4080 mm

K 3870 mm 3870 mm 3960 mm 4390 mm 4340 mm 4390 mm

O 56 ° 56 ° 57 ° 57 ° 52 ° 57 °

Pmax 45 ° 46 ° 44 ° 44 ° 45 ° –

R 42 ° 42 ° 44 ° 43 ° 44 ° 47 °

R1* 47 ° 48 ° 49 ° 50 ° 52 ° 53 °

S 79 ° 68 ° 67 ° – 72 ° 65 °

T 93 mm 110 mm 110 mm 130 mm 118 mm 116 mm

U 450 mm 450 mm 490 mm 590 mm 560 mm 590 mm

X 1900 mm 1930 mm 1960 mm – – –

Y 2440 mm 2470 mm 2490 mm – –

Z 3210 mm 3200 mm 3300 mm 3600 mm 3500 mm 3660 mm

a2 5340 mm 5350 mm 5370 mm – – –

a3 2900 mm 2890 mm 2880 mm – – –

a4 ±40 ° ±40 ° ±40 ° – – –

* Carry position SAE

Fork tine sales code L60F and L70F (R/L): WLA80042/80043
Fork tine sales code L90F (R/L): WLA80344/80345
Length: 1200 mm
Fork frame order no.: 80041
* acc. std EN 474-3, firm and level ground
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L60F 
Sales code: WLA92007
Operating weight: 11 370 kg

L70F 
Sales code: WLA92007
Operating weight: 12 860 kg

L90F 
Sales code: WLA92008
Operating weight: 14 440 kg

Tires: 20.5 R25 L2

L60F L70F L90F

A* 1800 kg 2150 kg 2760 kg

B* 1400 kg 1710 kg 2130 kg

C* 1150 kg 1400 kg 1740 kg

D 2580 mm 2720 mm 2640 mm

E 1990 mm 2110 mm 2040 mm

F 1450 mm 1550 mm 1440 mm

G 3270 mm 3320 mm 3280 mm

H 4300 mm 4360 mm 4410 mm

I 5440 mm 5490 mm 5550 mm

J 910 mm 1270 mm 1370 mm

K 1240 mm 1750 mm 1920 mm

L 1590 mm 2270 mm 2470 mm

M 2250 mm 2180 mm 2040 mm

N 3230 mm 3100 mm 3030 mm

O 4310 mm 4110 mm 4020 mm

P 1520 mm 1520 mm 1530 mm

Q 5300 mm 5290 mm 5330 mm

R 6180 mm 6170 mm 6290 mm

S 7150 mm 7120 mm 7250 mm

* Carry position SAE





KRANBILAR



154

T
R

A
ILE

R
S

 &
 S

LÄ
P

Fassi 110 tm
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Frontmonterade stödben

3020 mm
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1300 m
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Hytt

Flak
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Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Edins Kranar AB 
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0

4230

0°

30°

45°

65°

80°

3000

1500

700

*325*58069083010201310177025903200

*325*5506607909701240169024803200

*325*4905907008701120154022402480

*325*4405306307801020141016501810

*270*340410490620820114012401360

270 22033041052069099015302640

42m

40

35

30

25

20

15

10

5

38m35302520151050

1 (1)

30.04.2009
Belastningsdiagram 8520 - K8 med FJ1200 K6

Teknisk information, serie 8520 3    1  79525

* Med forlængerarme

Ret til ændringer forbeholdes.

*Med förlängningsarm
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Bodbil

Frontmonterade stödben

3020 mm

1300 mm

Stödbensskiss

Hytt

Flak
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Fassi
66 tm
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01

56
47

3873

11
0
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1187
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5

75
0

11
25
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0

92
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75
0

62
5
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Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 

 
 

 

Fast korg

HMF
66 tm
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2200 mm2800 mm

Stödbensskiss

Hytt

Flak

1300 mm
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1)

8

g

17 m

)

1620 kg

8600 kg

5940 kg

4340 kg

3310 kg

2190 kg

1860 kg

2650 kg

22

-1 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 m
0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

23 m

1 (1)

Belastningsdiagram, K7

18-12-2009

31 092 27
Dato Side

We reserve the right to introduce improvements and modifications 

Loading group: EN12999 H1/B3

- power to lift.

4720-K7
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HMF
47 tm

0*

32

1840

45°

30°

45°

65°

80°

20°

350*

2250

650

815

1080

1590

1900 1190 790 580 460 350*

350*45057078011801900

350*43555075011301510

335*42053072510401150

320*400510690830920

3053851015 485665

2120

0

36

34

32

30

28

26

24

22

20

18

16

14

12

10

8

6

4

2

0
3230282624222018161412108642-1

HMF 4720-K7 + FJ600-K4

1590 kg

2250 kg

1900 kg

1900 kg

1840 kg 1015 kg

2120 kg

45°

45°

65°

80°

1190 kg *790 kg

*665 kg

 kg

815 kg

1080 kg

10

0

65

7 2.6 2.6 2.5

-1 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 m
0

1

2

3

4

5

1840

45°

30°

45°

65°

80°

20°

350*

2250

650

815

1080

1590

1900 1190 790 580 460 350*

350*45057078011801900

350*43555075011301510

335*42053072510401150

320*400510690830920

3053851015 485665

2120

0

36

34

32

30

28

26

24

22

20

18

16

14

12

10

8

6

4

2

0
3230282624222018161412108642-1

HMF 4720-K7 + FJ600-K4

1900 kg

1510 kg

1150 kg

920 kg

0°

30°

20°

45°

1180 kg

1130 kg

1040 kg

830 kg

*460 kg

*450 kg

*435 kg

*420 kg

*400 kg

*385 kg

*580 kg

*570 kg

*550 kg

*530 kg

*510 kg

*485 kg

*780 kg

*750 kg

*725 kg

*690 kg

*665 kg

*350 kg

*350 kg

*350 kg

*335 kg

*320 kg

*305 kg

350 kg

650 kg

815 kg
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HMF 38 tm
Lastväxlare

Stödbensskiss

Hytt

Flak

2800 mm

1300 mm
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HMF 
38 tm

20

-1 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 m
0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

21

Section

1 (1)

Lifting capacity diagram, K6

15-09-2010

31 099 26
Date Page

Catalogue no. 

We reserve the right to introduce improvements and modifications 

1790 kg

7180 kg

4850 kg

3530 kg

2690 kg

2140 kg

1530 kg

Loading group: EN12999 H1/B3

- power to lift.
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HMF
38 tm

80°

320*400510670745830

520*3851015 4856651840

350*43555075011301440

335*4205307259451060

1190 790 580 460 350*

350*45057078011801900

1900

45°
350*

2250

650

815

1080

1590

30°

45°

65°

20°

0

34

32

30

28

26

24

22

20

18

16

14

12

10

8

6

4

2

0
30282624222018161412108642-1

* Med manuel forlænger.

1 (1)

Lifting capacity diagram, 3820-K6 with FJ600 K4 31 099 256
Date Page

We reserve the right to introduce improvements and modifications 
- power to lift.
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Palfinger 34 tm
Lastväxlare

Stödbensskiss

Hytt

Flak

2800 mm
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Palfinger
34 tm

Palfinger 
34 tm 

 

 

Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Palfinger
34 tm

Palfinger 
34 tm 

 

 

Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Fassi 27 tm
Lastväxlare

Stödbensskiss

Hytt

Flak

2800 mm
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Fassi 27 tm
Lastväxlare

Fassi 
27 tm 

 

 

Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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Fassi 27 tm
Lastväxlare

Fassi 
27 tm 

 

 

Edins Kranar AB 
Äggelundavägen 5, 175 62 Järfälla 

Telefon 08-36 96 00  •  Fax 08-761 42 42 
Webb: www.edinskranar.se  •  E-post: info@edinskranar.se 
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920
Släp 

3-axlade och 4-axlade 
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Trailers
1064

25
40

o
n

 3
00

0

9200 + 7000

13500 + 7000

7943 + 7000

11975 + 7000

235/75R17.5

2300

4300

1600

26
0 300

300 Option

9001810 1810

86
0*

-5
5

+1
45

4200 3180
6800

75

0/
25

40

R2500R2040

350 x 10°
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195

Maeda
MC405

Working Range (4 falls)

7.25 1330 9.0 
10.2 

880
580

9.0
10.0 
11.0 
12.0 
13.1 

930
830
690
530
430

10.0
11.0
12.0 
13.0 
14.0 
15.0 
16.0 

550
490
440
380
320
260
210

* The Total Rated Load Chart is based on actual working radius with the bending of boom     
   attributable to load reflected and is shown with the mass of hook (50kg) included.     

735～16.475m

54.2sec 【41.3sec】

24.5sec 【17.0sec】

2.1rpm 【2.5rpm】

（Front）5,118×（Rear）5,520

riven , stepless speed changer

0～3.3

20

1,720×320

49.0［0.50］

AR 3TNV88-BPMB

.642［1,642］

min-1 ［29.1PS/2400rpm］

ectric starting

Diesel /60.0

n-cooled motor 7.5kw, 4P 380V

system (30Hz-60Hz)

 remote controller

Available

Available

Available

Available

500kg

×1,380×1,980 

50kg  with electric motor)

aulic cylinder direct acting
aulic cylinder direct acting

otection, Load indicator,
valve, Wire rope latch,Level,
ination alarm,  EMO switch, 
r,Outrigger interlock device
 limiter,Rotary lamp

e rubber track,
ngle fall hook
Fly jib

earcher hook

Fully automatic 
entagonal telescopic boom

5520mm

（MID:4888, MIN :4248）

:4
9
5
3
）

60°60
°

Fly jib Total Rated Load Chart

１８

１9

20

21

22

１７

１６

１６１５１４

　

１４

１３

１２

１１

１０

９

８

７

６

５

４

３

２

１

１３１２１１１０９８７６５

0

２１0 ４３

１５

１

２

３

４

５

６

７

８

９

１０

１１

１２

１３

１４

１５

１６

１７

１８

19

20

１７
21

16.8

20.7

Working radius（m）

L
if
ti
n
g
 h
e
ig
h
t （
m
）

-20.5

①

②

③

④

⑤
80°

70°

60°60°

50°
55°55°

40°

30°30°

20°

10°

0°

① 4.26 ② 7.22 ③ 10.18 ④ 13.09 ⑤ 16.0

Boom
 angle

Hook l i f t

Hook l i f t
Hook l i f t

Hook l i f t

Hook l i f t

*Fly jib is optional

Optional
4.5m Fly-Jib
Optional
4.5m Fly-Jib

orking Range (4 falls)

7.0 
7.25 

1380
1330

8.0 
9.0 
10.2 

1130
880
580

8.0
9.0
10.0 
11.0 
12.0 
13.1 

1030
930
830
690
530
430

9.0
10.0
11.0
12.0 
13.0 
14.0 
15.0 
16.0 

600
550
490
440
380
320
260
210

Total Rated Load Chart is based on actual working radius with the bending of boom     
butable to load reflected and is shown with the mass of hook (50kg) included.     

）

）

* The weight of hook block (single fall-20kg) must be included as
 part of the load shown in the Total Rated Load Chart.

520 
520 
420 
320 
250 
220 
170

Fly jib Total Rated Load Chart

76
72 
69 
66 
63 
60 
55

Boom angle (deg) Jib length:4.5m   (kg)

(Optional)

１８

１9

20

21

22

１７

１６

１６１５１４
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１７
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20.7

Working radius（m）

L
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n
g
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e
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h
t （
m
）

-20.5

①

②

③

④

⑤
80°

70°

60°60°

50°
55°55°

40°

30°30°

20°

10°

0°

① 4.26 ② 7.22 ③ 10.18 ④ 13.09 ⑤ 16.0

Boom
 angle

Hook l i f t

Hook l i f t
Hook l i f t

Hook l i f t

Hook l i f t

*Fly jib is optional

Optional
4.5m Fly-Jib
Optional
4.5m Fly-Jib
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TILLBEHÖR
Betongbask, bommar, 
gipsvaggor, glaslyft,

korgar, körplåtar, 
stockmattor mm.
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Modulift 50

DROP
LINK

Modulift 50 - Beam Specification.
•  Rated at 50 tonnes WLL at 6 metres span. See Load Table for WLL at longer spans.
•  ‘Sling to Vertical’ angle, β, 45 degrees or less.
•  End Units & Drop Links are rated at 25 tonnes (50 tonnes combined capacity).
•  Bolt tightening torque: 150Nm. Spanner size required: 30mm.

The Modulift Spreader is modular in length. Every spreader consists of 1 pair of End Units & Drop Links,
with intermediate struts that can be assembled to acheive different spans. The Modulift 50 has an
assembled span ranging from 1 metre to 11 metres in 0.5 metre increments.

STRUT

END UNIT
SUB-ASSY

MODULIFT  · D1/D2  · ROMANY WORKS BUS. PARK · WAREHAM RD · HOLTON HEATH · POOLE · DORSET · BH16 6JL · UK
Tel:+44(0)1202 621511   Fax: +44 (0)1202 632811    Email: info@modulift.co.uk    Web: www.modulift.co.uk

WARNING!

TABLE 1: Component List.

•  Personnel using this system should be suitably trained, competent and have a clear understanding of
    Safe Slinging procedures.
•  The use of Modulift equipment must be in accordance with the procedures laid down in ‘Lifting
   Operations and Lifting Equipment Regulations 1998’ (LOLER).
•  NEVER EXCEED STATED WLL - ADHERE TO WLL IN TABLE 2, FOR PARTICULAR SLING ANGLE USED.
•  THE SLING LENGTH IS CRITICAL TO THE SAFE USE OF THE SPREADER - ADHERE TO TABLE 2.
•  Ensure Drop Links hang down, and smaller shackles are connected to bottom hole of Drop Link.

WARNING!

Smaller

Larger
shackle

shackle

P1

PART REF: DESCRIPTION WEIGHT / ITEM

P2
P3

P4
P5

P6
P7

P8

38 KG
11 KG

82 KG
53 KG

38 KG

19 KG

14 KG

END UNIT

DROP LINK

2 METRE STRUT

1 METRE STRUT

0.5 METRE STRUT

25t SHACKLE

-

35t SHACKLE

M20x65 HT BOLTS, NUTS & WASHERS

140 KG4 METRE STRUT

P9

USER INSTRUCTIONS
- MODULIFT 50

β

Span

Fig. 1: Typical Spreader Assembly.

P8

P1

P3 - P6 β =’Sling to Vertical’ angle

P9 P2

P7

TABLE 2: Load v Span.

WLL
/ t

Min Sling
Length/m

Recommended
Configuration.

EU - End Unit (0.5m)
Span
/ m

WLL
/ t

Min Sling
Length/m

Span
/ m

45° STV 30° STV

• Max number of struts allowed in
    assembly: 5
• Assemble longer struts in the ce
   spreader configuration
• Sling angle is crucial to safe use

The operator must ensure that th
clearance between the sling end
the end unit as shown.

STV  = ‘SLING TO VERTICAL’ ANGLE, β

CLEARANCE

CLEARANCE

1

1.5

2

2.5

3

3.5

4

4.5

5

5.5

6

6.5

7

7.5

8

0.7

1.1

1.5

1.8

2.2

2.5

2.9

3.2

3.6

3.9

4.3

4.6

5.0

5.3

5.7

1

1.5

2

2.5

3

3.5

4

4.5

5

5.5

6

6.5

7

7.5

8

8.5

9

9.5

10

10.5

11

22

19

17

15

13

11

50

50

50

50

50

50

50

50

50

50

50

42

35

29

25

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

EU

0.5

1

1

2

2

2

0.5

4

4

4

0.5

4

0.5

1

EU

EU

0.5

EU

0.5

1

2

0.5

1

4

2

4

4

EU

EU

1

EU

EU

1

2

2

EU

EU

EU

EU

EU

EU

EU

8.5

9

9.5

10

10.5

11

6.0

6.4

6.8

7.1

7.5

7.8

EU

EU

EU

EU

EU

EU

4

4

EU

EU

4

EU

EU

1 4 20.5

4 0.5

1

4 4 0.5

2 EU4 4

4

1.0

1.5

2.0

2.5

3.0

3.5

4.0

4.5

5.0

5.5

6.0

6.5

7.0

7.5

8.0

8.5

9.0

9.5

10.0

10.5

11.0

38

33

29

26

22

19

50

50

50

50

50

50

50

50

50

50

50

50

50

50

43

1

4

EU

USER INSTRUCTIONS
- MODULIFT 50

Recommended top sling types: Textile slings, wire rope slings with soft eyes and chain slings with small e
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Modulift 34
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LINK

Modulift 34 - Beam Specification.
•  Rated at 34 tonnes WLL at 3 metres span. See Load Table for WLL at longer spans.
•  ‘Sling to Vertical’ angle, β, 45 degrees or less.
•  End Units & Drop Links are rated at 17 tonnes (34 tonnes combined capacity).
•  Bolt tightening torque: 150Nm. Spanner size required: 30mm.

The Modulift Spreader is modular in length. Every spreader consists of 1 pair of End Units & Drop Links,
with intermediate struts that can be assembled to acheive different spans. The Modulift 34 has an
assembled span ranging from 1 metre to 8 metres in 0.5 metre increments.

STRUT

END UNIT
SUB-ASSY

MODULIFT  · D1/D2  · ROMANY WORKS BUS. PARK · WAREHAM RD · HOLTON HEATH · POOLE · DORSET · BH16 6JL · UK
Tel:+44(0)1202 621511   Fax: +44 (0)1202 632811    Email: info@modulift.co.uk    Web: www.modulift.co.uk

WARNING!

TABLE 1: Component List.

•  Personnel using this system should be suitably trained, competent and have a clear understanding of
    Safe Slinging procedures.
•  The use of Modulift equipment must be in accordance with the procedures laid down in ‘Lifting
   Operations and Lifting Equipment Regulations 1998’ (LOLER).
•  NEVER EXCEED STATED WLL - ADHERE TO WLL IN TABLE 2, FOR PARTICULAR SLING ANGLE USED.
•  THE SLING LENGTH IS CRITICAL TO THE SAFE USE OF THE SPREADER - ADHERE TO TABLE 2.
•  Ensure Drop Links hang down, and smaller shackles are connected to bottom hole of Drop Link.

WARNING!
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Fig. 1: Typical Spreader Assembly.
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TABLE 2: Load v Span.

WLL
/ t

Min Sling
Length/m

Recommended
Configuration.

EU - End Unit (0.5m)
Span
/ m

WLL
/ t

Min Sling
Length/m

Span
/ m

45° STV 30° STV

• Max number of struts allowed in
    assembly: 5
• Assemble longer struts in the ce
   spreader configuration
• Sling angle is crucial to safe use

The operator must ensure that th
clearance between the sling end
the end unit as shown.

STV  = ‘SLING TO VERTICAL’ ANGLE, β
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Recommended top sling types: Textile slings, wire rope slings with soft eyes and chain slings with small e
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Modulift 34
Fyrkantsok
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Körplåtar, Stockmattor
Tungavstängning

Körplåtar / Stockmattor / 
Tungavstängning - hyr per dygn
Vi leverar, installerar, demonterar och hämtar. 
Självklart kan ni även hämta och lämna hos oss.

Körplåtar/Körplattor
Vi tillhandahåller körplåtar för temporära överbyggnader på vägar 
och gator.

Körplåtar finns i följande storlekar:
2000 x 2000 x 30 mm
4000 x 2000 x 30 mm
6000 x 2000 x 30 mm

Stockmattor/Grävmaskinmattor
Vi tillhandahåller stockmattor som kan användas för att skydda un-
derlag vid arbete med t ex entreprenadmaskiner.

Stockmattor finns i följande storlek:
Längd:  5500 mm
Bredd:  900 mm
Tjocklek:  180 mm

Tungavstängning/Trafikbuffert
Vi tillhandahåller barriär- och buffertskydd för t ex temporär avspärr-
ning och skydd vid gator, gångvägar och byggarbetsplatser.



210

T
ILLB

E
H

Ö
R

Radiostyrd gripskopa
Med PowerPac förlänger du ditt arbets-
område och gör svåra jobb betydligt enklare.

Betongbask 

Pender 1100 - inlyftningssystem
Pender är ett motviktsbalanserat lyftredskap för inlyftning av 
material på ställningar och valv med 
kran. Pendern kan utrustas med 
lyftarm för gipsplattor, tegelpallkorg, 
materialkorg eller pallgaffel.

Armlängd: 1470 mm
Bredd:  1870 mm
Höjd:  850 mm
Maxlast: 1100 kg
Egen vikt:  ca 250 kg ex motvikt
Motvikt:  2 x 325 kg
Lastfrigång: B 1340 mm, H 1240 mm
Tillbehör:  Lyftkrok för 1200 kg

Lyftanordningar
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Vakumlyftare

Viavac GBX-2-800
Fjärrmanövrerad med dosa
Lyftkapacitet: 800 kg
Egenvikt: ca 100 kg

      

      Viavac GB 750
      Lyftkapacitet: 750 kg
      Egenvikt: ca 65 kg

Uplifter UPG 450
Lyftkapacitet:  450 kg
Egenvikt:  60 kg
Minsta skivstorlek:  2200 x 400 mm
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Korgar

Tomtebodakorgen
Specialkorg för glasfasader med 
många hjul.
Längd:  3500 mm
Bredd:  2500 mm
Maxlast: 2000 kg
Korgvikt:  700 kg

Finnbodakorgen
Hängkorg med hjul
Längd:  6010 mm
Bredd:  1500 mm inkl hjul
Höjd:   1000 mm
Maxlast:  1000 kg
Korgvikt:  1000 kg

Dykarklockan
Hängkorg
Längd:  900 mm
Bredd:  900 mm
Höjd:   2800 mm
Maxlast:  150 kg
Korgvikt:  150 kg
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Korgar

Vitvarukorgen
Hängkorg
Längd:  3100 mm
Bredd/djup:  2500 mm
Höjd:   2800 mm
Maxlast:  2000 kg
Korgvikt: 750 kg 

Räddningskorgen
Hängkorg
Längd:  1120 mm
Bredd/djup:  2220 mm
Höjd:   1040 mm
Maxlast:  1000 kg
Korgvikt: 400 kg
Antal pers.: 4

Lyftflak
Längd:  4000 mm
Bredd:  2300 mm
Höjd:   1200 mm
Maxlast:  8500 kg
Egenvikt: 1500 kg







Vi tillhandahåller allt från små till stora mobilkranar, kranbilar, 
lastbilar, trailers, mobila tornkranar samt minikranar. 
Hos oss hittar du de tillbehör ni behöver, se längst bak i boken.

Stor kompetens och mångårig erfarenhet
Våra maskinister har stor kompetens och mångårig erfarenhet. 
Inget arbete kan vara på fel tidpunkt, vi är verksamma hela dygnet.

Planering och projektering
Vi hjälper er gärna med planering och projektering av lyftet, 
så som lyfttillstånd, transporter, besiktning av arbetsplatsen, etc.

Depåer för mobilkranar och kranbilar

Järfälla  08-36 96 00 – Huvudkontor
Uppsala  018-51 70 00 
Vårby  08-36 09 00
E-post:  order@edinskranar.se
Hemsida www.edinskranar.se

EDINS ERBJUDER EN BREDD 
NÄR DET GÄLLER LYFTET


